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GENERAL INFORMATION: This document provides a comparison of the 2012 Texas Accessibility Standards (TAS)
and the proposed changes to those standards. The drafted changes to the 2012 TAS are intended to be reviewed for
inclusion in the 2022 TAS. All changes are need-based and are explained in the comment section. Changes that only
include renumbering have not been included.
TEXAS ACCESSIBILITY STANDARDS: The Department received equivalency certification for the TAS from the
Department of Justice on September 23, 1996, that the 1994 TAS, including the appendix and Architectural Barriers
Administrative Rules Chapter 68, met or exceeded the new construction and alteration requirements of Title III of the
ADA and are consistent with the 1991 ADA Accessibility Guidelines (ADAAG). Italicized language in the 1994 TAS was
not in the ADAAG. Italics have been removed from the 2022 TAS Draft because the standards are proposed for
adoption, therefore no differentiation is needed within the text.

Chapter Eleven Tables
TABS 1102.2.1 Clear Ground Space
Outdoor Constructed Feature

Minimum Size and Location

Picnic tables

36 inches (915 mm) on all usable sides of the table
measured from the back edge of the benches

Fire rings, grills, fireplaces, and wood stoves

48 inches (1220 mm) by 48 inches (1220 mm) on all
usable sides of the fire ring, grill, fireplace, and
woodstove
Center the space on each usable side of the grill,
fireplace, and woodstove

Trash and recycling receptacles

36 inches (915 mm) by 48 inches (1220 mm)
positioned for forward approach to the receptacle
opening; or 30 inches (760 mm) by 60 inches (1525
mm) positioned for a parallel approach to the
receptacle opening

Water hydrants

72 inches (1830 mm) by 48 inches (1220 mm) with
the long side of the space adjoining or overlapping
an outdoor recreation access route or trail, as
applicable, or another clear ground space
Locate the space so that the waterspout is 11
inches (280 mm) minimum and 12 inches (305 mm)
maximum from the rear center of the long side of
the space

Utility and sewage hookups

30 inches (760 mm) by 60 inches (1525 mm) with
the long side of the space adjoining or overlapping
an accessible parking space or pull-up space for
recreational vehicles

Locate the space so that the hook-ups are at the
rear center of the space
Bollards or other barriers shall not obstruct the
clear ground space in front of the hook-ups
Outdoor rising showers

60 inches (1525 mm) by 60 inches (1525 mm)
centered on the shower heads
Locate the space so that the shower pedestal or
wall with the shower head are at the rear end of
the space

Benches

36 inches (915 mm) by 48 inches (1220 mm)
positioned near the bench with one side of the
space adjoining on outdoor recreation access route
or trail, as applicable
The clear ground space shall not overlap the
outdoor recreation access route or trail, or another
clear ground space

Viewing Scopes

36 inches (915 mm) by 48 inches (1220 mm)
positioned for forward approach to the viewing
scope
Provide knee and toe clearance complying with 306
under the viewing scope
Locate the space so that the eyepiece is centered
on the space

2012 TAS
101 Purpose
101.1 General. This document contains scoping and
technical requirements for accessibility to sites,
facilities, buildings, and elements by individuals with
disabilities. The requirements are to be applied
during the design, construction, additions to, and
alteration of sites, facilities, buildings, and elements
to the extent required by regulations issued by the
Texas Department of Licensing and Regulation under
the authority of Texas Government Code, Chapter
469. These standards are intended to be consistent
to those contained in the 2010 Standards for
Accessible Design, and are generally the same except
as noted in italics.

PROPOSED CHANGES

COMMENTS

101.1 General. This document contains scoping and
technical requirements for accessibility to sites,
facilities, buildings, and elements by individuals with
disabilities. The requirements are to be applied during
the design, construction, additions to, and alteration
of sites, facilities, buildings, and elements to the
extent required by regulations issued by the Texas
Department of Licensing and Regulation under the
authority of Texas Government Code, Chapter 469.
These standards are intended to be consistent to
those contained in the 2010 Standards for Accessible
Design, and are generally the same except as noted in
italics.

The edit is based on the fact that these are
all Texas standards and no differentiation
is needed.

In addition to these requirements, covered entities
must comply with the regulations issued by federal
agencies, the U. S. Department of Justice and the U. S.
Department of Transportation under the Americans
with Disabilities Act. There are issues affecting
individuals with disabilities which are not addressed
by these requirements, but which are covered by
federal agencies, the U. S. Department of Justice and
the U. S. Department of Transportation regulations.
Advisory 101.1 General. In addition to these
requirements, covered entities must comply with the
regulations issued by federal agencies, the U. S.
Department of Justice and the U. S. Department of
Transportation under the Americans with Disabilities
Act. There are issues affecting individuals with
disabilities which are not addressed by these
requirements, but which are covered by federal
agencies, the U. S. Department of Justice and the U.
S. Department of Transportation regulations.
102 Dimensions for Adults and Children. The
technical requirements are based on adult

Advisory 101.1 General. In addition to these
requirements, covered entities must comply with the
regulations issued by federal agencies, the U. S.
Department of Justice and the U. S. Department of
Transportation under the Americans with Disabilities
Act. There are issues affecting individuals with
disabilities which are not addressed by these
requirements, but which are covered by federal
agencies, the U. S. Department of Justice and the U. S.
Department of Transportation regulations.
102 Dimensions for Adults and Children. The
technical requirements are based on adult dimensions

Added requirements of advisory within
section text.
Removed to add advisory to requirements
section (101.1).

References added to applicable sections of
standards so easier to locate.

2012 TAS
dimensions and anthropometrics. In addition, this
document includes technical requirements based on
children's dimensions and anthropometrics for
drinking fountains, water closets, toilet
compartments, lavatories and sinks, dining surfaces,
and work surfaces.

103 Equivalent Facilitation. Nothing in these
requirements prevents the use of designs, products,
or technologies as alternatives to those prescribed,
provided they result in substantially equivalent or
greater accessibility and usability.

Advisory 103 Equivalent Facilitation. The
responsibility for demonstrating equivalent
facilitation in the event of a challenge rests with the
covered entity. For purposes of ensuring compliance
with requirements of Texas Government Code,
Chapter 469 all determinations of equivalent
facilitation are made by the Department in
accordance with the variance procedures contained
in Chapter 68, Texas Administrative Code.
104 Conventions

PROPOSED CHANGES
and anthropometrics. In addition, this document
includes technical requirements based on children's
dimensions and anthropometrics for reach ranges
(308.1), drinking fountains (602.2), water closets
(604.1 & 604.9), toilet compartments (604.8.1.1),
lavatories and sinks (606.2), dining surfaces, and work
surfaces (902.4).
All children’s dimensions referenced in the standards
are recommended but not required. However, if one
element applies children’s mounting heights all
applicable elements must apply children’s mounting
heights.
103 Equivalent Facilitation. Nothing in these
requirements prevents the use of designs, products,
or technologies as alternatives to those prescribed,
provided they result in substantially equivalent or
greater accessibility and usability.
The responsibility for demonstrating equivalent
facilitation in the event of a challenge rests with the
covered entity. For purposes of ensuring compliance
with requirements of Texas Government Code,
Chapter 469 all determinations of equivalent
facilitation are made by the Department in
accordance with the variance procedures contained in
Chapter 68, Texas Administrative Code.
Advisory 103 Equivalent Facilitation. The
responsibility for demonstrating equivalent facilitation
in the event of a challenge rests with the covered
entity. For purposes of ensuring compliance with
requirements of Texas Government Code, Chapter
469 all determinations of equivalent facilitation are
made by the Department in accordance with the
variance procedures contained in Chapter 68, Texas
Administrative Code.

COMMENTS

To clarify intent of the standards.
Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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104.1.1 Construction and Manufacturing
Tolerances. All dimensions are subject to
conventional industry tolerances except where the
requirement is stated as a range with specific
minimum and maximum end points.

PROPOSED CHANGES
104.1.1 Construction and Manufacturing Tolerances.
All dimensions are subject to conventional industry
tolerances except where the requirement is stated as
a range with specific minimum and maximum end
points.

Advisory 104.1.1 Construction and Manufacturing
Tolerances. Conventional industry tolerances
recognized by this provision include those for field
conditions and those that may be a necessary
consequence of a particular manufacturing process.
Recognized tolerances are not intended to apply to
design work. It is good practice when specifying
dimensions to avoid specifying a tolerance where
dimensions are absolute. For example, if this
document requires "1 inches," avoid specifying "1
inches plus or minus X inches." Where the
requirement states a specified range, such as in
Section 609.4 where grab bars must be installed
between 33 inches and 36 inches above the floor,
the range provides an adequate tolerance and
therefore no tolerance outside of the range at either
end point is permitted. Where a requirement is a
minimum or a maximum dimension that does not
have two specific minimum and maximum end
points, tolerances may apply. Where an element is to
be installed at the minimum or maximum permitted
dimension, such as "15 inches minimum" or "5
pounds maximum", it would not be good practice to
specify "5 pounds (plus X pounds) or 15 inches
(minus X inches)." Rather, it would be good practice
to specify a dimension less than the required

Conventional industry tolerances recognized by this
provision include those for field conditions and those
that may be a necessary consequence of a particular
manufacturing process. Recognized tolerances are not
intended to apply to design work.
Advisory 104.1.1 Construction and Manufacturing
Tolerances. Conventional industry tolerances
recognized by this provision include those for field
conditions and those that may be a necessary
consequence of a particular manufacturing process.
Recognized tolerances are not intended to apply to
design work. It is good practice when specifying
dimensions to avoid specifying a tolerance where
dimensions are absolute. For example, if this
document requires "1 inches," avoid specifying "1
inches plus or minus X inches." Where the
requirement states a specified range, such as in
Section 609.4 where grab bars must be installed
between 33 inches and 36 inches above the floor, the
range provides an adequate tolerance and therefore
no tolerance outside of the range at either end point is
permitted. Where a requirement is a minimum or a
maximum dimension that does not have two specific
minimum and maximum end points, tolerances may
apply. Where an element is to be installed at the
minimum or maximum permitted dimension, such as
"15 inches minimum" or "5 pounds maximum", it
would not beis not good practice to specify "5 pounds
(plus X pounds) or 15 inches (minus X inches)." Rather,
it would beis good practice to specify a dimension less
than the required maximum (or more than the

COMMENTS
Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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maximum (or more than the required minimum) by
the amount of the expected field or manufacturing
tolerance and not to state any tolerance in
conjunction with the specified dimension. Specifying
dimensions in design in the manner described above
will better ensure that facilities and elements
accomplish the level of accessibility intended by
these requirements. It will also more often produce
an end result of strict and literal compliance with the
stated requirements and eliminate enforcement
difficulties and issues that might otherwise arise.
Information on specific tolerances may be available
from industry or trade organizations, code groups
and building officials, and published references.
105 Referenced Standards

106.1 General. For the purpose of this document,
the terms defined in 106.5 have the indicated
meaning.
106.5 Defined Terms.
106.5.1 Accessible. A site, building, facility, or
portion thereof that complies with this part.
106.5.4 Administrative Authority. A governmental
agency that adopts or enforces regulations and
guidelines for the design, construction, or alteration
of buildings and facilities.

PROPOSED CHANGES
required minimum) by the amount of the expected
field or manufacturing tolerance and not to state any
tolerance in conjunction with the specified dimension.
Specifying dimensions in design in the manner
described above will better ensure that facilities and
elements accomplish the level of accessibility intended
by these requirements. It will also more often produce
an end a result of strict and literal compliance with the
stated requirements and eliminate enforcement
difficulties and issues that might otherwise arise.
Information on specific tolerances may be available
from industry or trade organizations, code groups and
building officials, and published references.

105.2.6 49 CFR Part 37. Code of Federal Regulations
Title 49 Part 37 Transportation Services for Individuals
with Disabilities (ADA) specifies and defines the
transportation facilities; acquisition of vehicles;
provision of services; modification to standards for
accessible transportation facilities; and certifications
for the construction and alteration of transportation
facilities by public and private entities.
106.1 General. For the purpose of this document, The
terms defined in 106.5 have the indicated meaning.

106.5.1 Accessible. A site, building, facility, or portion
thereof that complies with this part document.
106.5.4 Administrative Authority. A governmental
agency that adopts or enforces regulations and
guidelines for the design, construction, or alteration
of buildings and facilities. The governmental agency
and authority include all bodies within that agency,
such as a city has authority over school districts.

COMMENTS

Referenced standard was not previously
defined.

To clarify who has administrative
authority.
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106.5.5 Alteration. A change to a building or facility
that affects or could affect the usability of the
building or facility or portion thereof. Alterations
include, but are not limited to, remodeling,
renovation, rehabilitation, reconstruction, historic
restoration, resurfacing of circulation paths or
vehicular ways, changes or rearrangement of the
structural parts or elements, and changes or
rearrangement in the plan configuration of walls and
full-height partitions. Normal maintenance,
reroofing, painting or wallpapering, or changes to
mechanical and electrical systems are not alterations
unless they affect the usability of the building or
facility.

106.5.19 Circulation Path. An exterior or interior way
of passage provided for pedestrian travel, including
but not limited to, walks, hallways, courtyards,
elevators, platform lifts, ramps, stairways, and
landings.

PROPOSED CHANGES
Private entities that are not government agencies do
not have administrative authority.
106.5.5 Alteration. A change to a building or facility
that affects or could may affect the usability of the
building or facility or portion thereof. Alterations
include, but are not limited to, remodeling,
renovation, rehabilitation, reconstruction, historic
restoration, resurfacing of circulation paths or
vehicular ways including carpets, floors, or fields,
changes or rearrangement of the structural parts or
elements, and changes or rearrangement in the plan
configuration of walls and full-height partitions.
Normal maintenance, reroofing, painting or
wallpapering, or changes to mechanical and electrical
systems are not alterations unless they affect the
usability of the building or facility.
106.5.16 Camping Facility. A site, or portion of a site,
that is developed for outdoor recreational purposes
and contains camping units.
106.5.17 Camping Shelters. A Partially enclosed
structure that provides campers and hikers cover from
weather and that does not contain plumbing fixtures
or kitchen appliances. Camp shelters are not cabins,
which are typically larger and must comply with
transient lodging requirements.
106.5.18 Camping Unit. An outdoor space in a
camping facility that is used for camping and contains
outdoor construction features, parking spaces for RV’s
or other vehicles, tent pads or tent platforms, or
camping shelters.
106.5.22 Circulation Path. An exterior or interior way
of passage provided for pedestrian travel, including
but not limited to, walks, hallways, courtyards,
elevators, platform lifts, ramps, stairways, and
landings. The circulation path includes anywhere a
person can move in a passage, room, or area.

COMMENTS

Examples provided for clarification on
intent.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Expands on the definition.
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106.5.23 Curb Ramp. A short ramp cutting through a
curb or built up to it.
106.5.24 Detectable Warning. A standardized
surface feature built in or applied to walking surfaces
or other elements to warn of hazards on a circulation
path.
106.5.25 Disproportionality. Alterations made to
provide an accessible path of travel to the altered
area will be deemed disproportionate to the overall
alteration when the cost exceeds 20% of the cost of
the alteration to the primary function area. Costs
that may be counted as expenditures required to
provide an accessible path of travel may include: (i)
Costs associated with providing an accessible
entrance and an accessible route to the altered area,
for example, the cost of widening doorways or
installing ramps; (ii) Costs associated with making
restrooms accessible, such as installing grab bars,
enlarging toilet stalls, insulating pipes, or installing
accessible faucet controls; (iii) Costs associated with
providing accessible telephones, such as relocating
the telephone to an accessible height, installing
amplification devices, or installing a text telephone
(TTY); and (iv) Costs associated with relocating an
inaccessible drinking fountain. All determinations of
disproportionality are made by the Department in
accordance with the variance procedures contained
in Chapter 68, Texas Administrative Code

PROPOSED CHANGES
106.5.26 Curb Ramp. A short ramp cutting through a
change in level from street or path or built up to it.
106.5.27 Detectable Warning. A standardized surface
feature built in or applied to walking surfaces or other
elements to warn of hazards on a circulation path.

COMMENTS
To apply to more situations.

106.5.28 Disproportionality. Alterations made to
provide an accessible path of travel to an altered area
are considered disproportionate to the overall cost of
alteration only after at least 20% of the cost of the
alteration to the primary function area has been
expended on path of travel items. Costs that may be
counted as expenditures required to provide an
accessible path of travel may include: (i) Costs
associated with providing an accessible entrance and
an accessible route to the altered area, for example,
the cost of widening doorways or installing ramps; (ii)
Costs associated with making restrooms accessible,
such as installing grab bars, enlarging toilet stalls,
insulating pipes, or installing accessible faucet
controls; (iii) Costs associated with providing
accessible telephones, such as relocating the
telephone to an accessible height, installing
amplification devices, or installing a text telephone
(TTY); and (iv) Costs associated with relocating an
inaccessible drinking fountain. All determinations of
disproportionality are made by the Department in
accordance with the variance procedures contained in
Chapter 68, Texas Administrative Code
105.5.29 Electric Vehicle Charging Station. An
element that is intended to electrically charge a
vehicle.
106.5.39 Kitchen. Any subject room or space that has
fixed or built-in cooking elements.
106.5.40 Locker Room. For the purposes of these
standards, locker rooms are areas that are for
changing clothes.

Clarify that disproportionality only exists
once 20% of the cost of the alteration of
the primary function is expended.

Correction to numbering based on newly
added definitions.

Added to incorporate TM 2012-01 anduse
nationally accepted terminology EV
Charging Stations or EVCS.
Added and altered to address TM 2013-22.
Added for clarification based on common
question received.
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106.5.37 Maximum Extent Feasible. Applies to the
occasional case where the nature of an existing
facility makes it virtually impossible to comply fully
with applicable accessibility standards through a
planned alteration. In these circumstances, the
alteration shall provide the maximum physical
accessibility feasible. Any altered features of the
facility that can be made accessible shall be made
accessible. If providing accessibility in conformance
with this section to individuals with certain
disabilities (e.g., those who use wheelchairs) would
not be feasible, the facility shall be made accessible
to persons with other types of disabilities (e.g., those
who use crutches, those who have impaired vision or
hearing, or those who have other impairments).
All determinations of maximum extent feasible are
made by the Department in accordance with the
variance procedures contained in Chapter 68, Texas
Administrative Code.
106.5.38 Mezzanine. An intermediate level or levels
between the floor and ceiling of any story with an
aggregate floor area of not more than one-third of
the area of the room or space in which the level or
levels are located. Mezzanines have sufficient
elevation that space for human occupancy can be
provided on the floor below.

PROPOSED CHANGES
106.5.43 Maximum Extent Feasible. Applies to the
occasional case where the nature of an existing facility
makes it virtually impossible to comply fully with
applicable accessibility standards through a planned
alteration. In these circumstances, the alteration shall
provide the maximum physical accessibility feasible.
Any altered features of the facility that can be made
accessible shall be made accessible. If providing
accessibility in conformance with this section to
individuals with certain disabilities (e.g., those who
use wheelchairs) would is not be feasible, the facility
shall be made accessible to persons with other types
of disabilities (e.g., those who use crutches, those who
have impaired vision or hearing, or those who have
other impairments).
All determinations of maximum extent feasible are
made by the Department in accordance with the
variance procedures contained in Chapter 68, Texas
Administrative Code.
106.5.44 Mezzanine. An intermediate level or levels
between the floor and ceiling of any story with an
aggregate floor area of not more than one-third of the
area of the room or space in which the level or levels
are located. Mezzanines have sufficient elevation that
space for human occupancy can be provided on the
floor below. A building containing one or more
mezzanines has more than one level.
106.5.47 Outdoor Constructed Feature. Constructed
elements provided at outdoor recreation facilities
such as, but not limited to, picnic tables, fire rings,
grills, fireplaces, wood stoves, trash and recycling
receptacles, water hydrants, utility and sewage
hookups, outdoor rinsing showers, benches, and
viewing scopes.
106.5.48 Outdoor Recreation Access Route. A
continuous, unobstructed path that is intended for
pedestrian use and that connects accessible elements,

COMMENTS
Clarification and correction to numbering
based on newly added definitions.

Added to incorporate TM 2012-04.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
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106.5.57 Safe Harbor. Elements of a path of travel at
a subject building or facility that have been
previously constructed or altered in accordance with
the April 1, 1994 Texas Accessibility Standards (TAS)
are not required to be retrofitted to reflect the
incremental changes in the 2012 TAS solely because
of an alteration to a primary function area served by
that path of travel. Those elements would be subject
to compliance with the 2012 TAS only when the
elements of a path of travel are being altered.
106.5.66 Structural Impracticability. In new
construction, full compliance with the requirements
of these standards is not required where an entity
can demonstrate that it is structurally impracticable
to meet the requirements. Full compliance will be
considered structurally impracticable only in those
rare circumstances when the unique characteristics
of terrain prevent the incorporation of accessibility
features. If full compliance with these standards
would be structurally impracticable, compliance with

PROPOSED CHANGES
spaces, and facilities within camping and picnic
facilities and at viewing areas and trailheads. The
outdoor recreation access route requirements are not
to be used at other types of facilities, such as
educational campuses, office parks, or theme parks.
106.5.50 Picnic Facility. A site, or a portion of a site,
that is developed for outdoor recreational purposes
and contains picnic units.
106.5.51 Picnic Unit. An outdoor space in a picnic
facility that is used for picnicking and contains at least
one outdoor constructed feature.
106.5.53 Pit Toilet. A primitive outhouse consisting of
a toilet riser over a hole in the ground or receptacle to
receive and naturally decompose human waste.
106.5.65 Recreational Vehicle. Referred to as RV in
camping facilities in these standards.
106.5.69 Safe Harbor. Elements of a path of travel at
a subject building or facility that have been previously
constructed or altered in accordance with the April 1,
1994 Texas Accessibility Standards (TAS) are not
required to be retrofitted to reflect the incremental
changes in the 2012 TAS solely because of an
alteration to a primary function area served by that
path of travel. Those elements would be are subject
to compliance with the 2012 TAS only when the
elements of a path of travel are being altered.
106.5.78 Structural Impracticability. In new
construction, full compliance with the requirements of
these standards is not required where an entity can
demonstrate that it is structurally impracticable to
meet the requirements. Full compliance will be
considered structurally impracticable only in those
rare circumstances when the unique characteristics of
terrain prevent the incorporation of accessibility
features. If full compliance with these standards
would be is structurally impracticable, compliance

COMMENTS

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Clarification and correction to numbering
based on newly added definitions.

Clarification and correction to numbering
based on newly added definitions.
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these standards is required to the extent that it is not
structurally impracticable. In that case, any portion
of the facility that can be made accessible shall be
made accessible to the extent that it is not
structurally impracticable. If providing accessibility in
conformance with these standards to individuals
with certain disabilities (e.g., those who use
wheelchairs) would be structurally impracticable,
accessibility shall nonetheless be ensured to persons
with other types of disabilities (e.g., those who use
crutches or who have sight, hearing, or mental
impairments) in accordance with these standards. All
determinations of structural impracticability are
made by the Department in accordance with the
variance procedures contained in Chapter 68, Texas
Administrative Code.
106.5.68 Technically Infeasible. With respect to an
alteration of a building or a facility, something that
has little likelihood of being accomplished because
existing structural conditions would require
removing or altering a load-bearing member that is
an essential part of the structural frame; or because
other existing physical or site constraints prohibit
modification or addition of elements, spaces, or
features that are in full and strict compliance with
the minimum requirements. All determinations of
technical infeasibility are made by the Department in
accordance with the variance procedures contained
in Chapter 68, Texas Administrative Code.

PROPOSED CHANGES
with these standards is required to the extent that it is
not structurally impracticable. In that case, any
portion of the facility that can be made accessible
shall be made accessible to the extent that it is not
structurally impracticable. If providing accessibility in
conformance with these standards to individuals with
certain disabilities (e.g., those who use wheelchairs)
would be is structurally impracticable, accessibility
shall nonetheless be ensured to persons with other
types of disabilities (e.g., those who use crutches or
who have sight, hearing, or mental impairments) in
accordance with these standards. All determinations
of structural impracticability are made by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
106.5.80 Technically Infeasible. With respect to an
alteration of a building or a facility, something that
has little likelihood of being accomplished because
existing structural conditions would will require
removing or altering a load-bearing member that is an
essential part of the structural frame; or because
other existing physical or site constraints prohibit
modification or addition of elements, spaces, or
features that are in full and strict compliance with the
minimum requirements. All determinations of
technical infeasibility are made by the Department in
accordance with the variance procedures contained in
Chapter 68, Texas Administrative Code.
106.5.82 Tent pads or Tent Platforms. Defined
spaces with prepared surfaces for setting up and
securing tents.
106.5.83 Trails. A pedestrian route developed
primarily for outdoor recreational purposes, including
hiking trails and beach access routes.
106.5.84 Trailhead. An outdoor space that is
designated by an entity responsible for administering

COMMENTS

Clarification and correction to numbering
based on newly added definitions.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
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106.5.70 Transfer Device. Equipment designed to
facilitate the transfer of a person from a wheelchair
or other mobility aid to and from an amusement ride
seat.
106.5.71 Transient Lodging. A building or facility
containing one or more guest room(s) for sleeping
that provides accommodations that are primarily
short-term in nature. Transient lodging does not
include residential dwelling units intended to be
used as a residence, inpatient medical care facilities,
licensed long-term care facilities, detention or
correctional facilities, or private buildings or facilities
that contain not more than five rooms for rent or
hire and that are actually occupied by the proprietor
as the residence of such proprietor.
106.5.72 Transition Plate. A sloping pedestrian
walking surface located at the end(s) of a gangway.
106.5.73 TTY. An abbreviation for teletypewriter.
Machinery that employs interactive text-based
communication through the transmission of coded
signals across the telephone network. TTYs may
include, for example, devices known as TDDs
(telecommunication display devices or
telecommunication devices for deaf persons) or
computers with special modems. TTYs are also called
text telephones.
106.5.74 Use Zone. The ground level area beneath
and immediately adjacent to a play structure or play
equipment that is designated by ASTM F 1487
(incorporated by reference, see “Referenced
Standards” in Chapter 1) for unrestricted circulation
around the play equipment and where it is predicted

PROPOSED CHANGES
or maintaining a trail to serve as an access point to a
trail. The junction of two or more trails or the
undeveloped junction of a trail and a road is not a
trailhead.
106.5.85 Transfer Device. Equipment designed to
facilitate the transfer of a person from a wheelchair or
other mobility aid to and from an amusement ride
seat.
106.5.86 Transient Lodging. A building or facility
containing one or more guest room(s) for sleeping
that provides accommodations that are primarily
short-term in nature. Transient lodging does not
include residential dwelling units intended to be used
as a residence, inpatient medical care facilities,
licensed long-term care facilities, detention or
correctional facilities, or private buildings or facilities
that contain no more than five rooms for rent or hire
and that are occupied by the proprietor as the
residence of such proprietor.
106.5.87 Transition Plate. A sloping pedestrian
walking surface located at the end(s) of a gangway.
106.5.88 TTY. An abbreviation for teletypewriter.
Machinery that employs interactive text-based
communication through the transmission of coded
signals across the telephone network. TTYs may
include, for example, devices known as TDDs
(telecommunication display devices or
telecommunication devices for deaf persons) or
computers with special modems. TTYs are also called
text telephones.
106.5.89 Use Zone. The ground level area beneath
and immediately adjacent to a play structure or play
equipment that is designated by ASTM F 1487
(incorporated by reference, see “Referenced
Standards” in Chapter 1) for unrestricted circulation
around the play equipment and where it is predicted

COMMENTS

Correction to numbering based on newly
added definitions.

Clarification and correction to numbering
based on newly added definitions.

Correction to numbering based on newly
added definitions.
Correction to numbering based on newly
added definitions.

Clarification and correction to numbering
based on newly added definitions.
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that a user would land when falling from or exiting
the play equipment.

PROPOSED CHANGES
that a user would will land when falling from or exiting
the play equipment.
106.5.91 Viewing Area. An outdoor space developed
for viewing a landscape, wildlife, or other points of
interest.
106.5.92 Wading Pool. A pool with a maximum depth
of 18 inches at deepest point.

106.5.94. Wet Bar. A sink that is limited in use to
mixing drinks.
Chapter 2: Scoping Requirements
201.1 Scope. All areas of newly designed and newly
constructed buildings and facilities and altered
portions of existing buildings and facilities shall
comply with these requirements. These standards
apply to fixed or built-in elements of buildings,
structures, site improvements, and pedestrian routes
or vehicular ways located on a site. Unless
specifically stated otherwise, advisory notes and
figures explain or illustrate the requirements of the
standards; they do not establish enforceable
requirements. The standards for determining the
appropriate or minimum numbers contained in this
document are considered minimal and the Executive
Director shall have the authority to make
adjustments when it is determined that the
standards would cause the numbers or locations to
be insufficient to adequately meet the needs of
people with disabilities based on the nature, use, and
other circumstances of any particular building or
facility. In determining the appropriate number and
location of a particular element, space, or fixture, the
following factors shall be among those considered: (i)
population to be served (ii) availability to the user;
(iii) location relative to distance and time; (iv)
location relative to isolation and separation; (v)

201.1 Scope. All areas of newly designed and newly
constructed buildings and facilities and altered
portions of existing buildings and facilities shall
comply with these requirements. These standards
apply to fixed or built-in elements of buildings,
structures, site improvements, and pedestrian routes
or vehicular ways located on a site. Unless specifically
stated otherwise, advisory notes and figures explain
or illustrate the requirements of the standards; they
do not establish enforceable requirements. The
standards for determining the appropriate or
minimum numbers contained in this document are
considered minimal and the Executive Director shall
have the authority to adjust when it is determined
that the standards would will cause the numbers or
locations to be insufficient to adequately meet the
needs of people with disabilities based on the nature,
use, and other circumstances of any building or
facility. In determining the appropriate number and
location of a particular element, space, or fixture, the
following factors shall be among those considered: (i)
population to be served (ii) availability to the user; (iii)
location relative to distance and time; (iv) location
relative to isolation and separation; (v) function of the

COMMENTS

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on necessary additional
explanation (TM 2012-06) and updated to
match the definition on the referenced
code.
To clarify the exception 1 TAS 606.2.

Added requirements of advisory within
section text.
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function of the building or facility; and (vi) equal
treatment and opportunity.

PROPOSED CHANGES
building or facility; and (vi) equal treatment and
opportunity.

Advisory 201.1 Scope. These requirements are to be
applied to all areas of a facility unless exempted, or
where scoping limits the number of multiple
elements required to be accessible. For example, not
all medical care patient rooms are required to be
accessible; those that are not required to be
accessible are not required to comply with these
requirements. However, common use and public use
spaces such as recovery rooms, examination rooms,
and cafeterias are not exempt from these
requirements and must be accessible.
201.3 Temporary and Permanent Structures. These
requirements shall apply to temporary and
permanent buildings and facilities.

These requirements are to be applied to all areas of a
facility unless exempted, or where scoping limits the
number of multiple elements required to be
accessible. For example, not all medical care patient
rooms are required to be accessible; those that are
not required to be accessible are not required to
comply with these requirements. However, common
use and public use spaces such as recovery rooms,
examination rooms, and cafeterias are not exempt
from these requirements and must be accessible.
Advisory 201.1 Scope. These requirements are to be
applied to all areas of a facility unless exempted, or
where scoping limits the number of multiple elements
required to be accessible. For example, not all medical
care patient rooms are required to be accessible;
those that are not required to be accessible are not
required to comply with these requirements.
However, common use and public use spaces such as
recovery rooms, examination rooms, and cafeterias
are not exempt from these requirements and must be
accessible.
201.3 Temporary and Permanent Structures. These
requirements shall apply to temporary and permanent
buildings and facilities.
Temporary buildings or facilities covered by these
requirements include, but are not limited to,
reviewing stands, temporary classrooms, bleacher
areas, stages, platforms and daises, fixed furniture
systems, wall systems, and exhibit areas, temporary
banking facilities, and temporary health screening
facilities. Structures and equipment directly
associated with the actual processes of construction

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 201.3 Temporary and Permanent
Structures. Temporary buildings or facilities covered
by these requirements include, but are not limited
to, reviewing stands, temporary classrooms, bleacher
areas, stages, platforms and daises, fixed furniture
systems, wall systems, and exhibit areas, temporary
banking facilities, and temporary health screening
facilities. Structures and equipment directly
associated with the actual processes of construction
are not required to be accessible as permitted in
203.2.
202 Existing Buildings and Facilities
202.3 Alterations. Where existing elements, spaces,
or common use areas are altered, each altered
element, space, or common use area shall comply
with the applicable requirements of Chapter 2.

PROPOSED CHANGES
are not required to be accessible as permitted in
203.2.
Advisory 201.3 Temporary and Permanent
Structures. Temporary buildings or facilities covered
by these requirements include, but are not limited to,
reviewing stands, temporary classrooms, bleacher
areas, stages, platforms and daises, fixed furniture
systems, wall systems, and exhibit areas, temporary
banking facilities, and temporary health screening
facilities. Structures and equipment directly
associated with the actual processes of construction
are not required to be accessible as permitted in
203.2.

COMMENTS

Removed to add advisory to requirements
section.

202.3 Alterations. Where existing elements, spaces,
or common use areas are altered, each altered
element, space, or common use area shall comply
with the applicable requirements of Chapter 2.
Features within rooms such as inaccessible bathrooms
can be brought into compliance element-by-element
if no area of primary function is being altered.
Although covered entities are permitted to limit the
scope of an alteration to individual elements, the
alteration of multiple elements within a room or
space may provide a cost-effective opportunity to
make the entire room or space accessible. Any
elements or spaces of the building or facility that are
required to comply with these requirements must be
made accessible within the scope of the alteration, to
the maximum extent feasible. If providing accessibility
in compliance with these requirements for people
with one type of disability (e.g., people who use
wheelchairs) is not feasible, accessibility must still be
provided in compliance with the requirements for
people with other types of disabilities (e.g., people

Clarifies the intent of alteration projects.

Added requirements of advisory within
section text.
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Advisory 202.3 Alterations. Although covered
entities are permitted to limit the scope of an
alteration to individual elements, the alteration of
multiple elements within a room or space may
provide a cost-effective opportunity to make the
entire room or space accessible. Any elements or
spaces of the building or facility that are required to
comply with these requirements must be made
accessible within the scope of the alteration, to the
maximum extent feasible. If providing accessibility in
compliance with these requirements for people with
one type of disability (e.g., people who use
wheelchairs) is not feasible, accessibility must still be
provided in compliance with the requirements for
people with other types of disabilities (e.g., people
who have hearing impairments or who have vision
impairments) to the extent that such accessibility is
feasible.
202.3.2 Extent of Application. An alteration of an
existing element, space, or area of a building or
facility shall not impose a requirement for
accessibility greater than required for new
construction.

PROPOSED CHANGES
who have hearing impairments or who have vision
impairments) to the extent that such accessibility is
feasible.
EXCEPTIONS: 4. Where elements or spaces in camping
facilities, picnic facilities, viewing areas, or trailheads
and the circulation path to the altered element or
space is not altered, the circulation path shall not be
required to comply with 1107.
Advisory 202.3 Alterations. Although covered entities
are permitted to limit the scope of an alteration to
individual elements, the alteration of multiple
elements within a room or space may provide a costeffective opportunity to make the entire room or
space accessible. Any elements or spaces of the
building or facility that are required to comply with
these requirements must be made accessible within
the scope of the alteration, to the maximum extent
feasible. If providing accessibility in compliance with
these requirements for people with one type of
disability (e.g., people who use wheelchairs) is not
feasible, accessibility must still be provided in
compliance with the requirements for people with
other types of disabilities (e.g., people who have
hearing impairments or who have vision impairments)
to the extent that such accessibility is feasible.
202.3.2 Extent of Application. An alteration of an
existing element, space, or area of a building or facility
shall not impose a requirement for accessibility
greater than required for new construction.
If an accessible route to a certain element is not
required by the 2022 TAS for new construction,
alterations may not require an accessible route to that
element. For example, alterations to the second floor
do not require adding an elevator if an accessible

COMMENTS

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Removed to add advisory to requirements
section.

Provides a clarification example and added
statement in PROWAG R202.3.2.
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202.4 Alterations Affecting Primary Function Areas.
In addition to the requirements of 202.3, an
alteration that affects or could affect the usability of
or access to an area containing a primary function
shall be made so as to ensure that, to the maximum
extent feasible, the path of travel to the altered area,
including the parking areas, rest rooms, telephones,
and drinking fountains serving the altered area, are
readily accessible to and usable by individuals with
disabilities, unless such alterations are
disproportionate to the overall alterations in terms
of cost and scope. For purposes of ensuring
compliance with requirements of Texas Government
Code, Chapter 469, all determinations of maximum
extent feasible and disproportionality are made by
the Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code. If elements of a path of travel
at a subject building or facility that have been
previously constructed or altered in accordance with
the April 1, 1994 Texas Accessibility Standards (TAS)
they will enjoy safe harbor and are not required to
be retrofitted to reflect the incremental changes in

PROPOSED CHANGES
route is not required by the 2022 TAS for new
construction.
For public right of way projects the transitional
segments of pedestrian accessible routes connecting
to existing unaltered segments of pedestrian
circulation paths shall comply to the extent
practicable. Due to the modified pedestrian
accessible route being fully compliant and the existing
pedestrian accessible route not being in full
compliance, an impasse usually exists. Although there
is no clearly defined method of compliance other than
extending the scope of work, which is not practicable
in most cases, a means of transition is required.
202.4 Alterations Affecting Primary Function Areas.
In addition to the requirements of 202.3, an alteration
that affects or could may affect the usability of or
access to an area containing a primary function shall
be made so as to ensure that, to the maximum extent
feasible, the path of travel to the altered area,
including the parking areas, rest rooms, telephones,
and drinking fountains serving the altered area, are
readily accessible to and usable by individuals with
disabilities, unless such alterations are
disproportionate to the overall alterations in terms of
cost and scope. For purposes of ensuring compliance
with requirements of Texas Government Code,
Chapter 469, all determinations of maximum extent
feasible and disproportionality are made by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code. If elements of a path of travel at
a subject building or facility that have been previously
constructed or altered in accordance with the March
15, 2012 Texas Accessibility Standards (TAS) they will
enjoy safe harbor and are not required to be
retrofitted to reflect the incremental changes in the

COMMENTS

Update to the referenced safe harbor
standards.
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the 2012 TAS solely because of an alteration to a
primary function area served by that path of travel.
Those elements would be subject to compliance with
the 2012 TAS only when the elements of a path of
travel are being altered.
EXCEPTIONS: 2. If a tenant is making alterations as
defined in 106.5.5 that would trigger the
requirements of this section, those alterations by the
tenant in areas that only the tenant occupies do not
trigger a path of travel obligation upon the landlord
with respect to areas of the facility under the
landlord´s authority, if those areas are not otherwise
being altered.

202.5 Alterations to Qualified Historic Buildings and
Facilities. Alterations to a qualified historic building
or facility shall comply with 202.3 and 202.4.
Alterations to buildings or facilities that are eligible
for listing in the National Register of Historic Places
or are designated as a Recorded Texas Historic
Landmark or State Archeological Landmark shall
comply to the maximum extent feasible with this
part. If it is determined that it is not feasible to
provide physical access to an historic property that is
a place of public accommodation in a manner that
will not threaten or destroy the historic significance
of the building or the facility, alternative methods of
access shall be provided pursuant to these
requirements.
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2022 TAS solely because of an alteration to a primary
function area served by that path of travel. Those
elements would will be subject to compliance with the
2022 TAS only when the elements of a path of travel
are being altered.
EXCEPTIONS: 2. If a tenant is making alterations as
defined in 106.5.5 that would trigger the
requirements of this section, those alterations by the
tenant in areas that only the tenant occupies do not
trigger a path of travel obligation upon the landlord
with respect to areas of the facility under the
landlord´s authority, if those areas are not otherwise
being altered.
EXCEPTIONS: 3. Camping facilities, picnic facilities,
viewing areas, trailheads, trails, and beach access
routes shall not be required to comply with 202.4.
202.5 Alterations to Qualified Historic Buildings and
Facilities. Alterations to a qualified historic building or
facility shall comply with 202.3 and 202.4. Alterations
to buildings or facilities that are eligible for listing in
the National Register of Historic Places or are
designated as a Recorded Texas Historic Landmark or
State Archeological Landmark shall comply to the
maximum extent feasible with this part. If it is
determined that it is not feasible to provide physical
access to an historic property that is a place of public
accommodation in a manner that will not threaten or
destroy the historic significance of the building or the
facility, alternative methods of access shall be
provided pursuant to these requirements.
State Historic Preservation Officers are State
appointed officials who carry out certain
responsibilities under the National Historic
Preservation Act. State Historic Preservation Officers
consult with Federal and State agencies, local
governments, and private entities on providing access

COMMENTS

To improve accessibility while doing
construction and simplify the project by
not having to ask for tenant funding.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added requirements of advisory within
section text.
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Advisory 202.5 Alterations to Qualified Historic
Buildings and Facilities Exception. State Historic
Preservation Officers are State appointed officials
who carry out certain responsibilities under the
National Historic Preservation Act. State Historic
Preservation Officers consult with Federal and State
agencies, local governments, and private entities on
providing access and protecting significant elements
of qualified historic buildings and facilities. There are
exceptions for alterations to qualified historic
buildings and facilities for accessible routes (206.2.1
Exception 1 and 206.2.3 Exception 7); entrances
(206.4 Exception 2); and toilet facilities (213.2
Exception 2). When an entity believes that
compliance with the requirements for any of these
elements would threaten or destroy the historic
significance of the building or facility, the entity
should consult with the State Historic Preservation
Officer. If the State Historic Preservation Officer

PROPOSED CHANGES
and protecting significant elements of qualified
historic buildings and facilities. There are exceptions
for alterations to qualified historic buildings and
facilities for accessible routes (206.2.1 Exception 1 and
206.2.3 Exception 7); entrances (206.4 Exception 2);
and toilet facilities (213.2 Exception 2). When an
entity believes that compliance with the requirements
for any of these elements will threaten or destroy the
historic significance of the building or facility, the
entity should consult with the State Historic
Preservation Officer. If the State Historic Preservation
Officer agrees that compliance with the requirements
for a specific element will threaten or destroy the
historic significance of the building or facility, use of
the exception is permitted when approved by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
Advisory 202.5 Alterations to Qualified Historic
Buildings and Facilities Exception. State Historic
Preservation Officers are State appointed officials who
carry out certain responsibilities under the National
Historic Preservation Act. State Historic Preservation
Officers consult with Federal and State agencies, local
governments, and private entities on providing access
and protecting significant elements of qualified
historic buildings and facilities. There are exceptions
for alterations to qualified historic buildings and
facilities for accessible routes (206.2.1 Exception 1 and
206.2.3 Exception 7); entrances (206.4 Exception 2);
and toilet facilities (213.2 Exception 2). When an
entity believes that compliance with the requirements
for any of these elements would threaten or destroy
the historic significance of the building or facility, the
entity should consult with the State Historic
Preservation Officer. If the State Historic Preservation
Officer agrees that compliance with the requirements

COMMENTS

Removed to add advisory to requirements
section.
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agrees that compliance with the requirements for a
specific element would threaten or destroy the
historic significance of the building or facility, use of
the exception is permitted when approved by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
203 General Exceptions
203.5 Machinery Spaces. Spaces frequented only by
service personnel for maintenance, repair, or
occasional monitoring of equipment shall not be
required to comply with these requirements or to be
on an accessible route. Machinery spaces include,
but are not limited to, elevator pits or elevator
penthouses; mechanical, electrical or
communications equipment rooms; piping or
equipment catwalks; water or sewage treatment
pump rooms and stations; electric substations and
transformer vaults; and highway and tunnel utility
facilities.
203.9 Employee Work Areas. Spaces and elements
within employee work areas shall only be required to
comply with 206.2.8, 207.1, and 215.3 and shall be
designed and constructed so that individuals with
disabilities can approach, enter, and exit the
employee work area. Employee work areas, or
portions of employee work areas, other than raised
courtroom stations, that are less than 300 square
feet (28 m2) and elevated 7 inches (180 mm) or
more above the finish floor or ground where the
elevation is essential to the function of the space
shall not be required to comply with these
requirements or to be on an accessible route.

PROPOSED CHANGES
for a specific element would threaten or destroy the
historic significance of the building or facility, use of
the exception is permitted when approved by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.

203.5 Machinery Spaces. Spaces frequented only by
service personnel for maintenance, repair, or
occasional monitoring of equipment shall not be
required to comply with these requirements or to be
on an accessible route. Machinery spaces include, but
are not limited to, elevator pits or elevator
penthouses; mechanical, electrical or communications
equipment rooms; piping or equipment catwalks;
water or sewage treatment pump rooms and stations;
electric substations and transformer vaults; and
highway and tunnel utility facilities; and automotive
work pits including oil change and washing facilities.
203.9 Employee Work Areas. Spaces and elements
within employee work areas shall only be required to
comply with 206.2.8, 207.1, and 215.3 and shall be
designed and constructed so that individuals with
disabilities can approach, enter, and exit the
employee work area. Employee work areas, or
portions of employee work areas, other than raised
courtroom stations, that are less than 300 square feet
(28 m2) and elevated 7 inches (180 mm) or more
above the finish floor or ground where the elevation is
essential to the function of the space shall not be
required to comply with these requirements or to be
on an accessible route.
Although areas used exclusively by employees for
work are not required to be fully accessible, consider
designing such areas to include non-required turning

COMMENTS

Additions to incorporate TM2013-21.

Added requirements of advisory within
section text.
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PROPOSED CHANGES
spaces, and provide accessible elements whenever
possible. Designing employee work areas to be more
accessible at the outset will avoid more costly retrofits
when current employees become temporarily or
permanently disabled, or when new employees with
disabilities are hired.

COMMENTS

“Approach, enter, and exit” means that people using
wheelchairs must be able to enter and back out of the
space. Employee work area doors, doorways, and
gates, therefore, must comply with TAS 404 except
the maneuvering clearance is limited to the “enter”
side unless required for egress by TAS 207.1.

Additions based on TM2013-21.
Advisory 203.9 Employee Work Areas. Although
areas used exclusively by employees for work are not
required to be fully accessible, consider designing
such areas to include non-required turning spaces,
and provide accessible elements whenever possible.
Designing employee work areas to be more
accessible at the outset will avoid more costly
retrofits when current employees become
temporarily or permanently disabled, or when new
employees with disabilities are hired.
203.12 Animal Containment Areas. Animal
containment areas that are not for public use shall
not be required to comply with these requirements
or to be on an accessible route.

Advisory 203.9 Employee Work Areas. Although areas
used exclusively by employees for work are not
required to be fully accessible, consider designing
such areas to include non-required turning spaces,
and provide accessible elements whenever possible.
Designing employee work areas to be more accessible
at the outset will avoid more costly retrofits when
current employees become temporarily or
permanently disabled, or when new employees with
disabilities are hired.
203.12 Animal Containment Areas. Animal
containment areas that are not for public use shall not
be required to comply with these requirements or to
be on an accessible route.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 203.12 Animal Containment Areas. Public
circulation routes where animals may travel, such as
in petting zoos and passageways alongside animal
pens in State fairs, are not eligible for the exception.

PROPOSED CHANGES
Public circulation routes where animals may travel,
such as in petting zoos and passageways alongside
animal pens in State fairs, are not eligible for the
exception.
Advisory 203.12 Animal Containment Areas. Public
circulation routes where animals may travel, such as
in petting zoos and passageways alongside animal
pens in State fairs, are not eligible for the exception.
203.15 Licensed Physical and Occupational Therapy
Training Areas Including Bathrooms and Kitchens.
Licensed provider areas that are purposefully
inaccessible for the intent of training persons with
disabilities to function in a simulated home
environment for when they leave therapy and return
home shall not be required to comply with accessible
features.

COMMENTS

Removed to add advisory to requirements
section.

Added based on common variance request
with results postponing compliance.

The user must be able to get to the area but may not
necessarily be required to provide an accessible route
within the space for training purposes.
205 Operable Parts
205.1 General. Operable parts on accessible
elements, accessible routes, and in accessible rooms
and spaces shall comply with 309.

205.1 General. Operable parts on accessible
elements, accessible routes, and in accessible rooms
and spaces shall comply with 309.

Advisory 205.1 General. Controls covered by 205.1
include, but are not limited to, light switches, circuit
breakers, duplexes and other convenience
receptacles, environmental and appliance controls,
plumbing fixture controls, and security and intercom
systems.

Controls covered by 205.1 include, but are not limited
to, light switches, circuit breakers, duplexes and other
convenience receptacles, environmental and
appliance controls, plumbing fixture controls, and
security and intercom systems.
Advisory 205.1 General. Controls covered by 205.1
include, but are not limited to, light switches, circuit
breakers, duplexes and other convenience
receptacles, environmental and appliance controls,
plumbing fixture controls, and security and intercom
systems.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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206 Accessible Routes

PROPOSED CHANGES

COMMENTS
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

206.2.1 Site Arrival Points. At least one accessible
route shall be provided within the site from
accessible parking spaces and accessible passenger
loading zones; public streets and sidewalks; and
public transportation stops to the accessible building
or facility entrance they serve.

EXCEPTIONS: 1. Accessible routes shall not be
required where outdoor recreation access routes are
provided at camping facilities in accordance with
245.3, picnic facilities in accordance with 245.6,
viewing areas in accordance with 245.7, or trailheads
in accordance with 245.2.
EXCEPTIONS: 2. Accessible routes shall not be
required where camping facilities, picnic facilities,
viewing areas, or outdoor constructed features are
provided on trails.
EXCEPTIONS: 3. Accessible routes shall not be
required where beach access routes are provided in
accordance with 245.8.
206.2.1 Site Arrival Points. At least one accessible
route shall be provided within the site from accessible
parking spaces and accessible passenger loading
zones; public streets and sidewalks; and public
transportation stops to the accessible building or
facility entrance they serve.

EXCEPTIONS: 2. An accessible route shall not be
required between site arrival points and the building
or facility entrance if the only means of access
between them is a vehicular way not providing
pedestrian access.

Each site arrival point must be connected by an
accessible route to the accessible building entrance or
entrances served. Where two or more similar site
arrival points, such as bus stops, serve the same
accessible entrance or entrances, both bus stops must
be on accessible routes. In addition, the accessible
routes must serve all the accessible entrances on the
site.
EXCEPTIONS: 2. An accessible route shall not be
required between site arrival points and the building
or facility entrance if the only means of access
between them is a vehicular way not providing
pedestrian access.
Access from site arrival points may include vehicular
ways. Where a vehicular way, or a portion of a

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added requirements of advisory within
section text.

Added requirements of advisory within
section text.
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Advisory 206.2.1 Site Arrival Points. Each site arrival
point must be connected by an accessible route to
the accessible building entrance or entrances served.
Where two or more similar site arrival points, such as
bus stops, serve the same accessible entrance or
entrances, both bus stops must be on accessible
routes. In addition, the accessible routes must serve
all of the accessible entrances on the site.
Advisory 206.2.1 Site Arrival Points Exception 2.
Access from site arrival points may include vehicular
ways. Where a vehicular way, or a portion of a
vehicular way, is provided for pedestrian travel, such
as within a shopping center or shopping mall parking
lot, this exception does not apply.
206.2.2 Within a Site. At least one accessible route
shall connect accessible buildings, accessible
facilities, accessible elements, and accessible spaces
that are on the same site.

PROPOSED CHANGES
vehicular way, is provided for pedestrian travel, such
as within a shopping center or shopping mall parking
lot, this exception does not apply.
Advisory 206.2.1 Site Arrival Points. Each site arrival
point must be connected by an accessible route to the
accessible building entrance or entrances served.
Where two or more similar site arrival points, such as
bus stops, serve the same accessible entrance or
entrances, both bus stops must be on accessible
routes. In addition, the accessible routes must serve
all of the accessible entrances on the site.
Advisory 206.2.1 Site Arrival Points Exception 2.
Access from site arrival points may include vehicular
ways. Where a vehicular way, or a portion of a
vehicular way, is provided for pedestrian travel, such
as within a shopping center or shopping mall parking
lot, this exception does not apply.
206.2.2 Within a Site. At least one accessible route
shall connect accessible buildings, accessible facilities,
accessible elements, and accessible spaces that are on
the same site.

EXCEPTION: An accessible route shall not be required
between accessible buildings, accessible facilities,
accessible elements, and accessible spaces if the only
means of access between them is a vehicular way
not providing pedestrian access.

An accessible route is required to connect to the
boundary of each area of sport activity. Examples of
areas of sport activity include: soccer fields, basketball
courts, baseball fields, running tracks, skating rinks,
and the area surrounding a piece of gymnastic
equipment. While the size of an area of sport activity
may vary from sport to sport, each includes only the
space needed to play. Where multiple sports fields or
courts are provided, an accessible route is required to
each field or area of sport activity.
EXCEPTIONS: 1. An accessible route shall not be
required between accessible buildings, accessible
facilities, accessible elements, and accessible spaces if
the only means of access between them is a vehicular
way not providing pedestrian access.

COMMENTS

Removed to add advisory to requirements
section.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Corrections based on addition of
exception.
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Advisory 206.2.2 Within a Site. An accessible route is
required to connect to the boundary of each area of
sport activity. Examples of areas of sport activity
include: soccer fields, basketball courts, baseball
fields, running tracks, skating rinks, and the area
surrounding a piece of gymnastic equipment. While
the size of an area of sport activity may vary from
sport to sport, each includes only the space needed
to play. Where multiple sports fields or courts are
provided, an accessible route is required to each field
or area of sport activity.
206.2.3 Multi-Story Buildings and Facilities. At least
one accessible route shall connect each story and
mezzanine in multi-story buildings and facilities.

PROPOSED CHANGES
EXCEPTIONS: 2. Dumpster enclosures used
exclusively by employees are exempted from an
accessible route.
Advisory 206.2.2 Within a Site. An accessible route is
required to connect to the boundary of each area of
sport activity. Examples of areas of sport activity
include: soccer fields, basketball courts, baseball
fields, running tracks, skating rinks, and the area
surrounding a piece of gymnastic equipment. While
the size of an area of sport activity may vary from
sport to sport, each includes only the space needed to
play. Where multiple sports fields or courts are
provided, an accessible route is required to each field
or area of sport activity.
206.2.3 Multi-Story Buildings and Facilities. At least
one accessible route shall connect each story and
mezzanine in multi-story buildings and facilities.

EXCEPTIONS: 1. In private buildings or facilities that
are less than three stories or that have less than
3000 square feet (279 m2) per story, an accessible
route shall not be required to connect stories
provided that the building or facility is not a shopping
center, a shopping mall, the professional office of a
health care provider, a terminal, depot or other

Spaces and elements located on a level not required
to be served by an accessible route must fully comply
with this document. While a mezzanine may be a
change in level, it is not a story. If an accessible route
is required to connect stories within a building or
facility, the accessible route must serve all
mezzanines. The accessible route exception does not
obviate or limit in any way the obligation to comply
with the other accessibility requirements. For
example, a facility that meets 206.2.3 Exception 1
must meet all requirements of TAS except for the
accessible route.
EXCEPTIONS: 1. In private buildings or facilities that
are less than three stories or that have less than 3000
gross square feet (279 m2) per story (including the
first story), an accessible route shall not be required
to connect stories provided that the building or facility
is not a shopping center, a shopping mall, the
professional office of a health care provider, a

COMMENTS
Additions based on TM2013-21.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text and clarification on exception.

Change based on needed additional
explanation (TM 2012-04).

2012 TAS
station used for specified public transportation, an
airport passenger terminal, or another type of facility
as determined by the U. S. Attorney General. In
transportation facilities, any area housing passenger
services, including boarding and debarking, loading
and unloading, baggage claim, dining facilities, and
other common areas open to the public must be on
an accessible route from an accessible entrance.
Advisory 206.2.3 Multi-Story Buildings and
Facilities. Spaces and elements located on a level not
required to be served by an accessible route must
fully comply with this document. While a mezzanine
may be a change in level, it is not a story. If an
accessible route is required to connect stories within
a building or facility, the accessible route must serve
all mezzanines. The accessible route exception does
not obviate or limit, in any way the obligation to
comply with the other accessibility requirements. For
example, in a facility that houses a shopping center
or shopping mall, or a professional office of a health
care provider, the floors that are above or below an
accessible ground floor and that do not house sales
or rental establishments or a professional office of a
health care provider, must meet the requirements of
this standard but for the accessible route.
206.2.4 Spaces and Elements. At least one accessible
route shall connect accessible building or facility
entrances with all accessible spaces and elements
within the building or facility which are otherwise
connected by a circulation path unless exempted by
206.2.3 Exceptions 1 through 7.

PROPOSED CHANGES
terminal, depot or other station used for specified
public transportation, an airport passenger terminal,
or another type of facility as determined by the U. S.
Attorney General. In transportation facilities, any area
housing passenger services, including boarding and
debarking, loading and unloading, baggage claim,
dining facilities, and other common areas open to the
public must be on an accessible route from an
accessible entrance.
Advisory 206.2.3 Multi-Story Buildings and Facilities.
Spaces and elements located on a level not required
to be served by an accessible route must fully comply
with this document. While a mezzanine may be a
change in level, it is not a story. If an accessible route
is required to connect stories within a building or
facility, the accessible route must serve all
mezzanines. The accessible route exception does not
obviate or limit, in any way the obligation to comply
with the other accessibility requirements. For
example, in a facility that houses a shopping center or
shopping mall, or a professional office of a health care
provider, the floors that are above or below an
accessible ground floor and that do not house sales or
rental establishments or a professional office of a
health care provider, must meet the requirements of
this standard but for the accessible route.
206.2.4 Spaces and Elements. At least one accessible
route shall connect accessible building or facility
entrances with all accessible spaces and elements
within the building or facility which are otherwise
connected by a circulation path unless exempted by
206.2.3 Exceptions 1 through 7.
Accessible routes must connect all spaces and
elements required to be accessible including, but not
limited to, raised areas and speaker platforms.

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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EXCEPTIONS: 1. Raised courtroom stations, including
judges' benches, clerks' stations, bailiffs' stations,
deputy clerks' stations, and court reporters' stations
shall not be required to provide vertical access
provided that the required clear floor space,
maneuvering space, and, if appropriate, electrical
service are installed at the time of initial construction
to allow future installation of a means of vertical
access complying with 405, 407, 408, or 410 without
requiring substantial reconstruction of the space.

Advisory 206.2.4 Spaces and Elements. Accessible
routes must connect all spaces and elements
required to be accessible including, but not limited
to, raised areas and speaker platforms.
Advisory 206.2.4 Spaces and Elements Exception 1.
The exception does not apply to areas that are likely
to be used by members of the public who are not
employees of the court such as jury areas, attorney
areas, or witness stands.
EXCEPTIONS: 1. An accessible route shall not be
required to press boxes in bleachers that have points
of entry at only one level provided that the
aggregate area of all press boxes is 500 square feet
(46 m²) maximum.

EXCEPTIONS: 2. An accessible route shall not be
required to free-standing press boxes that are
elevated above grade 12 feet (3660 mm) minimum
provided that the aggregate area of all press boxes is
500 square feet (46 m²) maximum.

PROPOSED CHANGES
EXCEPTIONS: 1. Raised courtroom stations, including
judges' benches, clerks' stations, bailiffs' stations,
deputy clerks' stations, and court reporters' stations
shall not be required to provide vertical access
provided that the required clear floor space,
maneuvering space, and, if appropriate, electrical
service are installed at the time of initial construction
to allow future installation of a means of vertical
access complying with 405, 407, 408, or 410 without
requiring substantial reconstruction of the space.
The exception does not apply to areas that are likely
to be used by members of the public who are not
employees of the court, such as jury areas, attorney
areas, or witness stands.
Advisory 206.2.4 Spaces and Elements. Accessible
routes must connect all spaces and elements required
to be accessible including, but not limited to, raised
areas and speaker platforms.
Advisory 206.2.4 Spaces and Elements Exception 1.
The exception does not apply to areas that are likely
to be used by members of the public who are not
employees of the court such as jury areas, attorney
areas, or witness stands.
EXCEPTIONS: 1. An accessible route shall not be
required to press boxes in bleachers that have points
of entry at only one level provided that the aggregate
area of all press boxes (including but not limited to
areas such as toilet rooms, corridors, or any other
areas, elements, and spaces located within the press
box if provided) is 500 gross square feet (46 m²)
maximum.
EXCEPTIONS: 2. An accessible route shall not be
required to free-standing press boxes that are
elevated above grade 12 feet (3660 mm) minimum
provided that the aggregate area of all press boxes
(including but not limited to areas such as toilet

COMMENTS
Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Removed to add advisory to requirements
section.

Change based on needed additional
explanation (TM 2012-07).

Change based on needed additional
explanation (TM 2012-07).
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PROPOSED CHANGES
rooms, corridors, or any other areas, elements, and
spaces located within the press box if provided) of all
press boxes is 500 gross square feet (46 m²)
maximum.

COMMENTS

Where a facility contains multiple assembly areas, the
aggregate area of the press boxes in each assembly
area is to be calculated separately.

Advisory 206.1.7 Press Boxes Exception 2. Where a
facility contains multiple assembly areas, the
aggregate area of the press boxes in each assembly
area is to be calculated separately. For example, if a
university has a soccer stadium with three press
boxes elevated 12 feet (3660 mm) or more above
grade and each press box is 150 square feet (14 m²),
then the aggregate area of the soccer stadium press
boxes is less than 500 square feet (46 m²) and
Exception 2 applies to the soccer stadium. If that
same university also has a football stadium with two
press boxes elevated 12 feet (3660 mm) or more
above grade and one press box is 250 square feet (23
m²), and the second is 275 square feet (26 m²), then
the aggregate area of the football stadium press
boxes is more than 500 square feet (46 m²) and
Exception 2 does not apply to the football stadium.
206.2.8 Employee Work Areas. Common use
circulation paths within employee work areas shall
comply with 402.
EXCEPTIONS: 1. Common use circulation paths
located within employee work areas that are less
than 1000 square feet (93 m²) and defined by
permanently installed partitions, counters, casework,
or furnishings shall not be required to comply with
402.

Advisory 206.1.7 Press Boxes Exception 2. Where a
facility contains multiple assembly areas, the
aggregate area of the press boxes in each assembly
area is to be calculated separately. For example, if a
university has a soccer stadium with has three press
boxes elevated 12 feet (3660 mm) or more above
grade and each press box is 150 square feet (14 m²),
then the aggregate area of the soccer stadium press
boxes is less than 500 square feet (46 m²) and
Exception 2 applies to the soccer stadium. If that same
university also has a football stadium with two press
boxes elevated 12 feet (3660 mm) or more above
grade and one press box is 250 square feet (23 m²),
and the second is 275 square feet (26 m²), then the
aggregate area of the football stadium press boxes is
more than 500 square feet (46 m²) and Exception 2
does not apply to the football stadium.
206.2.8 Employee Work Areas. Common use
circulation paths within employee work areas shall
comply with 402, to the extent required by 203.9.
EXCEPTIONS: 1. Common use circulation paths
located within employee work areas that are less than
1000 square feet (93 m²) and defined by permanently
installed partitions, counters, casework, or furnishings
shall not be required to comply with 402.

Added requirements of advisory within
section text.
Removed to add advisory to requirements
section.

Added requirements of advisory within
section text and clarification on extent of
requirement.
Clarifies when modular furniture is
required and removes federal reference to
our standards.
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EXCEPTIONS: 2. Common use circulation paths
located within employee work areas that are an
integral component of work area equipment shall
not be required to comply with 402.

Advisory 206.2.8 Employee Work Areas Exception 1.
Modular furniture that is not permanently installed is
not directly subject to these requirements. The U. S.
Department of Justice ADA regulations provide
additional guidance regarding the relationship
between these requirements and elements that are
not part of the built environment. Additionally, the
Equal Employment Opportunity Commission (EEOC)
implements Title I of the ADA which requires nondiscrimination in the workplace. EEOC can provide
guidance regarding employer’s obligations to provide
accommodations for employees with disabilities.
Advisory 206.2.8 Employee Work Areas Exception 2.
Large pieces of equipment, such as electric turbines
or water pumping apparatus, may have stairs and
elevated walkways used for overseeing or
monitoring purposes which are physically part of the
turbine or pump. However, passenger elevators used
for vertical transportation between stories are not
considered “work area equipment” as defined in
Section 106.5.

PROPOSED CHANGES
Modular furniture and furniture systems that are not
connected to mechanical, electrical, or
communication systems of the building are not
directly subject to these requirements.
EXCEPTIONS: 2. Common use circulation paths
located within employee work areas that are an
integral component of work area equipment shall not
be required to comply with 402.
Large pieces of equipment, such as electric turbines or
water pumping apparatus, may have stairs and
elevated walkways used for overseeing or monitoring
purposes which are physically part of the turbine or
pump. However, passenger elevators used for vertical
transportation between stories are not considered
“work area equipment” as defined in Section 106.5.
Advisory 206.2.8 Employee Work Areas Exception 1.
Modular furniture that is not permanently installed is
not directly subject to these requirements. The U. S.
Department of Justice ADA regulations provide
additional guidance regarding the relationship
between these requirements and elements that are
not part of the built environment. Additionally, the
Equal Employment Opportunity Commission (EEOC)
implements Title I of the ADA which requires nondiscrimination in the workplace. EEOC can provide
guidance regarding employer’s obligations to provide
accommodations for employees with disabilities.
Advisory 206.2.8 Employee Work Areas Exception 2.
Large pieces of equipment, such as electric turbines or
water pumping apparatus, may have stairs and
elevated walkways used for overseeing or monitoring
purposes which are physically part of the turbine or
pump. However, passenger elevators used for vertical
transportation between stories are not considered
“work area equipment” as defined in Section 106.5.

COMMENTS

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Removed to add advisory to requirements
section.
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206.3 Location. Accessible routes shall coincide with
or be located in the same area as general circulation

PROPOSED CHANGES
206.2.18 Outdoor Recreation Access Routes. Within
camping and picnic facilities, outdoor recreation
access routes must connect accessible elements,
spaces, and facilities provided within camping and
picnic units with mobility features. Outdoor recreation
access routes must also connect public and common
use areas that serve camping and picnic units with
mobility features and accessible elements, spaces, and
facilities provided within the public or common use
areas. When a circulation path connects camping and
picnic facilities and adjacent recreation facilities, such
as play areas or boating facilities, at least one outdoor
recreation access route must connect camping and
picnic units with mobility features to an accessible
route serving the adjacent recreation facilities.
EXCEPTION: Outdoor recreation access routes are not
required when accessible camping and picnic facilities,
viewing areas, or outdoor constructed features are
provided along a trail. However, the routes must still
meet the technical requirements of 1107.
206.2.18.1 Viewing Areas. At viewing areas, at least
one outdoor recreation access route must connect
accessible parking spaces or other arrival points that
serve the viewing area with accessible elements,
spaces, and facilities provided within the viewing area.
206.2.18.2 Trailheads. At least one outdoor
recreation access route must connect accessible
parking spaces or other arrival points serving the
trailhead, the starting point of the trail, and accessible
elements, spaces, and facilities provided within the
trailhead.
Elements, spaces, or facilities that are not required to
be accessible do not have to be connected by an
outdoor recreation access route.
206.3 Location. Accessible routes shall coincide with
or be located in the same area as general circulation

COMMENTS
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added requirements of advisory within
section text.
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paths. Where circulation paths are interior, required
accessible routes shall also be interior.

PROPOSED CHANGES
paths. Where circulation paths are interior, required
accessible routes shall also be interior.

Advisory 206.3 Location. The accessible route must
be in the same area as the general circulation path.
This means that circulation paths, such as vehicular
ways designed for pedestrian traffic, walks, and
unpaved paths that are designed to be routinely
used by pedestrians must be accessible or have an
accessible route nearby. Additionally, accessible
vertical interior circulation must be in the same area
as stairs and escalators, not isolated in the back of
the facility.
206.5 Doors, Doorways, and Gates. Doors,
doorways, and gates providing user passage shall be
provided in accordance with 206.5.

The accessible route must be in the same area as the
general circulation path. This means that circulation
paths, such as vehicular ways designed for pedestrian
traffic, walks, and unpaved paths that are designed to
be routinely used by pedestrians must be accessible
or have an accessible route nearby. Additionally,
accessible vertical interior circulation must be in the
same area as stairs and escalators, not isolated
elsewhere in the facility.
Advisory 206.3 Location. The accessible route must
be in the same area as the general circulation path.
This means that circulation paths, such as vehicular
ways designed for pedestrian traffic, walks, and
unpaved paths that are designed to be routinely used
by pedestrians must be accessible or have an
accessible route nearby. Additionally, accessible
vertical interior circulation must be in the same area
as stairs and escalators, not isolated in the back of the
facility.
206.5 Doors, Doorways, and Gates. Doors, doorways,
and gates providing user passage shall be provided in
accordance with 206.5.

206.7.5 Existing Site Constraints. Platform lifts shall
be permitted where existing exterior site constraints
make use of a ramp or elevator technically infeasible.

User passage allows for the user to pass all the way
through the doorway. A shallow closet of 24” deep or
less does notallow user passage.
206.7.5 Existing Site Constraints. Platform lifts shall
be permitted where existing exterior site constraints
make use of a ramp or elevator technically infeasible.
This exception applies where topography or other
similar existing site constraints necessitate the use of
a platform lift as the only feasible alternative. While
the site constraint must reflect exterior conditions,

COMMENTS

Removed to add advisory to requirements
section.

Clarify when doors are applicable to the
standards.

Added requirements of advisory within
section text.
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Advisory 206.7.5 Existing Site Constraints. This
exception applies where topography or other similar
existing site constraints necessitate the use of a
platform lift as the only feasible alternative. While
the site constraint must reflect exterior conditions,
the lift can be installed in the interior of a building.
For example, a new building constructed between
and connected to two existing buildings may have
insufficient space to coordinate floor levels and also
to provide ramped entry from the public way. In this
example, an exterior or interior platform lift could be
used to provide an accessible entrance or to
coordinate one or more interior floor levels.
207 Accessible Means of Egress
207.1 General. Means of egress shall comply with
section 1003.2.13 of the International Building Code
(2000 edition and 2001 Supplement) or section 1007
of the International Building Code (2003 edition)
(incorporated by reference, see "Referenced
Standards" in Chapter 1).

PROPOSED CHANGES
the lift can be installed in the interior of a building. For
example, a new building constructed between and
connected to two existing buildings may have
insufficient space to coordinate floor levels and to
provide ramped entry from the public way. In this
example, an exterior or interior platform lift may be
used to provide an accessible entrance or to
coordinate one or more interior floor levels.
Advisory 206.7.5 Existing Site Constraints. This
exception applies where topography or other similar
existing site constraints necessitate the use of a
platform lift as the only feasible alternative. While the
site constraint must reflect exterior conditions, the lift
can be installed in the interior of a building. For
example, a new building constructed between and
connected to two existing buildings may have
insufficient space to coordinate floor levels and also to
provide ramped entry from the public way. In this
example, an exterior or interior platform lift could be
used to provide an accessible entrance or to
coordinate one or more interior floor levels.
207.1 General. Means of egress shall comply with
section 1003.2.13 of the International Building Code
(2000 edition and 2001 Supplement) or section 1007
of the International Building Code (2003 edition)
(incorporated by reference, see "Referenced
Standards" in Chapter 1).
Accessible means of egress must comply with 404 on
the egress side of the door and doorway only if it also
provides an entrance to the facility. Accessible Means
of Egress and Areas of Refuge signage must comply
with TAS 216 and 703.

207.2 Platform Lifts. Standby power shall be
provided for platform lifts permitted by section
1003.2.13.4 of the International Building Code (2000

COMMENTS

Removed to add advisory to requirements
section.

TDLR intends to update these standards if
possible and is still researching options.

To clarify TAS requirements for accessible
means of egress.
TDLR intends to update these standards if
possible and is still researching options.
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edition and 2001 Supplement) or section 1007.5 of
the International Building Code (2003 edition)
(incorporated by reference, see "Referenced
Standards" in Chapter 1) to serve as a part of an
accessible means of egress.
208 Parking Spaces
208.1 General. Where parking spaces are provided,
parking spaces shall be provided in accordance with
208.

PROPOSED CHANGES

208.1 General. Where parking spaces are provided,
parking spaces shall be provided in accordance with
208.

EXCEPTION: Parking spaces used exclusively for
buses, trucks, other delivery vehicles, law
enforcement vehicles, or vehicular impound shall not
be required to comply with 208 provided that lots
accessed by the public are provided with a passenger
loading zone complying with 503.
208.2 Minimum Number. Parking spaces complying
with 502 shall be provided in accordance with Table
208.2 except as required by 208.2.1, 208.2.2, and
208.2.3. Where more than one parking facility is
provided on a site, the number of accessible spaces
provided on the site shall be calculated according to
the number of spaces required for each parking
facility.

Parking facilities that are served by valet parking are
not exempted from compliance with 208.
EXCEPTION: Parking spaces used exclusively for buses,
trucks, other delivery vehicles, law enforcement
vehicles, car dealership spaces, or vehicular impound
shall not be required to comply with 208 if lots
accessed by the public are provided with a passenger
loading zone complying with 503.
208.2 Minimum Number. Parking spaces complying
with 502 shall be provided in accordance with Table
208.2 except as required by 208.2.1, 208.2.2, and
208.2.3. Where more than one parking facility is
provided on a site, the number of accessible spaces
provided on the site shall be calculated according to
the number of spaces required for each parking
facility.
The term "parking facility" is used in Section 208.2
instead of the term "parking lot" so it is clear that
both parking lots and parking structures are required
to comply with this section. The number of parking
spaces required to be accessible is to be calculated
separately for each parking facility; the required
number is not to be based on the total number of
parking spaces provided in all the parking facilities
provided on the site.

COMMENTS

Added based on TM 2013-20.

Added based on common techinfo
question.

Added requirements of advisory within
section text.
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Advisory 208.2 Minimum Number. The term
"parking facility" is used Section 208.2 instead of the
term "parking lot" so that it is clear that both parking
lots and parking structures are required to comply
with this section. The number of parking spaces
required to be accessible is to be calculated
separately for each parking facility; the required
number is not to be based on the total number of
parking spaces provided in all of the parking facilities
provided on the site.
208.2.1 Hospital Outpatient Facilities. Ten percent
of patient and visitor parking spaces provided to
serve hospital outpatient facilities shall comply with
502.

Advisory 208.2.1 Hospital Outpatient Facilities. The
term "outpatient facility" is not defined in this
document but is intended to cover facilities or units
that are located in hospitals and that provide regular
and continuing medical treatment without an
overnight stay. Doctors' offices, independent clinics,
or other facilities not located in hospitals are not
considered hospital outpatient facilities for purposes
of this document.
208.2.3 Residential Facilities. Parking spaces
provided to serve residential facilities shall comply
with 208.2.3.
EXCEPTIONS: 2. Parking spaces shall be permitted to
be located in different parking facilities if

PROPOSED CHANGES
Advisory 208.2 Minimum Number. The term "parking
facility" is used Section 208.2 instead of the term
"parking lot" so that it is clear that both parking lots
and parking structures are required to comply with
this section. The number of parking spaces required to
be accessible is to be calculated separately for each
parking facility; the required number is not to be
based on the total number of parking spaces provided
in all of the parking facilities provided on the site.

COMMENTS
Removed to add advisory to requirements
section.

208.2.1 Hospital Outpatient Facilities. Ten percent of
patient and visitor parking spaces provided to serve
hospital outpatient facilities shall comply with 502.

Added requirements of advisory within
section text.

The term "outpatient facility" is not defined in this
document but is intended to cover facilities or units
that are in hospitals and that provide regular and
continuing medical treatment without an overnight
stay. Doctors' offices, independent clinics, or other
facilities not located in hospitals are not considered
hospital outpatient facilities for purposes of this
document.
Advisory 208.2.1 Hospital Outpatient Facilities. The
term "outpatient facility" is not defined in this
document but is intended to cover facilities or units
that are located in hospitals and that provide regular
and continuing medical treatment without an
overnight stay. Doctors' offices, independent clinics,
or other facilities not located in hospitals are not
considered hospital outpatient facilities for purposes
of this document.
208.2.3 Residential Facilities. Parking spaces provided
to serve residential facilities with residential dwelling
units required to be accessible by 233 shall comply
with 208.2.3.
EXCEPTIONS: 2. Parking spaces shall be permitted to
be located in different parking facilities if substantially

Removed to add advisory to requirements
section.

Clarification on which residential units are
required to comply.

Added requirements of advisory within
section text.
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substantially equivalent or greater accessibility is
provided in terms of distance from an accessible
entrance or entrances, parking fee, and user
convenience.

Advisory 208.3.1 General Exception 2. Factors that
could affect "user convenience" include, but are not
limited to, protection from the weather, security,
lighting, and comparative maintenance of the
alternative parking site.
EXCEPTION: Parking spaces provided in accordance
with 208.2.3.2 shall not be required to be dispersed
throughout all types of parking if substantially
equivalent or greater accessibility is provided in
terms of distance from an accessible entrance,
parking fee, and user convenience.

Advisory 208.3.2 Residential Facilities Exception.
Factors that could affect "user convenience" include,
but are not limited to, protection from the weather,
security, lighting, and comparative maintenance of
the alternative parking site.
209 Passenger Loading Zones and Bus Stops
209.2.2 Bus Loading Zones. In bus loading zones
restricted to use by designated or specified public
transportation vehicles, each bus bay, bus stop, or
other area designated for lift or ramp deployment
shall comply with 810.2.

PROPOSED CHANGES
equivalent or greater accessibility is provided in terms
of distance from an accessible entrance or entrances,
parking fee, and user convenience.
Factors that may affect "user convenience" include,
but are not limited to, protection from the weather,
security, lighting, and comparative maintenance of
the alternative parking site.
Advisory 208.3.1 General Exception 2. Factors that
could affect "user convenience" include, but are not
limited to, protection from the weather, security,
lighting, and comparative maintenance of the
alternative parking site.
EXCEPTION: Parking spaces provided in accordance
with 208.2.3.2 shall not be required to be dispersed
throughout all types of parking if substantially
equivalent or greater accessibility is provided in terms
of distance from an accessible entrance, parking fee,
and user convenience.
Factors that may affect "user convenience" include,
but are not limited to, protection from the weather,
security, lighting, and comparative maintenance of
the alternative parking site.
Advisory 208.3.2 Residential Facilities Exception.
Factors that could affect "user convenience" include,
but are not limited to, protection from the weather,
security, lighting, and comparative maintenance of
the alternative parking site.
209.2.2 Bus Loading Zones. In bus loading zones
restricted to use by designated or specified public
transportation vehicles, each bus bay, bus stop, or
other area designated for lift or ramp deployment
shall comply with 810.2.

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text and clarifies when the
standard is applicable.
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PROPOSED CHANGES
“Designated public transportation” means
transportation provided by a public entity (other than
public school transportation) by bus, rail, or other
conveyance (other than transportation by aircraft or
intercity or commuter rail transportation) that
provides the public with general or special service,
including charter service, on a regular and continuing
basis.

Advisory 209.2.2 Bus Loading Zones. The terms
“designated public transportation” and “specified
public transportation” are defined by the U. S.
Department of Transportation at 49 CFR 37.3 in
regulations implementing the Americans with
Disabilities Act. These terms refer to public
transportation services provided by public or private
entities, respectively. For example, designated public
transportation vehicles include buses and vans
operated by public transit agencies, while specified
public transportation vehicles include tour and
charter buses, taxis and limousines, and hotel
shuttles operated by private entities.
209.4 Valet Parking. Parking facilities that provide
valet parking services shall provide at least one
passenger loading zone complying with 503.

“Specified public transportation” means
transportation by bus, rail, or any other conveyance
(other than aircraft) provided by a private entity to
the public, with general or special service (including
charter service) on a regular and continuing basis.
Advisory 209.2.2 Bus Loading Zones. The terms
“designated public transportation” and “specified
public transportation” are defined by the U. S.
Department of Transportation at 49 CFR 37.3 in
regulations implementing the Americans with
Disabilities Act. These terms refer to public
transportation services provided by public or private
entities, respectively. For example, designated public
transportation vehicles include buses and vans
operated by public transit agencies, while specified
public transportation vehicles include tour and charter
buses, taxis and limousines, and hotel shuttles
operated by private entities.
209.4 Valet Parking. Parking facilities that provide
valet parking services shall provide at least one
passenger loading zone complying with 503.

211.2 Minimum Number. No fewer than two
drinking fountains shall be provided. One drinking

In addition to the passenger loading zone
requirements of TAS 209.4 and 503, valet parking
facilities must comply with TAS 208 and TAS 502.
211.2 Minimum Number. No fewer than two drinking
fountains shall be provided. One drinking fountain

COMMENTS

Removed to add advisory to requirements
section.

Reiterates requirement of parking facilities
that are served by valet.

Due to common techinfo questions about
bottle fillers.
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fountain shall comply with 602.1 through 602.6 and
one drinking fountain shall comply with 602.7.

PROPOSED CHANGES
shall comply with 602.1 through 602.6 and one
drinking fountain shall comply with 602.7.

COMMENTS

Where drinking fountains are provided, a bottle filler
may be provided with the required standing and
seated height drinking fountains or provided by itself.
The bottle filler shall not replace one of the drinking
fountains.
212 Kitchens, Kitchenettes, and Sinks
EXCEPTION: Mop or service sinks shall not be
required to comply with 212.3.

EXCEPTIONS: 1. Mop or service sinks shall not be
required to comply with 212.3.
EXCEPTIONS: 2. In camping facilities and picnic
facilities, sinks shall not be required to comply with
212.3 where a cooktop or conventional range is not
provided.

Correction to numbering based on addition
of exception.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

EXCEPTION: Pit toilets provided on trails and in
camping facilities shall not be required to comply with
213.
213.2 Toilet Rooms and Bathing Rooms. Where toilet
rooms are provided, each toilet room shall comply
with 603. Where bathing rooms are provided, each
bathing room shall comply with 603.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

213 Toilet Facilities and Bathing Facilities

213.2 Toilet Rooms and Bathing Rooms. Where
toilet rooms are provided, each toilet room shall
comply with 603. Where bathing rooms are
provided, each bathing room shall comply with 603.

Provides clarification to common techinfo
question.

A toilet room is a defined space that opens into a
common area, such as a hall or lobby.
EXCEPTIONS: 4. Where multiple single user toilet
rooms are clustered at a single location, no more
than 50 percent of the single user toilet rooms for
each use at each cluster shall be required to comply
with 603.

EXCEPTIONS: 4. Where multiple single user toilet
rooms are clustered at a single location, 50 percent or
more of the single user toilet rooms for each use at
each cluster shall be required to comply with 603.
A "cluster" is a group of toilet rooms proximate to one
another. Generally, toilet rooms in a cluster are within
sight of, or adjacent to, one another.

Added requirements of advisory within
section text and matches 104.2
calculations of percentages.
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Advisory 213.2 Toilet Rooms and Bathing Rooms
Exceptions 3 and 4. A "cluster" is a group of toilet
rooms proximate to one another. Generally, toilet
rooms in a cluster are within sight of, or adjacent to,
one another.
213.3.1 Toilet Compartments. Where toilet
compartments are provided, at least one toilet
compartment shall comply with 604.8.1. In addition
to the compartment required to comply with
604.8.1, at least one compartment shall comply with
604.8.2 where six or more toilet compartments are
provided, or where the combination of urinals and
water closets totals six or more fixtures.

Advisory 213.3.1 Toilet Compartments. A toilet
compartment is a partitioned space that is located
within a toilet room, and that normally contains no
more than one water closet. A toilet compartment
may also contain a lavatory. A lavatory is a sink
provided for hand washing. Full-height partitions and
door assemblies can comprise toilet compartments
where the minimum required spaces are provided
within the compartment.

PROPOSED CHANGES
The exception does not apply to bathing or showering
rooms.
Advisory 213.2 Toilet Rooms and Bathing Rooms
Exceptions 3 and 4. A "cluster" is a group of toilet
rooms proximate to one another. Generally, toilet
rooms in a cluster are within sight of, or adjacent to,
one another.
213.3.1 Toilet Compartments. Where toilet
compartments are provided, at least one toilet
compartment shall comply with 604.8.1. In addition to
the compartment required to comply with 604.8.1, at
least one compartment shall comply with 604.8.2
where six or more toilet compartments are provided,
or where the combination of urinals and water closets
totals six or more fixtures.
A toilet compartment is a partitioned or walled off
space that is located within a toilet room, and that
normally contains no more than one water closet and
opens into a toilet room. A toilet compartment may
also contain a lavatory. A lavatory is a sink provided
for hand washing. Full-height partitions, walls, and
door assemblies can comprise toilet compartments
where the minimum required spaces are provided
within the compartment.
Advisory 213.3.1 Toilet Compartments. A toilet
compartment is a partitioned space that is located
within a toilet room, and that normally contains no
more than one water closet. A toilet compartment
may also contain a lavatory. A lavatory is a sink
provided for hand washing. Full-height partitions and
door assemblies can comprise toilet compartments
where the minimum required spaces are provided
within the compartment.
213.4 Changing Tables. Where provided adult or baby
changing tables, a minimum of 5 percent but not less
than one of each type shall comply with 603.5.

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text and provides clarification and
answers to common questions about toilet
compartments.

Removed to add advisory to requirements
section.

Added to incorporate TM 2013-15
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215.1 General. Where fire alarm systems provide
audible alarm coverage, alarms shall comply with
215.

Advisory 215.1 General. Unlike audible alarms,
visible alarms must be located within the space they
serve so that the signal is visible. Facility alarm
systems (other than fire alarm systems) such as
those used for tornado warnings and other
emergencies are not required to comply with the
technical criteria for alarms in Section 702. Every
effort should be made to ensure that such alarms
can be differentiated in their signal from fire alarms
systems and that people who need to be notified of
emergencies are adequately safeguarded. Consult
local fire departments and prepare evacuation plans
taking into consideration the needs of every building
occupant, including people with disabilities.
216 Signs
216.2 Designations. Interior and exterior signs
identifying permanent rooms and spaces shall
comply with 703.1, 703.2, and 703.5. Where
pictograms are provided as designations of
permanent interior rooms and spaces, the

PROPOSED CHANGES
215.1 General. Where fire alarm systems provide
audible and/or visible alarm coverage, alarms shall
comply with 215.
Unlike audible alarms, visible alarms must be located
within the space they serve so the signal is visible.
Facility alarm systems (other than fire alarm systems)
such as those used for tornado warnings and other
emergencies are not required to comply with the
technical criteria for alarms in Section 702. Every
effort should be made to ensure that such alarms can
be differentiated in their signal from fire alarms
systems and that people who need to be notified of
emergencies are adequately safeguarded. Consult
local fire departments and prepare evacuation plans
taking into consideration the needs of every building
occupant, including people with disabilities.
Advisory 215.1 General. Unlike audible alarms, visible
alarms must be located within the space they serve so
that the signal is visible. Facility alarm systems (other
than fire alarm systems) such as those used for
tornado warnings and other emergencies are not
required to comply with the technical criteria for
alarms in Section 702. Every effort should be made to
ensure that such alarms can be differentiated in their
signal from fire alarms systems and that people who
need to be notified of emergencies are adequately
safeguarded. Consult local fire departments and
prepare evacuation plans taking into consideration
the needs of every building occupant, including
people with disabilities.
216.2 Designations. Interior and exterior signs
identifying permanent rooms and spaces shall comply
with 703.1, 703.2, and 703.5. Where pictograms are
provided as designations of permanent interior rooms
and spaces, the pictograms shall comply with 703.6

COMMENTS
Clarifies applicable alarms to go with
description in advisory.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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pictograms shall comply with 703.6 and shall have
text descriptors complying with 703.2 and 703.5.

PROPOSED CHANGES
and shall have text descriptors complying with 703.2
and 703.5.

Advisory 216.2 Designations. Section 216.2 applies
to signs that provide designations, labels, or names
for interior rooms or spaces where the sign is not
likely to change over time. Examples include interior
signs labeling restrooms, room and floor numbers or
letters, and room names. Tactile text descriptors are
required for pictograms that are provided to label or
identify a permanent room or space. Pictograms that
provide information about a room or space, such as
"no smoking," occupant logos, and the International
Symbol of Accessibility, are not required to have text
descriptors.
216.3 Directional and Informational Signs. Signs that
provide direction to or information about interior
spaces and facilities of the site shall comply with
703.5.

Section 216.2 applies to signs that provide
designations, labels, or names for interior rooms or
spaces where the sign is not likely to change over
time. Examples include interior signs labeling
restrooms, room and floor numbers or letters, and
room names. Tactile text descriptors are required for
pictograms that are provided to label or identify a
permanent room or space. Pictograms that provide
information about a room or space, such as "no
smoking," occupant logos, and the International
Symbol of Accessibility, are not required to have text
descriptors.
Advisory 216.2 Designations. Section 216.2 applies to
signs that provide designations, labels, or names for
interior rooms or spaces where the sign is not likely to
change over time. Examples include interior signs
labeling restrooms, room and floor numbers or
letters, and room names. Tactile text descriptors are
required for pictograms that are provided to label or
identify a permanent room or space. Pictograms that
provide information about a room or space, such as
"no smoking," occupant logos, and the International
Symbol of Accessibility, are not required to have text
descriptors.
216.3 Directional and Informational Signs. Signs that
provide direction to or information about interior
spaces and facilities of the site shall comply with
703.5.
Information about interior spaces and facilities
includes rules of conduct, occupant load, and similar
signs. Signs providing direction to rooms or spaces
include those that identify egress routes.

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 216.3 Directional and Informational Signs.
Information about interior spaces and facilities
includes rules of conduct, occupant load, and similar
signs. Signs providing direction to rooms or spaces
include those that identify egress routes.
216.6 Entrances. Where not all entrances comply
with 404, entrances complying with 404 shall be
identified by the International Symbol of Accessibility
complying with 703.7.2.1. Directional signs
complying with 703.5 that indicate the location of
the nearest entrance complying with 404 shall be
provided at entrances that do not comply with 404.

PROPOSED CHANGES
Advisory 216.3 Directional and Informational Signs.
Information about interior spaces and facilities
includes rules of conduct, occupant load, and similar
signs. Signs providing direction to rooms or spaces
include those that identify egress routes.
216.6 Entrances. Where not all entrances comply with
404, entrances complying with 404 shall be identified
by the International Symbol of Accessibility complying
with 703.7.2.1. Directional signs complying with 703.5
that indicate the location of the nearest entrance
complying with 404 shall be provided at entrances
that do not comply with 404.

Advisory 216.6 Entrances. Where a directional sign is
required, it should be located to minimize
backtracking. In some cases, this could mean locating
a sign at the beginning of a route, not just at the
inaccessible entrances to a building.
216.12 Amusement Rides. Signs identifying the type
of access provided on amusement rides shall be
provided at entries to queues and waiting lines. In
addition, where accessible unload areas also serve as
accessible load areas, signs indicating the location of
the accessible load and unload areas shall be
provided at entries to queues and waiting lines.

Where a directional sign is required, it must be
located to minimize backtracking. In some cases, this
may mean locating a sign at the beginning of a route,
not just at the inaccessible entrances to a building.
Advisory 216.6 Entrances. Where a directional sign is
required, it should be located to minimize
backtracking. In some cases, this could mean locating
a sign at the beginning of a route, not just at the
inaccessible entrances to a building.
216.12 Amusement Rides. Signs identifying the type
of access provided on amusement rides shall be
provided at entries to queues and waiting lines. In
addition, where accessible unload areas also serve as
accessible load areas, signs indicating the location of
the accessible load and unload areas shall be provided
at entries to queues and waiting lines.
Amusement rides designed primarily for children,
amusement rides that are controlled or operated by
the rider, and amusement rides without seats are not
required to provide wheelchair spaces, transfer seats,
or transfer systems, and need not meet the sign
requirements in 216.12. The load and unload areas of

COMMENTS
Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 216.12 Amusement Rides. Amusement
rides designed primarily for children, amusement
rides that are controlled or operated by the rider,
and amusement rides without seats, are not required
to provide wheelchair spaces, transfer seats, or
transfer systems, and need not meet the sign
requirements in 216.12. The load and unload areas
of these rides must, however, be on an accessible
route and must provide turning space.

PROPOSED CHANGES
these rides must, however, be on an accessible route
and must provide turning space.
Advisory 216.12 Amusement Rides. Amusement rides
designed primarily for children, amusement rides that
are controlled or operated by the rider, and
amusement rides without seats, are not required to
provide wheelchair spaces, transfer seats, or transfer
systems, and need not meet the sign requirements in
216.12. The load and unload areas of these rides
must, however, be on an accessible route and must
provide turning space.
216.13 Trailhead Signs. Where new trail information
signs are provided at trailheads on newly constructed
or altered trails designed for use by hikers or
pedestrians, the signs shall comply with 1108.6.
New trail information signs are required to comply
with 1108.6 regardless of whether the newly
constructed or altered trails comply with 1108. If trail
information signs designate the name of the trail, only
the name of the trail is required to comply with 703.5.
See 216.2. Tactile characters are not required on
exterior signs. Trail information signs are not required
to display the International Symbol of Accessibility.

217 Telephones
217.1 General. Where coin-operated public pay
telephones, coinless public pay telephones, public
closed-circuit telephones, public courtesy phones, or
other types of public telephones are provided, public
telephones shall be provided in accordance with 217
for each type of public telephone provided. For
purposes of this section, a bank of telephones shall
be considered to be two or more adjacent
telephones.

217.1 General. Where coin-operated public pay
telephones, coinless public pay telephones, public
closed-circuit telephones, public courtesy phones, or
other types of public telephones are provided, public
telephones shall be provided in accordance with 217
for each type of public telephone provided. For
purposes of this section, a bank of telephones is
considered to be two or more adjacent telephones.
These requirements apply to all types of public
telephones including courtesy phones at airports and

COMMENTS

Removed to add advisory to requirements
section.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added requirements of advisory within
section text. Section 1108.6 is referenced
in the text and advisory above but does
not exist in the final rule. Technical
requirements for trailhead signs are found
in section 1108.6.
Added requirements of advisory within
section text.
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Advisory 217.1 General. These requirements apply
to all types of public telephones including courtesy
phones at airports and rail stations that provide a
free direct connection to hotels, transportation
services, and tourist attractions.
217.4 TTYs. TTYs complying with 704.4 shall be
provided in accordance with 217.4.

Advisory 217.4 TTYs. Separate requirements are
provided based on the number of public pay
telephones provided at a bank of telephones, within
a floor, a building, or on a site. In some instances one
TTY can be used to satisfy more than one of these
requirements. For example, a TTY required for a bank
can satisfy the requirements for a building. However,
the requirement for at least one TTY on an exterior
site cannot be met by installing a TTY in a bank inside
a building. Consideration should be given to phone
systems that can accommodate both digital and
analog transmissions for compatibility with digital
and analog TTYs.

220 Automatic Teller Machines and Fare Machines
220.1 General. Where automatic teller machines or
self-service fare vending, collection, or adjustment

PROPOSED CHANGES
rail stations that provide a free direct connection to
hotels, transportation services, and tourist attractions.
Advisory 217.1 General. These requirements apply to
all types of public telephones including courtesy
phones at airports and rail stations that provide a free
direct connection to hotels, transportation services,
and tourist attractions.
217.4 TTYs. TTYs complying with 704.4 shall be
provided in accordance with 217.4.
Separate requirements are provided based on the
number of public pay telephones provided at a bank
of telephones, within a floor, a building, or on a site.
In some instances one TTY can be used to satisfy more
than one of these requirements.
Advisory 217.4 TTYs. Separate requirements are
provided based on the number of public pay
telephones provided at a bank of telephones, within a
floor, a building, or on a site. In some instances one
TTY can be used to satisfy more than one of these
requirements. For example, a TTY required for a bank
can satisfy the requirements for a building. However,
the requirement for at least one TTY on an exterior
site cannot be met by installing a TTY in a bank inside
a building. Consideration should be given to phone
systems that can accommodate both digital and
analog transmissions for compatibility with digital and
analog TTYs.
217.6 Emergency Call Box. If provided must comply
with 704.
217.7 Enclosed Phone Booth or Rooms. If provided 5
percent or at least one of each type must comply with
704.
220.1 General. Where automatic teller machines or
self-service fare vending, collection, or adjustment

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added to provide clear requirements for a
subject element.
Added to provide clear requirements for a
subject element.

Added requirements of advisory within
section text.
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machines are provided, at least one of each type
provided at each location shall comply with 707.
Where bins are provided for envelopes, waste paper,
or other purposes, at least one of each type shall
comply with 811.

Advisory 220.1 General. If a bank provides both
interior and exterior ATMs, each such installation is
considered a separate location. Accessible ATMs,
including those with speech and those that are
within reach of people who use wheelchairs, must
provide all the functions provided to customers at
that location at all times. For example, it is
unacceptable for the accessible ATM only to provide
cash withdrawals while inaccessible ATMs also sell
theater tickets.
221 Assembly Areas
221.2.1.3 Other Boxes. In boxes other than those
required to comply with 221.2.1.2, the total number
of wheelchair spaces required shall be determined in
accordance with Table 221.2.1.1. Wheelchair spaces
shall be located in not less than 20 percent of all
boxes provided. Wheelchair spaces shall comply with
802.1.

PROPOSED CHANGES
machines are provided, at least one of each type
provided at each location shall comply with 707.
Where bins are provided for envelopes, waste paper,
or other purposes, at least one of each type shall
comply with 811.
If a bank provides both interior and exterior ATMs,
each such installation is considered a separate
location. Accessible ATMs, including those with
speech and those that are within reach of people who
use wheelchairs, must provide all functions to
customers at that location at all times. For example, it
is unacceptable for the accessible ATM only to provide
cash withdrawals while inaccessible ATMs also sell
theater tickets.
Advisory 220.1 General. If a bank provides both
interior and exterior ATMs, each such installation is
considered a separate location. Accessible ATMs,
including those with speech and those that are within
reach of people who use wheelchairs, must provide all
the functions provided to customers at that location
at all times. For example, it is unacceptable for the
accessible ATM only to provide cash withdrawals
while inaccessible ATMs also sell theater tickets.

221.2.1.3 Other Boxes. In boxes other than those
required to comply with 221.2.1.2, the total number
of wheelchair spaces required shall be determined in
accordance with Table 221.2.1.1. Wheelchair spaces
shall be located in not less than 20 percent of all
boxes provided. Wheelchair spaces shall comply with
802.1.
The provision for seating in "other boxes" includes box
seating provided in facilities such as performing arts

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

2012 TAS

Advisory 221.2.1.3 Other Boxes. The provision for
seating in "other boxes" includes box seating
provided in facilities such as performing arts
auditoria where tiered boxes are designed for spatial
and acoustical purposes. The number of wheelchair
spaces required in boxes covered by 221.2.1.3 is
calculated based on the total number of seats
provided in these other boxes. The resulting number
of wheelchair spaces must be located in no fewer
than 20% of the boxes covered by this section. For
example, a concert hall has 20 boxes, each of which
contains 10 seats, totaling 200 seats. In this example,
5 wheelchair spaces would be required, and they
must be placed in at least 4 of the boxes.
Additionally, because the wheelchair spaces must
also meet the dispersion requirements of 221.2.3,
the boxes containing these wheelchair spaces cannot
all be located in one area unless an exception to the
dispersion requirements applies.
221.2.2 Integration. Wheelchair spaces shall be an
integral part of the seating plan.

Advisory 221.2.2 Integration. The requirement that
wheelchair spaces be an "integral part of the seating

PROPOSED CHANGES
auditoria where tiered boxes are designed for spatial
and acoustical purposes.
Additionally, because the wheelchair spaces must also
meet the dispersion requirements of 221.2.3, the
boxes containing these wheelchair spaces cannot all
be located in one area unless an exception to the
dispersion requirements applies.
Advisory 221.2.1.3 Other Boxes. The provision for
seating in "other boxes" includes box seating provided
in facilities such as performing arts auditoria where
tiered boxes are designed for spatial and acoustical
purposes. The number of wheelchair spaces required
in boxes covered by 221.2.1.3 is calculated based on
the total number of seats provided in these other
boxes. The resulting number of wheelchair spaces
must be located in no fewer than 20% of the boxes
covered by this section. For example, a concert hall
has 20 boxes, each of which contains 10 seats, totaling
200 seats. In this example, 5 wheelchair spaces would
be are required, and they must be placed in at least 4
of the boxes. Additionally, because the wheelchair
spaces must also meet the dispersion requirements of
221.2.3, the boxes containing these wheelchair spaces
cannot all be located in one area unless an exception
to the dispersion requirements applies.

COMMENTS

Removed to add advisory to requirements
section.

221.2.2 Integration. Wheelchair spaces shall be an
integral part of the seating plan.

Added requirements of advisory within
section text.

The requirement that wheelchair spaces be an
"integral part of the seating plan" means that
wheelchair spaces must be placed within the footprint
of the seating area. Wheelchair spaces cannot be
segregated from seating areas.
Advisory 221.2.2 Integration. The requirement that
wheelchair spaces be an "integral part of the seating

Removed to add advisory to requirements
section.
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plan" means that wheelchair spaces must be placed
within the footprint of the seating area. Wheelchair
spaces cannot be segregated from seating areas. For
example, it would be unacceptable to place only the
wheelchair spaces, or only the wheelchair spaces and
their associated companion seats, outside the
seating areas defined by risers in an assembly area.
EXCEPTION: Wheelchair spaces in team or player
seating areas serving areas of sport activity shall not
be required to comply with 221.2.3.

PROPOSED CHANGES
plan" means that wheelchair spaces must be placed
within the footprint of the seating area. Wheelchair
spaces cannot be segregated from seating areas. For
example, it would be unacceptable to place only the
wheelchair spaces, or only the wheelchair spaces and
their associated companion seats, outside the seating
areas defined by risers in an assembly area.
EXCEPTION: Wheelchair spaces in team or player
seating areas serving areas of sport activity shall not
be required to comply with 221.2.3.

Advisory 221.2.3 Lines of Sight and Dispersion.
Individuals who use wheelchairs must be provided
equal access so that their experience is substantially
equivalent to that of other members of the audience.
Thus, while individuals who use wheelchairs need
not be provided with the best seats in the house,
neither may they be relegated to the worst.
221.2.3.1 Horizontal Dispersion. Wheelchair spaces
shall be dispersed horizontally.

Individuals who use wheelchairs must be provided
equal access so that their experience is substantially
equivalent to that of other members of the audience.
Thus, while individuals who use wheelchairs need not
be provided with the best seats in the house, neither
may they be relegated to the worst.
Advisory 221.2.3 Lines of Sight and Dispersion.
Individuals who use wheelchairs must be provided
equal access so that their experience is substantially
equivalent to that of other members of the audience.
Thus, while individuals who use wheelchairs need not
be provided with the best seats in the house, neither
may they be relegated to the worst.
221.2.3.1 Horizontal Dispersion. Wheelchair spaces
shall be dispersed horizontally.

Advisory 221.2.3.1 Horizontal Dispersion. Horizontal
dispersion of wheelchair spaces is the placement of
spaces in an assembly facility seating area from sideto-side or, in the case of an arena or stadium, around
the field of play or performance area.

Horizontal dispersion of wheelchair spaces is the
placement of spaces in an assembly facility seating
area from side-to-side or, in the case of an arena or
stadium, around the field of play or performance area.
Advisory 221.2.3.1 Horizontal Dispersion. Horizontal
dispersion of wheelchair spaces is the placement of
spaces in an assembly facility seating area from sideto-side or, in the case of an arena or stadium, around
the field of play or performance area.

COMMENTS

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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221.2.3.2 Vertical Dispersion. Wheelchair spaces
shall be dispersed vertically at varying distances from
the screen, performance area, or playing field. In
addition, wheelchair spaces shall be located in each
balcony or mezzanine that is located on an accessible
route.

EXCEPTIONS: 2. In bleachers, wheelchair spaces shall
not be required to be provided in rows other than
rows at points of entry to bleacher seating.

Advisory 221.2.3.2 Vertical Dispersion. When
wheelchair spaces are dispersed vertically in an
assembly facility they are placed at different
locations within the seating area from front-to-back
so that the distance from the screen, stage, playing
field, area of sports activity, or other focal point is
varied among wheelchair spaces.
Advisory 221.2.3.2 Vertical Dispersion Exception 2.
Points of entry to bleacher seating may include, but
are not limited to, cross aisles, concourses,
vomitories, and entrance ramps and stairs. Vertical,
center, or side aisles adjoining bleacher seating that
are stepped or tiered are not considered entry
points.
222 Dressing, Fitting, and Locker Rooms

PROPOSED CHANGES
221.2.3.2 Vertical Dispersion. Wheelchair spaces shall
be dispersed vertically at varying distances from the
screen, performance area, or playing field. In addition,
wheelchair spaces shall be located in each balcony or
mezzanine that is located on an accessible route.
When wheelchair spaces are dispersed vertically in an
assembly facility, they are placed at different locations
within the seating area from front-to-back so that the
distance from the screen, stage, playing field, area of
sports activity, or other focal point is varied among
wheelchair spaces.
EXCEPTIONS: 2. In bleachers, wheelchair spaces shall
not be required to be provided in rows other than
rows at points of entry to bleacher seating.
Points of entry to bleacher seating may include, but
are not limited to, cross aisles, concourses,
vomitories, and entrance ramps and stairs. Vertical,
center, or side aisles adjoining bleacher seating that
are stepped or tiered are not considered entry points.
Advisory 221.2.3.2 Vertical Dispersion. When
wheelchair spaces are dispersed vertically in an
assembly facility they are placed at different locations
within the seating area from front-to-back so that the
distance from the screen, stage, playing field, area of
sports activity, or other focal point is varied among
wheelchair spaces.
Advisory 221.2.3.2 Vertical Dispersion Exception 2.
Points of entry to bleacher seating may include, but
are not limited to, cross aisles, concourses,
vomitories, and entrance ramps and stairs. Vertical,
center, or side aisles adjoining bleacher seating that
are stepped or tiered are not considered entry points.

COMMENTS
Added requirements of advisory within
section text.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Removed to add advisory to requirements
section.
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222.1 General. Where dressing rooms, fitting rooms,
or locker rooms are provided, at least 5 percent, but
no fewer than one, of each type of use in each
cluster provided shall comply with 803.

PROPOSED CHANGES
222.1 General. Where dressing rooms, fitting rooms,
or locker rooms are provided, at least 5 percent, but
no fewer than one, of each type of use in each cluster
provided shall comply with 803.

COMMENTS
Added requirements of advisory within
section text and additional clarification to
provide greater accessibility.

A "cluster" is a group of rooms proximate to one
another. Generally, rooms in a cluster are within sight
of, or adjacent to, one another.

Advisory 222.1 General. A "cluster" is a group of
rooms proximate to one another. Generally, rooms
in a cluster are within sight of, or adjacent to, one
another. Different styles of design provide users
varying levels of privacy and convenience. Some
designs include private changing facilities that are
close to core areas of the facility, while other designs
use space more economically and provide only group
dressing facilities. Regardless of the type of facility,
dressing, fitting, and locker rooms should provide
people with disabilities rooms that are equally
private and convenient to those provided others. For
example, in a physician's office, if people without
disabilities must traverse the full length of the office
suite in clothing other than their street clothes, it is
acceptable for people with disabilities to be asked to
do the same.

Any space where the occupants are expected to dress
or change clothing must comply with TAS 222.
Advisory 222.1 General. A "cluster" is a group of
rooms proximate to one another. Generally, rooms in
a cluster are within sight of, or adjacent to, one
another. Different styles of design provide users
varying levels of privacy and convenience. Some
designs include private changing facilities that are
close to core areas of the facility, while other designs
use space more economically and provide only group
dressing facilities. Regardless of the type of facility,
dressing, fitting, and locker rooms should provide
people with disabilities rooms that are equally private
and convenient to those provided others. For
example, in a physician's office, if people without
disabilities must traverse the full length of the office
suite in clothing other than their street clothes, it is
acceptable for people with disabilities to be asked to
do the same.
It is often assumed that the scoping application is
limited to single occupant dressing rooms provided in
department stores and medical facilities; however,
there are other spaces where occupants are expected
to dress or change clothes (i.e. multi-occupant locker
rooms in schools and health clubs).

Portion removed to add advisory to
requirements section.
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PROPOSED CHANGES

COMMENTS

Added clarification to provide greater
accessibility .
223 Medical Care and Long-Term Care Facilities
223.1.1 Alterations. Where sleeping rooms are
altered or added, the requirements of 223 shall apply
only to the sleeping rooms being altered or added
until the number of sleeping rooms complies with
the minimum number required for new construction.

223.1.1 Alterations. Where sleeping rooms are
altered or added, the requirements of 223 shall apply
only to the sleeping rooms being altered or added
until the number of sleeping rooms complies with the
minimum number required for new construction.

Advisory 223.1.1 Alterations. In alterations and
additions, the minimum required number is based on
the total number of sleeping rooms altered or added
instead of on the total number of sleeping rooms
provided in a facility. As a facility is altered over time,
every effort should be made to disperse accessible
sleeping rooms among patient care areas such as
pediatrics, cardiac care, maternity, and other units.
In this way, people with disabilities can have access
to the full-range of services provided by a medical
care facility.
223.2.2 Facilities Specializing in Treating Conditions
That Affect Mobility. In facilities specializing in
treating conditions that affect mobility, 100 percent
of the patient sleeping rooms shall provide mobility
features complying with 805.

In alterations and additions, the minimum required
number is based on the total number of sleeping
rooms altered or added instead of on the total
number of sleeping rooms provided in a facility.
Advisory 223.1.1 Alterations. In alterations and
additions, the minimum required number is based on
the total number of sleeping rooms altered or added
instead of on the total number of sleeping rooms
provided in a facility. As a facility is altered over time,
every effort should be made to disperse accessible
sleeping rooms among patient care areas such as
pediatrics, cardiac care, maternity, and other units. In
this way, people with disabilities can have access to
the full-range of services provided by a medical care
facility.
223.2.2 Facilities Specializing in Treating Conditions
That Affect Mobility. In facilities specializing in
treating conditions that affect mobility, 100 percent of
the patient sleeping rooms shall provide mobility
features complying with 805.
Conditions that affect mobility include conditions
requiring the use or assistance of a brace, cane,
crutch, prosthetic device, wheelchair, or powered
mobility aid; arthritic, neurological, or orthopedic
conditions that severely limit one's ability to walk;

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 223.2.2 Facilities Specializing in Treating
Conditions That Affect Mobility. Conditions that
affect mobility include conditions requiring the use
or assistance of a brace, cane, crutch, prosthetic
device, wheelchair, or powered mobility aid;
arthritic, neurological, or orthopedic conditions that
severely limit one's ability to walk; respiratory
diseases and other conditions which may require the
use of portable oxygen; and cardiac conditions that
impose significant functional limitations. Facilities
that may provide treatment for, but that do not
specialize in treatment of such conditions, such as
general rehabilitation hospitals, are not subject to
this requirement but are subject to Section 223.2.1.
224 Transient Lodging Facilities and Guest Rooms
224.1.1 Alterations. Where guest rooms are altered
or added, the requirements of 224 shall apply only to
the guest rooms being altered or added until the
number of guest rooms complies with the minimum
number required for new construction.

PROPOSED CHANGES
respiratory diseases and other conditions which may
require the use of portable oxygen; and cardiac
conditions that impose significant functional
limitations. Facilities that may provide treatment for,
but that do not specialize in treatment of such
conditions, such as general rehabilitation hospitals,
are not subject to this requirement but are subject to
Section 223.2.1.
Advisory 223.2.2 Facilities Specializing in Treating
Conditions That Affect Mobility. Conditions that
affect mobility include conditions requiring the use or
assistance of a brace, cane, crutch, prosthetic device,
wheelchair, or powered mobility aid; arthritic,
neurological, or orthopedic conditions that severely
limit one's ability to walk; respiratory diseases and
other conditions which may require the use of
portable oxygen; and cardiac conditions that impose
significant functional limitations. Facilities that may
provide treatment for, but that do not specialize in
treatment of such conditions, such as general
rehabilitation hospitals, are not subject to this
requirement but are subject to Section 223.2.1.
224.1.1 Alterations. Where guest rooms are altered
or added, the requirements of 224 shall apply only to
the guest rooms being altered or added until the
number of guest rooms complies with the minimum
number required for new construction.
In alterations and additions, the minimum required
number of accessible guest rooms is based on the
total number of guest rooms altered or added instead
of the total number of guest rooms provided in a
facility. Typically, each alteration of a facility is limited
to a particular portion of the facility. When accessible
guest rooms are added because of subsequent
alterations, compliance with 224.5 (Dispersion) is

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 224.1.1 Alterations. In alterations and
additions, the minimum required number of
accessible guest rooms is based on the total number
of guest rooms altered or added instead of the total
number of guest rooms provided in a facility.
Typically, each alteration of a facility is limited to a
particular portion of the facility. When accessible
guest rooms are added as a result of subsequent
alterations, compliance with 224.5 (Dispersion) is
more likely to be achieved if all of the accessible
guest rooms are not provided in the same area of the
facility.
224.1.2 Guest Room Doors and Doorways.
Entrances, doors, and doorways providing user
passage into and within guest rooms that are not
required to provide mobility features complying with
806.2 shall comply with 404.2.3.

PROPOSED CHANGES
more likely to be achieved if all of the accessible
guest rooms are not provided in the same area of the
facility.
Advisory 224.1.1 Alterations. In alterations and
additions, the minimum required number of
accessible guest rooms is based on the total number
of guest rooms altered or added instead of the total
number of guest rooms provided in a facility.
Typically, each alteration of a facility is limited to a
particular portion of the facility. When accessible
guest rooms are added as a result of subsequent
alterations, compliance with 224.5 (Dispersion) is
more likely to be achieved if all of the accessible guest
rooms are not provided in the same area of the
facility.
224.1.2 Guest Room Doors and Doorways. Entrances,
doors, and doorways providing user passage into and
within guest rooms that are not required to provide
mobility features complying with 806.2 shall comply
with 404.2.3.

Advisory 224.1.2 Guest Room Doors and Doorways.
Because of the social interaction that often occurs in
lodging facilities, an accessible clear opening width is
required for doors and doorways to and within all
guest rooms, including those not required to be
accessible. This applies to all doors, including
bathroom doors that allow full user passage. Other

Because of the social interaction that often occurs in
lodging facilities, an accessible clear opening width is
required for doors and doorways to and within all
guest rooms, including those not required to be
accessible. This applies to all doors, including
bathroom doors that allow full user passage. Other
requirements for doors and doorways in Section 404
do not apply to guest rooms not required to provide
mobility features.
Advisory 224.1.2 Guest Room Doors and Doorways.
Because of the social interaction that often occurs in
lodging facilities, an accessible clear opening width is
required for doors and doorways to and within all
guest rooms, including those not required to be
accessible. This applies to all doors, including
bathroom doors that allow full user passage. Other

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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requirements for doors and doorways in Section 404
do not apply to guest rooms not required to provide
mobility features.
224.5 Dispersion. Guest rooms required to provide
mobility features complying with 806.2 and guest
rooms required to provide communication features
complying with 806.3 shall be dispersed among the
various classes of guest rooms, and shall provide
choices of types of guest rooms, number of beds,
and other amenities comparable to the choices
provided to other guests. Where the minimum
number of guest rooms required to comply with 806
is not sufficient to allow for complete dispersion,
guest rooms shall be dispersed in the following
priority: guest room type, number of beds, and
amenities. At least one guest room required to
provide mobility features complying with 806.2 shall
also provide communication features complying with
806.3. Not more than 10 percent of guest rooms
required to provide mobility features complying with
806.2 shall be used to satisfy the minimum number
of guest rooms required to provide communication
features complying with 806.3.

Advisory 224.5 Dispersion. Factors to be considered
in providing an equivalent range of options may
include, but are not limited to, room size, bed size,
cost, view, bathroom fixtures such as hot tubs and
spas, smoking and nonsmoking, and the number of
rooms provided.
225 Storage

PROPOSED CHANGES
requirements for doors and doorways in Section 404
do not apply to guest rooms not required to provide
mobility features.
224.5 Dispersion. Guest rooms required to provide
mobility features complying with 806.2 and guest
rooms required to provide communication features
complying with 806.3 shall be dispersed among the
various classes of guest rooms, and shall provide
choices of types of guest rooms, number of beds, and
other amenities comparable to the choices provided
to other guests. Where the minimum number of guest
rooms required to comply with 806 is not sufficient to
allow for complete dispersion, guest rooms shall be
dispersed in the following priority: guest room type,
number of beds, and amenities. At least one guest
room required to provide mobility features complying
with 806.2 shall also provide communication features
complying with 806.3. Not more than 10 percent of
guest rooms required to provide mobility features
complying with 806.2 shall be used to satisfy the
minimum number of guest rooms required to provide
communication features complying with 806.3.
Factors to be considered in providing an equivalent
range of options may include, but are not limited to,
room size, bed size, cost, view, bathroom fixtures such
as hot tubs and spas, smoking and nonsmoking, and
the number of rooms provided.
Advisory 224.5 Dispersion. Factors to be considered
in providing an equivalent range of options may
include, but are not limited to, room size, bed size,
cost, view, bathroom fixtures such as hot tubs and
spas, smoking and nonsmoking, and the number of
rooms provided.

COMMENTS

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

2012 TAS
225.2 Storage. Where storage is provided in
accessible spaces, at least one of each type shall
comply with 811.

Advisory 225.2 Storage. Types of storage include,
but are not limited to, closets, cabinets, shelves,
clothes rods, hooks, and drawers. Where provided,
at least one of each type of storage must be within
the reach ranges specified in 308; however, it is
permissible to install additional storage outside the
reach ranges.
225.2.1 Lockers. Where lockers are provided, at least
5 percent, but no fewer than one of each type, shall
comply with 811.

Advisory 225.2.1 Lockers. Different types of lockers
may include full-size and half-size lockers, as well as
those specifically designed for storage of various
sports equipment.

PROPOSED CHANGES
225.2 Storage. Where storage is provided in
accessible spaces, at least one of each type shall
comply with 811.
Types of storage include, but are not limited to,
closets, cabinets, shelves, clothes rods, hooks, and
drawers plus the intended use including, but not
limited to coat closets and supply closets. Where
provided, at least one of each type of storage must be
within the reach ranges specified in 308; however, it is
permissible to install additional storage outside the
reach ranges.
Base and wall cabinets are considered the same type
of storage if designated the same, used for the same
purpose, and located in the same room or space.
However, counter surfaces shall not be considered a
type of storage.
Advisory 225.2 Storage. Types of storage include, but
are not limited to, closets, cabinets, shelves, clothes
rods, hooks, and drawers. Where provided, at least
one of each type of storage must be within the reach
ranges specified in 308; however, it is permissible to
install additional storage outside the reach ranges.
225.2.1 Lockers. Where lockers are provided, at least
5 percent, but no fewer than one of each type, shall
comply with 811.
Different types of lockers may include full-size and
half-size lockers, as well as those specifically designed
for storage of various sports equipment.
Advisory 225.2.1 Lockers. Different types of lockers
may include full-size and half-size lockers, as well as
those specifically designed for storage of various
sports equipment.

COMMENTS
Added requirements of advisory within
section text and edited based on TM 201323.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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225.2.2 Self-Service Shelving. Self-service shelves
shall be located on an accessible route complying
with 402. Self-service shelving shall not be required
to comply with 308.

PROPOSED CHANGES
225.2.2 Self-Service Shelving. Self-service shelves
shall be located on an accessible route complying with
402. Self-service shelving shall not be required to
comply with 308.

COMMENTS
Added requirements of advisory within
section text and clarification on common
techinfo question.

Self-service shelves include, but are not limited to,
library, store, or post office shelves.

Advisory 225.2.2 Self-Service Shelving. Self-service
shelves include, but are not limited to, library, store,
or post office shelves.
225.3 Self-Service Storage Facilities. Self-service
storage facilities shall provide individual self-service
storage spaces complying with these requirements in
accordance with Table 225.3.

Display kitchens are considered self-service shelving
because elements are inoperable and meant only to
show the items in their installed state. Inoperable
display kitchens are not required to comply with 212
Kitchens, Kitchenettes, and Sinks.
Advisory 225.2.2 Self-Service Shelving. Self-service
shelves include, but are not limited to, library, store,
or post office shelves.
225.3 Self-Service Storage Facilities. Self-service
storage facilities shall provide individual self-service
storage spaces complying with these requirements in
accordance with Table 225.3.

Advisory 225.3 Self-Service Storage Facilities.
Although there are no technical requirements that
are unique to self-service storage facilities, elements
and spaces provided in facilities containing selfservice storage spaces required to comply with these
requirements must comply with this document
where applicable. For example: the number of
storage spaces required to comply with these
requirements must provide Accessible Routes
complying with Section 206; Accessible Means of

Although there are no technical requirements that are
unique to self-service storage facilities, elements and
spaces provided in facilities containing self-service
storage spaces required to comply with these
requirements must comply with this document where
applicable.
Advisory 225.3 Self-Service Storage Facilities.
Although there are no technical requirements that are
unique to self-service storage facilities, elements and
spaces provided in facilities containing self-service
storage spaces required to comply with these
requirements must comply with this document where
applicable. For example: the number of storage
spaces required to comply with these requirements
must provide Accessible Routes complying with
Section 206; Accessible Means of Egress complying

Removed to add advisory to requirements
section.
Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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Egress complying with Section 207; Parking Spaces
complying with Section 208; and, where provided,
other public use or common use elements and
facilities such as toilet rooms, drinking fountains, and
telephones must comply with the applicable
requirements of this document.
226 Dining Surfaces and Work Surfaces
226.1 General. Where dining surfaces are provided
for the consumption of food or drink, at least 5
percent of the seating spaces and standing spaces at
the dining surfaces shall comply with 902. In
addition, where work surfaces are provided for use
by other than employees, at least 5 percent shall
comply with 902.

PROPOSED CHANGES
with Section 207; Parking Spaces complying with
Section 208; and, where provided, other public use or
common use elements and facilities such as toilet
rooms, drinking fountains, and telephones must
comply with the applicable requirements of this
document.

COMMENTS

226.1 General. Where dining surfaces are provided for
the consumption of food or drink, at least 5 percent of
the seating spaces and standing spaces at the dining
surfaces shall comply with 902. In addition, where
work surfaces are provided for use by other than
employees, at least 5 percent shall comply with 902.

Added based on clarification needed in TM
2013-14.

A measurement of 18 inches per person shall be used
to calculate the number of seated and standing
capacity of a dining surface where fixed seating is not
provided. Adjustable height counters or tables and
fold-down counter or table leafs are not considered
accessible.
In facilities covered by the ADA, this requirement does
not apply to work surfaces used only by employees.
However, employers should consider work surfaces
that are flexible and permit installation at variable
heights and clearances.
Advisory 226.1 General. In facilities covered by the
ADA, this requirement does not apply to work
surfaces used only by employees. However,
employers should consider work surfaces that are
flexible and permit installation at variable heights
and clearances.
226.2 Dispersion. Dining surfaces and work surfaces
required to comply with 902 shall be dispersed
throughout the space or facility containing dining
surfaces and work surfaces.

Advisory 226.1 General. In facilities covered by the
ADA, this requirement does not apply to work
surfaces used only by employees. However,
employers should consider work surfaces that are
flexible and permit installation at variable heights and
clearances.
226.2 Dispersion. Dining surfaces and work surfaces
required to comply with 902 shall be dispersed
throughout the space or facility containing dining
surfaces and work surfaces.

Added requirements of advisory within
section text.
Removed to add advisory to requirements
section.

Added based on clarification needed in TM
2013-14.
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PROPOSED CHANGES

COMMENTS

The space may have several types of seating and
accessible seating must dispersed throughout each
type. This includes, but is not limited to; seated and
standing spaces provided at fixed or built-in tables,
bars, lunch counters, and booths.
227 Sales and Service
227.3 Counters. Where provided, at least one of
each type of sales counter and service counter shall
comply with 904.4. Where counters are dispersed
throughout the building or facility, counters
complying with 904.4 also shall be dispersed.

Advisory 227.3 Counters. Types of counters that
provide different services in the same facility include,
but are not limited to, order, pick-up, express, and
returns. One continuous counter can be used to
provide different types of service. For example, order
and pick-up are different services. It would not be
acceptable to provide access only to the part of the
counter where orders are taken when orders are
picked-up at a different location on the same
counter. Both the order and pick-up section of the
counter must be accessible.
228 Depositories, Vending Machines, Change
Machines, Mail Boxes, and Fuel Dispensers
228.1 General. Where provided, at least one of each
type of depository, vending machine, change
machine, and fuel dispenser shall comply with 309.

227.3 Counters. Where provided, at least one of each
type of sales counter and service counter shall comply
with 904.4. Where counters are dispersed throughout
the building or facility, counters complying with 904.4
also shall be dispersed.
Types of counters that provide different services in
the same facility include, but are not limited to, order,
pick-up, express, and returns. One continuous counter
can be used to provide different types of service.
Advisory 227.3 Counters. Types of counters that
provide different services in the same facility include,
but are not limited to, order, pick-up, express, and
returns. One continuous counter can be used to
provide different types of service. For example, order
and pick-up are different services. It would not be
acceptable to provide access only to the part of the
counter where orders are taken when orders are
picked-up at a different location on the same counter.
Both the order and pick-up section of the counter
must be accessible.

228.1 General. Where provided, at least one of each
type of depository, vending machine, change
machine, and fuel dispenser shall comply with 309.
Depositories include, but are not limited to, night
receptacles in banks, post offices, video stores, and
libraries.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 228.1 General. Depositories include, but
are not limited to, night receptacles in banks, post
offices, video stores, and libraries.
230 Two-Way Communication Systems
230.1 General. Where a two-way communication
system is provided to gain admittance to a building
or facility or to restricted areas within a building or
facility, the system shall comply with 708.

Advisory 230.1 General. This requirement applies to
facilities such as office buildings, courthouses, and
other facilities where admittance to the building or
restricted spaces is dependent on two-way
communication systems.
232 Detention Facilities and Correctional Facilities
232.1 General. Buildings, facilities, or portions
thereof, in which people are detained for penal or
correction purposes, or in which the liberty of the
inmates is restricted for security reasons shall
comply with 232.

Advisory 232.1 General. Detention facilities include,
but are not limited to, jails, detention centers, and
holding cells in police stations. Correctional facilities
include, but are not limited to, prisons,
reformatories, and correctional centers.

PROPOSED CHANGES
Advisory 228.1 General. Depositories include, but are
not limited to, night receptacles in banks, post offices,
video stores, and libraries.

COMMENTS
Removed to add advisory to requirements
section.

230.1 General. Where a two-way communication
system is provided to gain admittance to a building or
facility or to
restricted areas within a building or
facility, the system shall comply with 708.

Added requirements of advisory within
section text.

This requirement applies to facilities such as office
buildings, courthouses, and other facilities where
admittance to the building or restricted spaces is
dependent on two-way communication systems.
Advisory 230.1 General. This requirement applies to
facilities such as office buildings, courthouses, and
other facilities where admittance to the building or
restricted spaces is dependent on two-way
communication systems.
232.1 General. Buildings, facilities, or portions
thereof, in which people are detained for penal or
correction purposes, or in which the liberty of the
inmates is restricted for security reasons shall comply
with 232.
Detention facilities include, but are not limited to,
jails, detention centers, and holding cells in police
stations. Correctional facilities include, but are not
limited to, prisons, reformatories, and correctional
centers.
Advisory 232.1 General. Detention facilities include,
but are not limited to, jails, detention centers, and
holding cells in police stations. Correctional facilities
include, but are not limited to, prisons, reformatories,
and correctional centers.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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EXCEPTION: Alterations to cells shall not be required
to comply except to the extent determined by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
232.2.1 Cells with Mobility Features. At least 2
percent, but no fewer than one, of the total number
of cells in a facility shall provide mobility features
complying with 807.2.
232.2.2 Cells with Communication Features. At least
2 percent, but no fewer than one, of the total
number of general holding cells and general housing
cells equipped with audible emergency alarm
systems and permanently installed telephones within
the cell shall provide communication features
complying with 807.3.
233 Residential Facilities
233.1 General. Group homes, halfway houses,
shelters, or similar social service center
establishments that provide either temporary
sleeping accommodations or residential dwelling
units that are subject to these standards shall comply
with the provisions applicable to residential facilities,
including, but not limited to, the provisions in
sections 233 and 809.

Advisory 233.1 General. Section 233 outlines the
requirements for residential facilities subject to
Texas Government Code, Chapter 469. The facilities
covered by Section 233, as well as other facilities not

PROPOSED CHANGES
EXCEPTION: Alterations to cells shall not be required
to comply except to the extent determined by the U.
S. Attorney General.

COMMENTS
Correction to reference.

232.2.1 Cells with Mobility Features. At least 3
percent, but no fewer than one, of the total number
of cells in a facility shall provide mobility features
complying with 807.2.
232.2.2 Cells with Communication Features. At least
3 percent, but no fewer than one, of the total number
of general holding cells and general housing cells
equipped with audible emergency alarm systems and
permanently installed telephones within the cell shall
provide communication features complying with
807.3.

Change to match Rule 68.103(1).

233.1 General. Group homes, halfway houses,
shelters, or similar social service center
establishments that provide either temporary sleeping
accommodations or residential dwelling units that are
subject to these standards including living quarters for
emergency services personnel, fire fighters, and park
rangers shall comply with the provisions applicable to
residential facilities, including, but not limited to, the
provisions in sections 233 and 809.

Examples provided for more detail.

Crew quarters that are used exclusively as a residence
by emergency response personnel and the kitchens
and bathrooms exclusively serving those quarters
shall comply with the requirements of 233 (including
233.3.1) and 809 for residential facilities and
residential dwelling units.
Advisory 233.1 General. Section 233 outlines the
requirements for residential facilities subject to Texas
Government Code, Chapter 469. The facilities covered
by Section 233, and other facilities not covered by this

Change to match Rule 68.103(2).

Added based on clarification within TM
2012-02.
Changed based on clarification within TM
2012-02.
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covered by this section, may still be subject to
Federal laws such as the Fair Housing Act and Section
504 of the Rehabilitation Act of 1973, as amended.
For example, the Fair Housing Act requires certain
residential structures having four or more multifamily dwelling units, regardless of whether they are
privately owned or federally assisted, include certain
features of accessible and adaptable design
according to guidelines established by the U. S.
Department of Housing and Urban Development
(HUD). These laws and the appropriate regulations
should be consulted before proceeding with the
design and construction of residential facilities
Section 233 is not a stand-alone section; this section
only addresses the minimum number of residential
dwelling units within a facility required to comply
with Chapter 8. However, residential facilities must
also comply with the requirements of this document.
For example: Section 206.5.4 requires all doors and
doorways providing user passage in residential
dwelling units providing mobility features to comply
with Section 404; Section 206.7.6 permits platform
lifts to be used to connect levels within residential
dwelling units providing mobility features; Section
208 provides general scoping for accessible parking
and Section 208.2.3.1 specifies the required number
of accessible parking spaces for each residential
dwelling unit providing mobility features; Section
228.2 requires mail boxes to be within reach ranges
when they serve residential dwelling units providing
mobility features; play areas are addressed in Section
240; and swimming pools are addressed in Section
242. There are special provisions applicable to
facilities containing residential dwelling units at:
Exception 3 to 202.3; Exception to 202.4; 203.8; and
Exception 4 to 206.2.3.

PROPOSED CHANGES
section, may still be subject to Federal laws including
the Fair Housing Act and Section 504 of the
Rehabilitation Act of 1973, as amended. For example,
the Fair Housing Act requires certain residential
structures having four or more multi-family dwelling
units, regardless of whether they are privately owned
or federally assisted, to include certain features of
accessible and adaptable design according to
guidelines established by the U. S. Department of
Housing and Urban Development (HUD). These laws
and the appropriate regulations should be consulted
before proceeding with the design and construction of
residential facilities. Section 233 is not a stand-alone
section; this section only addresses the minimum
number of residential dwelling units within a facility
required to comply with Chapter 8. However,
residential facilities must also comply with the
requirements of this document. For example: Section
206.5.4 requires all doors and doorways providing
user passage in residential dwelling units providing
mobility features to comply with Section 404; Section
206.7.6 permits the use of platform lifts to be used to
connect levels within residential dwelling units
providing mobility features; Section 208 provides
general scoping for accessible parking and Section
208.2.3.1 specifies the required number of accessible
parking spaces for each residential dwelling unit
providing mobility features. Further examples include
Section 228.2, which requires mailboxes to be within
reach ranges when they serve residential dwelling
units providing mobility features; play areas
addressed in Section 240; and swimming pools are
addressed in Section 242. There are special provisions
applicable to facilities containing residential dwelling
units at: Exception 3 to 202.3; Exception to 202.4;
203.8; and Exception 4 to 206.2.3.

COMMENTS
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233.3.2 Residential Dwelling Units for Sale.
(RESERVED)
EXCEPTION: Where compliance with 809.2, 809.3, or
809.4 is technically infeasible, or where it is
technically infeasible to provide an accessible route
to a residential dwelling unit, the entity shall be
permitted to alter or construct a comparable
residential dwelling unit to comply with 809.2
through 809.4 provided that the minimum number
of residential dwelling units required by 233.3.1.1
and 233.3.1.2, as applicable, is satisfied.

PROPOSED CHANGES
233.3.2 Residential Dwelling Units for Sale.
(RESERVED)
EXCEPTION: Where compliance with 809.2, 809.3, or
809.4 is technically infeasible, or where it is
technically infeasible to provide an accessible route to
a residential dwelling unit, the entity shall be
permitted to alter or construct a comparable
residential dwelling unit to comply with 809.2 through
809.4 provided that the minimum number of
residential dwelling units required by 233.3.1.1 and
233.3.1.2, as applicable, is satisfied.

Advisory 233.3.4 Alterations Exception. A
substituted dwelling unit must be comparable to the
dwelling unit that is not made accessible. Factors to
be considered in comparing one dwelling unit to
another should include the number of bedrooms;
amenities provided within the dwelling unit; types of
common spaces provided within the facility; and
location with respect to community resources and
services, such as public transportation and civic,
recreational, and mercantile facilities.
233.3.4.1 Alterations to Vacated Buildings. Where a
building is vacated for the purposes of alteration,
and the altered building contains more than 15
residential dwelling units, at least 5 percent of the
residential dwelling units shall comply with 809.2
through 809.4 and shall be on an accessible route as

A substituted dwelling unit must be comparable to the
dwelling unit that is not made accessible. Factors to
be considered in comparing one dwelling unit to
another shall include the number of bedrooms;
amenities provided within the dwelling unit; types of
common spaces provided within the facility; and
location with respect to community resources and
services, such as public transportation and civic,
recreational, and mercantile facilities.
Advisory 233.3.4 Alterations Exception. A substituted
dwelling unit must be comparable to the dwelling unit
that is not made accessible. Factors to be considered
in comparing one dwelling unit to another should
include the number of bedrooms; amenities provided
within the dwelling unit; types of common spaces
provided within the facility; and location with respect
to community resources and services, such as public
transportation and civic, recreational, and mercantile
facilities.
233.3.3.1 Alterations to Vacated Buildings. Where a
building is vacated for the purposes of alteration, and
the altered building contains more than 15 residential
dwelling units, at least 5 percent of the residential
dwelling units shall comply with 809.2 through 809.4
and shall be on an accessible route as required by 206.

COMMENTS
This is not an applicable section because
TAS is construction law.
Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Correction to numbering based on removal
of 233.3.2.
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required by 206. In addition, at least 2 percent of the
residential dwelling units shall comply with 809.5.

PROPOSED CHANGES
In addition, at least 2 percent of the residential
dwelling units shall comply with 809.5.
This provision is intended to apply where a building is
vacated with the intent to alter the building. Buildings
that are vacated solely for pest control or asbestos
removal are not subject to the requirements to
provide residential dwelling units with mobility
features or communication features.

Advisory 233.3.4.1 Alterations to Vacated Buildings.
This provision is intended to apply where a building is
vacated with the intent to alter the building.
Buildings that are vacated solely for pest control or
asbestos removal are not subject to the
requirements to provide residential dwelling units
with mobility features or communication features.
233.3.4.2 Alterations to Individual Residential
Dwelling Units. In individual residential dwelling
units, where a bathroom or a kitchen is substantially
altered, and at least one other room is altered, the
requirements of 233.3.1 shall apply to the altered
residential dwelling units until the total number of
residential dwelling units complies with the
minimum number required by 233.3.1.1 and
233.3.1.2. Residential dwelling units required to
comply with 233.3.1.1 shall be on an accessible route
as required by 206.

Advisory 233.3.4.1 Alterations to Vacated Buildings.
This provision is intended to apply where a building is
vacated with the intent to alter the building. Buildings
that are vacated solely for pest control or asbestos
removal are not subject to the requirements to
provide residential dwelling units with mobility
features or communication features.
233.3.3.2 Alterations to Individual Residential
Dwelling Units. In individual residential dwelling units,
where a bathroom or a kitchen is substantially
altered, and at least one other room is altered, the
requirements of 233.3.1 shall apply to the altered
residential dwelling units until the total number of
residential dwelling units complies with the minimum
number required by 233.3.1.1 and 233.3.1.2.
Residential dwelling units required to comply with
233.3.1.1 shall be on an accessible route as required
by 206.
Section 233.3.4.2 uses the terms "substantially
altered" and "altered." A substantial alteration to a
kitchen or bathroom includes, but is not limited to,
alterations that are changes to or rearrangements in
the plan configuration, or replacement of cabinetry.
Substantial alterations do not include normal
maintenance or appliance and fixture replacement,
unless such maintenance or replacement requires

COMMENTS

Added requirements of advisory within
section text.
Removed to add advisory to requirements
section.

Correction to numbering based on removal
of 233.3.2.

Added requirements of advisory within
section text.
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Advisory 233.3.4.2 Alterations to Individual
Residential Dwelling Units. Section 233.3.4.2 uses
the terms "substantially altered" and "altered." A
substantial alteration to a kitchen or bathroom
includes, but is not limited to, alterations that are
changes to or rearrangements in the plan
configuration, or replacement of cabinetry.
Substantial alterations do not include normal
maintenance or appliance and fixture replacement,
unless such maintenance or replacement requires
changes to or rearrangements in the plan
configuration, or replacement of cabinetry. The term
"alteration" is defined in Section 106 of these
requirements.
234 Amusement Rides
EXCEPTION: Mobile or portable amusement rides
shall not be required to comply with 234.

Advisory 234.1 General Exception. Mobile or
temporary rides are those set up for short periods of
time such as traveling carnivals, State and county
fairs, and festivals. The amusement rides that are
covered by 234.1 are ones that are not regularly
assembled and disassembled.
EXCEPTIONS: 1. Amusement rides that are controlled
or operated by the rider shall not be required to
comply with 234.3.

PROPOSED CHANGES
changes to or rearrangements in the plan
configuration, or replacement of cabinetry. The term
"alteration" is defined in Section 106 of these
requirements.
Advisory 233.3.4.2 Alterations to Individual
Residential Dwelling Units. Section 233.3.4.2 uses the
terms "substantially altered" and "altered." A
substantial alteration to a kitchen or bathroom
includes, but is not limited to, alterations that are
changes to or rearrangements in the plan
configuration, or replacement of cabinetry.
Substantial alterations do not include normal
maintenance or appliance and fixture replacement,
unless such maintenance or replacement requires
changes to or rearrangements in the plan
configuration, or replacement of cabinetry. The term
"alteration" is defined in Section 106 of these
requirements.
EXCEPTION: Mobile or portable amusement rides
shall not be required to comply with 234.
Mobile or temporary rides are those set up for short
periods of time such as traveling carnivals, State and
county fairs, and festivals. The amusement rides that
are covered by 234.1 are ones that are not regularly
assembled and disassembled.
Advisory 234.1 General Exception. Mobile or
temporary rides are those set up for short periods of
time such as traveling carnivals, State and county
fairs, and festivals. The amusement rides that are
covered by 234.1 are ones that are not regularly
assembled and disassembled.
EXCEPTIONS: 1. Amusement rides that are controlled
or operated by the rider shall not be required to
comply with 234.3.

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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EXCEPTIONS: 2. Amusement rides designed primarily
for children, where children are assisted on and off
the ride by an adult, shall not be required to comply
with 234.3.

PROPOSED CHANGES
These rides are not exempt from the other provisions
in 234 requiring an accessible route to the load and
unload areas and to the ride itself. The exception does
not apply to those rides where patrons may cause the
ride to make incidental movements, but where the
patron otherwise has no control over the ride.
EXCEPTIONS: 2. Amusement rides designed primarily
for children, where children are assisted on and off
the ride by an adult, shall not be required to comply
with 234.3.

COMMENTS

Added requirements of advisory within
section text.

The exception is limited to those rides designed
"primarily" for children, where children are assisted
on and off the ride by an adult. This exception is
limited to those rides designed for children and not
for the occasional adult user. An accessible route to
and turning space within the load and unload area will
provide access for adults and family members
assisting children on and off these rides.

EXCEPTIONS: 3. Amusement rides that do not
provide amusement ride seats shall not be required
to comply with 234.3.

These rides are not exempt from the other provisions
in 234 requiring an accessible route to the load and
unload areas and to the ride. The exception does not
apply to those rides where patrons may cause the ride
to make incidental movements, but where the patron
otherwise has no control over the ride.
EXCEPTIONS: 3. Amusement rides that do not provide
amusement ride seats shall not be required to comply
with 234.3.
These rides are not exempt from the other provisions
in 234 requiring an accessible route to the load and
unload areas and to the ride. The exception does not
apply to those rides where patrons may cause the ride
to make incidental movements, but where the patron
otherwise has no control over the ride.

Added requirements of advisory within
section text.
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Advisory 234.3 Minimum Number Exceptions 1
through 3. Amusement rides controlled or operated
by the rider, designed for children, or rides without
ride seats are not required to comply with 234.3.
These rides are not exempt from the other provisions
in 234 requiring an accessible route to the load and
unload areas and to the ride. The exception does not
apply to those rides where patrons may cause the
ride to make incidental movements, but where the
patron otherwise has no control over the ride.
Advisory 234.3 Minimum Number Exception 2. The
exception is limited to those rides designed
"primarily" for children, where children are assisted
on and off the ride by an adult. This exception is
limited to those rides designed for children and not
for the occasional adult user. An accessible route to
and turning space in the load and unload area will
provide access for adults and family members
assisting children on and off these rides.
234.4 Existing Amusement Rides. Where existing
amusement rides are altered, the alteration shall
comply with 234.4.

Advisory 234.4 Existing Amusement Rides. Routine
maintenance, painting, and changing of theme
boards are examples of activities that do not
constitute an alteration subject to this section.
235 Recreational Boating Facilities
235.2 Boat Slips. Boat slips complying with 1003.3.1
shall be provided in accordance with Table 235.2.
Where the number of boat slips is not identified,
each 40 feet (12 m) of boat slip edge provided along
the perimeter of the pier shall be counted as one
boat slip for the purpose of this section.

PROPOSED CHANGES
Advisory 234.3 Minimum Number Exceptions 1
through 3. Amusement rides controlled or operated
by the rider, designed for children, or rides without
ride seats are not required to comply with 234.3.
These rides are not exempt from the other provisions
in 234 requiring an accessible route to the load and
unload areas and to the ride. The exception does not
apply to those rides where patrons may cause the ride
to make incidental movements, but where the patron
otherwise has no control over the ride.
Advisory 234.3 Minimum Number Exception 2. The
exception is limited to those rides designed
"primarily" for children, where children are assisted
on and off the ride by an adult. This exception is
limited to those rides designed for children and not
for the occasional adult user. An accessible route to
and turning space in the load and unload area will
provide access for adults and family members
assisting children on and off these rides.
234.4 Existing Amusement Rides. Where existing
amusement rides are altered, the alteration shall
comply with 234.4.
Routine maintenance, painting, and changing of
theme boards are examples of activities that do not
constitute an alteration subject to this section.
Advisory 234.4 Existing Amusement Rides. Routine
maintenance, painting, and changing of theme boards
are examples of activities that do not constitute an
alteration subject to this section.
235.2 Boat Slips. Boat slips complying with 1003.3.1
shall be provided in accordance with Table 235.2.
Where the number of boat slips is not identified, each
40 feet (12 m) of boat slip edge provided along the
perimeter of the pier shall be counted as one boat slip
for the purpose of this section.

COMMENTS
Removed to add advisory to requirements
section.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 235.2 Boat Slips. The requirement for boat
slips also applies to piers where boat slips are not
demarcated. For example, a single pier 25 feet (7620
mm) long and 5 feet (1525 mm) wide (the minimum
width specified by Section 1003.3) allows boats to
moor on three sides. Because the number of boat
slips is not demarcated, the total length of boat slip
edge (55 feet, 17 m) must be used to determine the
number of boat slips provided (two). This number is
based on the specification in Section 235.2 that each
40 feet (12 m) of boat slip edge, or fraction thereof,
counts as one boat slip. In this example, Table 235.2
would require one boat slip to be accessible.
235.2.1 Dispersion. Boat slips complying with
1003.3.1 shall be dispersed throughout the various
types of boat slips provided. Where the minimum
number of boat slips required to comply with
1003.3.1 has been met, no further dispersion shall be
required.

Advisory 235.2.1 Dispersion. Types of boat slips are
based on the size of the boat slips; whether single
berths or double berths, shallow water or deep
water, transient or longer-term lease, covered or
uncovered; and whether slips are equipped with

PROPOSED CHANGES
The requirement for boat slips also applies to piers
where boat slips are not demarcated.
Advisory 235.2 Boat Slips. The requirement for boat
slips also applies to piers where boat slips are not
demarcated. For example, a single pier 25 feet (7620
mm) long and 5 feet (1525 mm) wide (the minimum
width specified by Section 1003.3) allows boats to
moor on three sides. Because the number of boat slips
is not demarcated, the total length of boat slip edge
(55 feet, 17 m) must be used to determine the
number of boat slips provided (two). This number is
based on the specification in Section 235.2 that each
40 feet (12 m) of boat slip edge, or fraction thereof,
counts as one boat slip. In this example, Table 235.2
would require one boat slip to be accessible.
235.2.1 Dispersion. Boat slips complying with
1003.3.1 shall be dispersed throughout the various
types of boat slips provided. Where the minimum
number of boat slips required to comply with 1003.3.1
has been met, no further dispersion shall be required.
Types of boat slips are based on the size of the boat
slips; whether single berths or double berths, shallow
water or deep water, transient or longer-term lease,
covered or uncovered; and whether slips are
equipped with features such as telephone, water,
electricity or cable connections. The term "boat slip" is
intended to cover any pier area other than launch
ramp boarding piers where recreational boats are
moored for purposes of berthing, embarking, or
disembarking.
Advisory 235.2.1 Dispersion. Types of boat slips are
based on the size of the boat slips; whether single
berths or double berths, shallow water or deep water,
transient or longer-term lease, covered or uncovered;
and whether slips are equipped with features such as

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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features such as telephone, water, electricity or
cable connections. The term "boat slip" is intended
to cover any pier area other than launch ramp
boarding piers where recreational boats are moored
for purposes of berthing, embarking, or
disembarking. For example, a fuel pier may contain
boat slips, and this type of short term slip would be
included in determining compliance with 235.2.
236 Exercise Machines and Equipment
Advisory 236.1 General. Most strength training
equipment and machines are considered different
types. Where operators provide a biceps curl
machine and cable-cross-over machine, both
machines are required to meet the provisions in this
section, even though an individual may be able to
work on their biceps through both types of
equipment.
Similarly, there are many types of cardiovascular
exercise machines, such as stationary bicycles,
rowing machines, stair climbers, and treadmills. Each
machine provides a cardiovascular exercise and is
considered a different type for purposes of these
requirements.
239 Miniature Golf Facilities
239.3 Miniature Golf Course Configuration.
Miniature golf courses shall be configured so that the
holes complying with 1007.3 are consecutive.
Miniature golf courses shall provide an accessible
route from the last hole complying with 1007.3 to
the course entrance or exit without requiring travel
through any other holes on the course.

PROPOSED CHANGES
telephone, water, electricity or cable connections. The
term "boat slip" is intended to cover any pier area
other than launch ramp boarding piers where
recreational boats are moored for purposes of
berthing, embarking, or disembarking. For example, a
fuel pier may contain boat slips, and this type of shortterm slip would be included in determining
compliance with 235.2.

COMMENTS

Advisory 236.1 General. Most strength training
equipment and machines are considered different
types. Where operators provide a biceps curl machine
and cable-cross-over machine, both machines are
required to meet the provisions in this section, even
though an individual may be able to work on their
biceps through both types of equipment.
Similarly, there are many types of cardiovascular
exercise machines, such as stationary bicycles, rowing
machines, stair climbers, and treadmills. Each
machine provides a cardiovascular exercise and is
considered a different type for purposes of these
requirements unless it has identical features, control
systems, and positions.

Clarifies machine types and features.

239.3 Miniature Golf Course Configuration. Miniature
golf courses shall be configured so that the holes
complying with 1007.3 are consecutive. Miniature golf
courses shall provide an accessible route from the last
hole complying with 1007.3 to the course entrance or
exit without requiring travel through any other holes
on the course.

Added requirements of advisory within
section text.

Where only the minimum 50 percent of the holes are
accessible, an accessible route from the last accessible
hole to the course exit or entrance must not require
travel back through other holes. In some cases, this
may require an additional accessible route. Other
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Advisory 239.3 Miniature Golf Course
Configuration. Where only the minimum 50 percent
of the holes are accessible, an accessible route from
the last accessible hole to the course exit or entrance
must not require travel back through other holes. In
some cases, this may require an additional accessible
route. Other options include increasing the number
of accessible holes in a way that limits the distance
needed to connect the last accessible hole with the
course exit or entrance.
240 Play Areas
240.1 General. Play areas for children ages 2 and
over shall comply with 240. Where separate play
areas are provided within a site for specific age
groups, each play area shall comply with 240.

Advisory 240.1 General. Play areas may be located
on exterior sites or within a building. Where separate
play areas are provided within a site for children in
specified age groups (e.g., preschool (ages 2 to 5)
and school age (ages 5 to 12)), each play area must
comply with this section. Where play areas are

PROPOSED CHANGES
options include increasing the number of accessible
holes in a way that limits the distance needed to
connect the last accessible hole with the course exit
or entrance.
Advisory 239.3 Miniature Golf Course Configuration.
Where only the minimum 50 percent of the holes are
accessible, an accessible route from the last accessible
hole to the course exit or entrance must not require
travel back through other holes. In some cases, this
may require an additional accessible route. Other
options include increasing the number of accessible
holes in a way that limits the distance needed to
connect the last accessible hole with the course exit
or entrance.
240.1 General. Play areas for children ages 2 and over
shall comply with 240. Where separate play areas are
provided within a site for specific age groups, each
play area shall comply with 240.
Play areas may be located on exterior sites or within a
building. Where separate play areas are provided
within a site for children in specified age groups (e.g.,
preschool (ages 2 to 5) and school age (ages 5 to 12)),
each play area must comply with this section. Where
play areas are provided for the same age group on a
site but are geographically separated (e.g., one is
located next to a picnic area and another is located
next to a softball field), they are considered separate
play areas and each play area must comply with this
section.
Advisory 240.1 General. Play areas may be located on
exterior sites or within a building. Where separate
play areas are provided within a site for children in
specified age groups (e.g., preschool (ages 2 to 5) and
school age (ages 5 to 12)), each play area must comply
with this section. Where play areas are provided for

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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provided for the same age group on a site but are
geographically separated (e.g., one is located next to
a picnic area and another is located next to a softball
field), they are considered separate play areas and
each play area must comply with this section.
240.1.1 Additions. Where play areas are designed
and constructed in phases, the requirements of 240
shall apply to each successive addition so that when
the addition is completed, the entire play area
complies with all the applicable requirements of 240.

PROPOSED CHANGES
the same age group on a site but are geographically
separated (e.g., one is located next to a picnic area
and another is located next to a softball field), they
are considered separate play areas and each play area
must comply with this section.
240.1.1 Additions. Where play areas are designed and
constructed in phases, the requirements of 240 shall
apply to each successive addition so that when the
addition is completed, the entire play area complies
with all the applicable requirements of 240.

Advisory 240.1.1 Additions. These requirements are
to be applied so that when each successive addition
is completed, the entire play area complies with all
applicable provisions. For example, a play area is
built in two phases. In the first phase, there are 10
elevated play components and 10 elevated play
components are added in the second phase for a
total of 20 elevated play components in the play
area. When the first phase was completed, at least 5
elevated play components, including at least 3
different types, were to be provided on an accessible
route. When the second phase is completed, at least
10 elevated play components must be located on an
accessible route, and at least 7 ground level play
components, including 4 different types, must be
provided on an accessible route. At the time the
second phase is complete, ramps must be used to
connect at least 5 of the elevated play components
and transfer systems are permitted to be used to
connect the rest of the elevated play components
required to be located on an accessible route.
240.2.1 Ground Level Play Components. Ground
level play components shall be provided in the

These requirements are to be applied so that when
each successive addition is completed, the entire play
area complies with all applicable provisions.
Advisory 240.1.1 Additions. These requirements are
to be applied so that when each successive addition is
completed, the entire play area complies with all
applicable provisions. For example, a play area is built
in two phases. In the first phase, there are 10 elevated
play components and 10 elevated play components
are added in the second phase for a total of 20
elevated play components in the play area. When the
first phase was completed, at least 5 elevated play
components, including at least 3 different types, were
to be provided on an accessible route. When the
second phase is completed, at least 10 elevated play
components must be located on an accessible route,
and at least 7 ground level play components, including
4 different types, must be provided on an accessible
route. At the time the second phase is complete,
ramps must be used to connect at least 5 of the
elevated play components and transfer systems are
permitted to be used to connect the rest of the
elevated play components required to be located on
an accessible route.
240.2.1 Ground Level Play Components. Ground level
play components shall be provided in the number and

COMMENTS

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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number and types required by 240.2.1. Ground level
play components that are provided to comply with
240.2.1.1 shall be permitted to satisfy the additional
number required by 240.2.1.2 if the minimum
required types of play components are satisfied.
Where two or more required ground level play
components are provided, they shall be dispersed
throughout the play area and integrated with other
play components.

PROPOSED CHANGES
types required by 240.2.1. Ground level play
components that are provided to comply with
240.2.1.1 shall be permitted to satisfy the additional
number required by 240.2.1.2 if the minimum
required types of play components are satisfied.
Where two or more required ground level play
components are provided, they shall be dispersed
throughout the play area and integrated with other
play components.

Advisory 240.2.1 Ground Level Play Components.
Examples of ground level play components may
include spring rockers, swings, diggers, and standalone slides. When distinguishing between the
different types of ground level play components,
consider the general experience provided by the play
component. Examples of different types of
experiences include, but are not limited to, rocking,
swinging, climbing, spinning, and sliding. A spiral
slide may provide a slightly different experience from
a straight slide, but sliding is the general experience
and therefore a spiral slide is not considered a
different type of play component from a straight
slide. Ground level play components accessed by
children with disabilities must be integrated into the
play area. Designers should consider the optimal
layout of ground level play components accessed by
children with disabilities to foster interaction and
socialization among all children. Grouping all ground
level play components accessed by children with
disabilities in one location is not considered
integrated. Where a stand-alone slide is provided, an
accessible route must connect the base of the stairs
at the entry point to the exit point of the slide. A
ramp or transfer system to the top of the slide is not

Ground level play components accessed by children
with disabilities must be integrated into the play area.
Advisory 240.2.1 Ground Level Play Components.
Examples of ground level play components may
include spring rockers, swings, diggers, and standalone slides. When distinguishing between the
different types of ground level play components,
consider the general experience provided by the play
component. Examples of different types of
experiences include, but are not limited to, rocking,
swinging, climbing, spinning, and sliding. A spiral slide
may provide a slightly different experience from a
straight slide, but sliding is the general experience and
therefore a spiral slide is not considered a different
type of play component from a straight slide. Ground
level play components accessed by children with
disabilities must be integrated into the play area.
Designers should consider the optimal layout of
ground level play components accessed by children
with disabilities to foster interaction and socialization
among all children. Grouping all ground level play
components accessed by children with disabilities in
one location is not considered integrated. Where a
stand-alone slide is provided, an accessible route must
connect the base of the stairs at the entry point to the
exit point of the slide. A ramp or transfer system to
the top of the slide is not required. Where a sand box

COMMENTS

Removed to add advisory to requirements
section.
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required. Where a sand box is provided, an
accessible route must connect to the border of the
sand box. Accessibility to the sand box would be
enhanced by providing a transfer system into the
sand or by providing a raised sand table with knee
clearance complying with 1008.4.3. Ramps are
preferred over transfer systems since not all children
who use wheelchairs or other mobility devices may
be able to use, or may choose not to use, transfer
systems. Where ramps connect elevated play
components, the maximum rise of any ramp run is
limited to 12 inches (305 mm). Where possible,
designers and operators are encouraged to provide
ramps with a slope less than the 1:12 maximum.
Berms or sculpted dirt may be used to provide
elevation and may be part of an accessible route to
composite play structures. Platform lifts are
permitted as a part of an accessible route. Because
lifts must be independently operable, operators
should carefully consider the appropriateness of
their use in unsupervised settings.
240.2.1.2 Additional Number and Types. Where
elevated play components are provided, ground level
play components shall be provided in accordance
with Table 240.2.1.2 and shall comply with 1008.4.

Advisory 240.2.1.2 Additional Number and Types.
Where a large play area includes two or more
composite play structures designed for the same age
group, the total number of elevated play

PROPOSED CHANGES
is provided, an accessible route must connect to the
border of the sand box. Accessibility to the sand box
would will be enhanced by providing a transfer system
into the sand or by providing a raised sand table with
knee clearance complying with 1008.4.3. Ramps are
preferred over transfer systems since not all children
who use wheelchairs or other mobility devices may be
able to use, or may choose not to use, transfer
systems. Where ramps connect elevated play
components, the maximum rise of any ramp run is
limited to 12 inches (305 mm). Where possible,
designers and operators are encouraged to provide
ramps with a slope less than the 1:12 maximum.
Berms or sculpted dirt may be used to provide
elevation and may be part of an accessible route to
composite play structures. Platform lifts are permitted
as a part of an accessible route. Because lifts must be
independently operable, operators should carefully
consider the appropriateness of their use in
unsupervised settings.
240.2.1.2 Additional Number and Types. Where
elevated play components are provided, ground level
play components shall be provided in accordance with
Table 240.2.1.2 and shall comply with 1008.4.
Where a large play area includes two or more
composite play structures designed for the same age
group, the total number of elevated play components
on all the composite play structures must be added to
determine the additional number and types of ground
level play components that must be provided on an
accessible route.
Advisory 240.2.1.2 Additional Number and Types.
Where a large play area includes two or more
composite play structures designed for the same age
group, the total number of elevated play components

COMMENTS

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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components on all the composite play structures
must be added to determine the additional number
and types of ground level play components that must
be provided on an accessible route.
240.2.2 Elevated Play Components. Where elevated
play components are provided, at least 50 percent
shall be on an accessible route and shall comply with
1008.4.

PROPOSED CHANGES
on all the composite play structures must be added to
determine the additional number and types of ground
level play components that must be provided on an
accessible route.
240.2.2 Elevated Play Components. Where elevated
play components are provided, at least 50 percent
shall be on an accessible route and shall comply with
1008.4.

Advisory 240.2.2 Elevated Play Components. A
double or triple slide that is part of a composite play
structure is one elevated play component. For
purposes of this section, ramps, transfer systems,
steps, decks, and roofs are not considered elevated
play components. Although socialization and pretend
play can occur on these elements, they are not
primarily intended for play. Some play components
that are attached to a composite play structure can
be approached or exited at the ground level or above
grade from a platform or deck. For example, a
climber attached to a composite play structure can
be approached or exited at the ground level or above
grade from a platform or deck on a composite play
structure. Play components that are attached to a
composite play structure and can be approached
from a platform or deck (e.g., climbers and overhead
play components) are considered elevated play
components. These play components are not
considered ground level play components and do not
count toward the requirements in 240.2.1.2

A double or triple slide that is part of a composite play
structure is one elevated play component. For
purposes of this section, ramps, transfer systems,
steps, decks, and roofs are not considered elevated
play components. Although socialization and pretend
play can occur on these elements, they are not
primarily intended for play.
Advisory 240.2.2 Elevated Play Components. A double
or triple slide that is part of a composite play structure
is one elevated play component. For purposes of this
section, ramps, transfer systems, steps, decks, and
roofs are not considered elevated play components.
Although socialization and pretend play can occur on
these elements, they are not primarily intended for
play. Some play components that are attached to a
composite play structure can be approached or exited
at the ground level or above grade from a platform or
deck. For example, a climber attached to a composite
play structure can be approached or exited at the
ground level or above grade from a platform or deck
on a composite play structure. Play components that
are attached to a composite play structure and can be
approached from a platform or deck (e.g., climbers
and overhead play components) are considered
elevated play components. These play components
are not considered ground level play components and
do not count toward the requirements in 240.2.1.2
regarding the number of ground level play
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section text.
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regarding the number of ground level play
components that must be located on an accessible
route.
242 Swimming Pools, Wading Pools, and Spas
EXCEPTIONS: 1. Where a swimming pool has less
than 300 linear feet (91 m) of swimming pool wall,
no more than one accessible means of entry shall be
required provided that the accessible means of entry
is a swimming pool lift complying with 1009.2 or
sloped entry complying with 1009.3.

Advisory 242.2 Swimming Pools Exception 1. Pool
walls at diving areas and areas along pool walls
where there is no pool entry because of landscaping
or adjacent structures are to be counted when
determining the number of accessible means of
entry required.
243 Shooting Facilities with Firing Positions

PROPOSED CHANGES
components that must be located on an accessible
route.

EXCEPTIONS: 1. Where a swimming pool has less than
300 linear feet (91 m) of swimming pool wall, no more
than one accessible means of entry shall be required
provided that the accessible means of entry is a
swimming pool lift complying with 1009.2 or sloped
entry complying with 1009.3.
Pool walls at diving areas and areas along pool walls
where there is no pool entry because of landscaping
or adjacent structures are to be counted when
determining the number of accessible means of entry
required.
Advisory 242.2 Swimming Pools Exception 1. Pool
walls at diving areas and areas along pool walls where
there is no pool entry because of landscaping or
adjacent structures are to be counted when
determining the number of accessible means of entry
required.
EXCEPTION: Skeet shooting ranges require only one
position to have a 60 inch turning radius.
244 Electric Vehicle Charging Stations

244.1 General. An electric vehicle charging station is
a space where a vehicle may be left charging on an
electric vehicle charging unit. Because the charging
station is not a parking facility, the accessible charging
station does not need to be located immediately
adjacent to the building entrances or reserved
exclusively for the use of disabled persons. Where
electric vehicle charging station spaces are provided
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section text.
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vehicle charging stations separately from
parking.
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to allow for electric vehicle charging, five percent but
not less than one of each type of charging station
space in each cluster on site shall comply with 502.8.
Advisory 244.1 Electric Vehicle Charging Station.
There are two possible scenarios to consider when
establishing charging stations and accommodating
persons with disabilities: where the primary purpose
is EV charging, and where the primary purpose is
accessible parking. EV charging stations need not be
located immediately adjacent to the buildings and
other facilities like traditional accessible parking, since
EV charging, not parking, is considered the primary
purpose. If a charging unit is placed in an existing
accessible parking space, then the primary use of that
space must be accessible parking and the space
requires compliance with 208 and exceptions of 502.
245 Outdoor Developed Areas
245.1 General. Where outdoor developed areas are
designed and constructed, they shall comply with 245.
EXCEPTIONS: 1. Where compliance is structurally
impracticable due to terrain.
EXCEPTIONS: 2. Where construction of the area
cannot be accomplished with the prevailing
construction practices or does not require the use of
construction equipment or methods other than those
typically used in particular type of setting.
EXCEPTIONS: 3. Where compliance will fundamentally
alter the function or purpose of the facility or the
setting.
EXCEPTIONS: 4. Where compliance is limited or
precluded by any of the following: Endangered
Species, National Environmental Policy, National
Historic Preservation, Wilderness, or other federal,
state, or local law for the purpose of which is to
preserve threatened or endangered species, the
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environment, or archaeological, cultural, historical, or
other significant natural features.
Advisory Exception 2. Examples may be where hand
tools are normally used to construct a trail to
minimize the impact on a sensitive adjacent stream
and the prevailing construction practices for this type
of setting do not include blasting. However,
compliance with the clear tread width provision is
required to the extent that it can be accomplished
using hand tools.
245.2 Camping Facilities. Camping facilities, other
than camping facilities on trails, shall comply with
245.2.
Camping facilities on trails are addressed in 245.5.
245.2.1 Camping Units with Mobility Features.
Camping facilities shall provide camping units with
mobility features complying with 245.2.1 in
accordance with Table 245.2.1. Where a camping
facility provides different types of camping units Table
245.2.1 shall apply to each type of camping unit
provided.
Camping units for recreational vehicles only, camping
units for tent camping only, and camping units with
shelters are different types of camping units.
Advisory 245.2.1 Camping Units with Mobility
Features. Camping units with mobility features are
not required to be identified with signs. Entities
should provide information on the location of
camping units with mobility features on websites, in
brochures, and at bulletin boards or information
kiosks at the camping facility. Where entities operate
reservation systems for camping units or assign
camping units upon arrival, entities should establish
policies to ensure that camping units with mobility
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features are available for individuals with disabilities
until all the camping units are occupied.
245.2.1.1 Alterations and Additions. Where camping
units are altered or added, the requirements of
245.2.1 shall apply only to the camping units that are
altered or added until the number of camping units
with mobility features complies with the number
required in Table 245.2.1.
EXCEPTION: Where an entity is implementing a
transition plan for program accessibility developed
pursuant to regulations issued under section 504 of
the Rehabilitation Act that designates specific
camping units to provide mobility features complying
with 245.2.1, the entity shall not be required to
comply with 245.2.1 when altering individual
elements within camping units that are not
designated to provide mobility features complying
with 245.2.1.
When all the elements within a camping unit are
altered, the altered camping unit is required to
comply with 245.2.1 unless the minimum number of
camping units with mobility features required in Table
245.2.1 is provided.
245.2.1.2 Dispersion. Camping units required to
provide mobility features complying with 245.2.1 shall
provide choices of camping units comparable to, and
dispersed among, those available to others.
245.2.1.3 Elements Within Camping Units with
Mobility Features. Elements within camping units
required to provide mobility features shall comply
with 245.2.1.3.
245.2.1.3.1 Outdoor Constructed Features. Where
provided, at least one of each type of outdoor
constructed features shall comply with 1103. Where
more than one of the same type of outdoor
constructed features is provided, at least two of the
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same type of outdoor constructed features shall
comply with 1103.
245.2.1.3.2 Parking Spaces. Where provided, parking
spaces shall comply with 245.2.1.3.2.
245.2.1.3.2.1 Recreational Vehicles. Where parking
spaces are provided for recreational vehicles, at least
one parking space shall comply with 1103.3, 1103.4,
and 1103.5. Where more than one parking space is
provided for recreational vehicles, at least two parking
spaces shall comply with 1103.3, 1103.4, and 1103.5.
245.2.1.3.2.2 Vehicles Other Than Recreational
Vehicles. Where parking spaces are provided for
vehicles other than recreational vehicles, at least one
parking space shall comply with 1103.3, 1103.4, and
1103.5. Where more than one parking space is
provided for a vehicle other than recreational vehicle,
at least two parking spaces shall comply with 1103.3,
1103.4, and 1103.5.
245.2.1.3.3 Tent Pads and Tent Platforms. Where
provided, at least one tent pad and tent platform shall
comply with 1104. Where more than one tent pad
and tent platform are provided, at least two tent pads
and tent platforms shall comply with 1104.
EXCEPTION: Where compliance with applicable
requirements is technically infeasible, the tent pad or
platform will comply with the requirements to the
maximum extent feasible. For purposes of ensuring
compliance with the Texas Government Code, Chapter
469, all determinations of technical infeasibility and
maximum extent feasible are made by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
245.2.1.3.4 Camp Shelters. Where provided, at least
one camp shelter shall comply with 1105. Where
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more than one camp shelter is provided, at least two
camp shelters shall comply with 1105.
EXCEPTION: Where compliance with applicable
requirements is technically infeasible, the tent pad or
platform will comply with the requirements to the
maximum extent feasible. For purposes of ensuring
compliance with the Texas Government Code, Chapter
469, all determinations of technical infeasibility and
maximum extent feasible are made by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
245.2.2 Outdoor Constructed Features in Common
Use and Public Use Areas. Where provided in
common use and public use areas that serve camping
units with mobility features, at least 20 percent, but
not less than on, of each type of outdoor constructed
feature provided at each location shall comply with
1101.
245.2.3 Pull-up Spaces for Recreational Vehicles at
Dump Stations. Where provided, pull-up spaces for
recreational vehicles at dump stations shall comply
with 1103.2, 1103.4, and 1103.5.
245.2.4 Outdoor Recreation Access Routes. Camping
facilities shall provide outdoor recreation access
routes complying with 1107 in accordance with
245.2.4.
In alterations to existing camping facilities, there are
exceptions in 1107 that can be used where conditions
specified in 245.1 apply.
245.2.4.1 Routes Within Camping Units with Mobility
Features. At least one outdoor recreation access
route shall connect accessible elements, spaces, and
facilities provided within camping units with mobility
features.
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245.2.4.2 Routes to and Within Common Use and
Public Areas. Common use and public areas serving
camping units with mobility features shall provide
outdoor recreation access routes in accordance with
245.4.2.
EXCEPTION: Outdoor recreation access routes shall
not be required to connect camping units with
mobility features and recreational vehicle dump
stations where a pull-up space complying with 1103.2,
1103.4, and 1103.5 is provided at the dump station for
recreational vehicles.
245.2.4.2.1 Routes to Common Use and Public Use
Areas. At least one outdoor recreation access route
shall connect each camping unit with mobility
features with common use and public use areas
serving the unit.
245.2.4.2.2 Routes Within Common Use and Public
Use Areas. At least one outdoor recreation access
route shall connect accessible elements, spaces, and
facilities provided within common use and public use
areas serving camping units with mobility features.
245.2.4.3 Routes to Adjacent Recreation Facilities.
Where a circulation path connects camping facilities
and adjacent recreation facilities, at least one outdoor
recreation access route shall connect camping units
with mobility features to an accessible route serving
the adjacent recreation facilities.
245.2.4.3 does not modify the accessible route
requirements in 206 that apply to recreation facilities.
245.2.4.4 Location. Outdoor recreation access routes
required by 245.2.4.2 and 245.2.4.3 shall coincide
with or be in the same area as general circulation
paths.
Advisory 245.2.4.4 Location. Where a vehicular way
serves as the general circulation path for pedestrians
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at a camping facility, the outdoor recreation access
route can be provided within the vehicular way.
245.3 Picnic Facilities. Picnic facilities, other than
picnic facilities on trails, shall comply with 245.3.
Picnic facilities on trails are addressed in 245.5.3.2.
245.3.1 Picnic Units with Mobility Features. Picnic
facilities shall provide picnic units with mobility
features in accordance with 245.3.1.
Picnic units with mobility features are not required to
be identified by signs.
Advisory 245.3.1 Picnic Units with Mobility Features.
Entities should provide information on the location of
picnic units with mobility features on websites, in
brochures, and at bulletin boards or information
kiosks at the picnic facility.
245.3.1.1 Picnic Facilities with Two or Fewer Picnic
Units. Where picnic features contain two or fewer
picnic units, each picnic unit shall provide mobility
features complying with 245.3.1.
245.3.1.2 Picnic Facilities with More than Two Picnic
Units. Where picnic facilities contain more than two
picnic units, at least 20 percent, but not less than two,
of the picnic units shall provide mobility features
complying with 245.3.1.
245.3.1.3 Alterations and Additions. Where picnic
units are altered or added, the requirements of
245.3.1 shall apply only to the picnic units that are
altered or added until the number of picnic units with
mobility features complies with the minimum number
required in 245.3.1.1 or 245.3.1.2.
When all the elements within a picnic unit are altered,
the altered picnic unit is required to comply with
245.3.1 unless the minimum number of picnic units
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with mobility features required in 245.3.1.1 or
245.3.1.2 is met.
EXCEPTION: Where an entity is implementation a
transition plan for program accessibility developed
pursuant to regulations issued under section 504 of
the Rehabilitation Act that designates specific picnic
units to provide mobility features complying with
245.3.1. the entity shall not be required to comply
with 245.3.1 when altering individual elements within
picnic units that are not designated to provide
mobility features complying with 245.3.1.
245.3.1.4 Dispersion. Picnic units required to provide
mobility features complying with 245.3.1 shall provide
choices of picnic units comparable to, and dispersed
among, those available to others.
245.3.1.5 Elements Within Picnic Units with Mobility
Features. Elements within picnic units required to
provide mobility features shall comply with 245.3.1.5.
245.3.1.5.1 Outdoor Constructed Features. Where
provided, at least one of each type of outdoor
constructed feature shall comply with 1102. Where
more than one of the same type of outdoor
constructed feature is provided, at least two of the
same type of outdoor constructed features shall
comply with 1102.
245.3.1.5.2 Parking Spaces. Where provided, at least
one parking space shall comply with 1103.3, 1103.4,
and 1103.5. Where more than one parking space is
provided, at least two parking spaces shall comply
with 1103.3, 1103.4, and 1103.5.
245.3.2 Outdoor Constructed Features in Common
Use and Public Use Areas. Where provided in
common use and public use areas that serve picnic
units with mobility features, at least 20 percent, but
not less than one, of each type of outdoor constructed
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feature provided at each location shall comply with
1102.
245.3.3 Outdoor Recreation Access Routes. Picnic
facilities shall provide outdoor recreation access
routes complying with 1107 in accordance with
245.3.3.
In alterations to existing picnic facilities, there are
exceptions in 1107.1 that can be used where
conditions specified in 245.1 apply.
245.3.3.1 Routes Within Picnic Units with Mobility
Features. At least one outdoor recreation access
route shall connect accessible elements, spaces, and
facilities provided within picnic units with mobility
features.
245.3.3.2 Routes to and Within Common Use and
Public Use Areas. Common use and public use areas
serving picnic units with mobility features shall
provide outdoor recreation access routes in
accordance with 245.3.3.2.
245.3.3.2.1 Routes to Common Use and Public Use
Areas. At least one outdoor recreation access route
shall connect each picnic unit with mobility features
with common use and public use areas serving that
unit.
245.3.3.2.2 Routes Within Common Use and Public
Use Areas. At least one outdoor recreation access
route shall connect accessible elements, spaces, and
facilities provided within common use and public use
areas serving picnic units with mobility features.
245.3.3.3 Routes to Adjacent Recreation Facilities.
Where a circulation path connects picnic facilities and
adjacent recreation facilities, at least one outdoor
recreation access route shall connect picnic units with
mobility features to an access route serving the
adjacent recreation facilities.
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245.3.3.3 does not modify the accessible route
requirements of 206 that apply to adjacent recreation
facilities.
245.3.3.4 Location. Outdoor recreation access routes
required by 245.3.3.2 and 245.3.3.3 shall coincide
with or be in the same area as general circulation
paths.
Advisory 245.3.3.4 Location. Where a vehicular way
serves as the general circulation path for pedestrians
at a picnic facility, the outdoor recreation access route
may be provided within the vehicular way.
245.4 Viewing Areas. Viewing areas, other than
viewing areas on trails, shall comply with 245.4.
Viewing areas on trails are addressed in 245.5.3.3.
245.4.1 Distinct Viewing Locations. Each distinct
viewing location within a viewing area shall comply
with 1106.
Advisory 245.4.1 Distinct Viewing Locations. Viewing
areas can provide more than one distinct viewing
location. For example, a viewing area can provide a
distinct viewing location for observing a mountain
range, and another distinct viewing location for
observing a river. Distinct viewing locations within a
viewing area can be designated by signs or other
markers.
245.4.2 Outdoor Constructed Features. Where
provided within viewing areas, at least 20 percent, but
not less than one, of each type of outdoor constructed
feature shall comply with 1102.
245.4.3 Outdoor Recreation Access Routes. At least
one outdoor recreation access route complying with
1107 shall connect accessible parking spaces or other
arrival points serving the viewing area with accessible
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elements, spaces, and facilities provided within the
viewing area.
There are exceptions in 1107 that can be used where
conditions specified in 245.1 apply.
245.5 Trails. Where a trail is designed for use by
hikers or pedestrians and directly connect to a
trailhead or another trail that substantially meets the
requirements of 1108, the trail shall comply with
1108.
A trail system may include a series of connecting
trails. Only trails that directly connect to a trailhead
or another trail that substantially meets the
requirements in 1108 are required to comply with
1108.
Advisory 245.5 Trails. The Federal Trail Data
Standards classify trails by their designed use and
managed use. A trail has only one designed use that
determines the design, construction, and
maintenance parameters for the trail. A trail can have
more than one managed use based on a management
decision to allow other uses on the trail. Trails that
have a designed use for hikers or pedestrians are
required to comply with 1108. Trails that have a
designed use for other than hikers or pedestrians are
not required to comply with 1108.
245.5.1 Existing Trails. Where the original design,
function, or purpose of an existing trail is changed and
the altered portion of the trail directly connects to a
trailhead or another trail that substantially meets the
requirements in 1108, the altered portion of the trail
shall comply with 1108.
Routine or periodic maintenance activities that are
performed to return an existing trail to the condition
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to which the trail was originally designed are not
required to comply with 1108.
245.5.2 Trailheads. Trailheads shall comply with
245.5.2.
Trailhead information signs are addressed in 216.13.
245.5.2.1 Outdoor Constructed Features. Where
provided within trailheads, at least 20 percent, but
not less than one, of each type of outdoor constructed
feature shall comply with 1102.
245.5.2.2 Outdoor Recreation Access Routes. At
least one outdoor recreation access route complying
with 1107 shall connect the following:
1. Accessible parking spaces or other arrival points
serving the trailhead;
2. Starting point of the trail; and
3. Accessible elements, spaces, and facilities provided
within the trailhead.
In alterations to existing trailheads, there are
exceptions in 1107 that can be used where conditions
specified in 245.1 apply.
245.5.3 Trail Facilities. Where provided on trails,
facilities shall comply with 245.5.3.
Facilities are required to comply with 245.5.3
regardless of whether the trail complies with 1108.
Outdoor recreation access routes are not required at
camping facilities, picnic facilities, or viewing areas
provided on trails.
245.5.3.1 Camping Facilities. Camping facilities
provided on trails shall comply with 245.2.1 and
245.2.2.
245.5.3.2 Picnic Facilities. Picnic facilities provided on
trails shall comply with 245.3.1 and 245.3.2.
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245.5.3.3 Viewing Areas. Viewing areas provided on
trails shall comply with 245.4.1 and 245.4.2.
245.5.3.4 Routes. Routes that connect trails
complying with 1108 to camping facilities, picnic
facilities, viewing areas, pit toilets, and accessible
elements provided within the facilities shall comply
with 1108.
Routes that connect trails that do not comply with
1108 to camping facilities, picnic facilities, viewing
areas, pit toilets and accessible element provided
within the facilities are not required to comply with
1108. An exception to 213.1 exempts pit toilets from
the requirements for accessible toilet facilities.
245.5.4 Outdoor Constructed Features. Where
outdoor constructed features are provided on trails,
other than within facilities specified in 245.5.3, at
least 20 percent, but not less than one, of each type of
outdoor constructed feature at each location shall
comply with 1102.
245.6 Beach Access Routes. Beach access routes
complying with 1109 shall be provided in accordance
with 245.6. Beach access routes shall be permanent
or removable.
There are exceptions in 1109 that can be used where
conditions specified in 245.1 apply.
EXCEPTION: Beach access routes shall not be
required where pedestrian access to the beach is not
permitted.
Advisory 245.6 Beach Access Routes. Removable
beach access routes can be moved to a protected
storage area during storms and other periods when
the routes are subject to damage or loss.
245.6.1 Facilities Serving Beaches. Beach access
routes shall be provided in a number complying with
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245.6.2 where the entity that administers or manages
a beach constructs or alters any of the following
facilities to serve the beach:
1. Circulation paths;
2. Parking facilities;
3. Toilet facilities; or
4. Bathing facilities.
EXCEPTION: The entity shall not be required to
expend more than 20 percent of the costs of
construction or altering the facilities to provide beach
access routes.
245.6.1.2 Beach Nourishment. Beach access routes
shall be provided in a number complying with 245.6.2
where the entity that administers or manages a beach
undertakes a beach nourishment project.
EXCEPTION: The entity shall not be required to
expend more than 20 percent of the costs of a beach
nourishment project to provide beach access routes.
245.6.2 Minimum Number. Where beach access
routes are required by 245.6.1, at least one beach
access route shall be provided for each ½ mile (0.8
km) of beach shoreline administered or managed by
the entity.
EXCEPTION: The number of beach access routes shall
not be required to exceed the number of pedestrian
access points provided by the entity to a beach.
Pedestrian access points to a beach include parking
facilities that serve beaches, dune crossings, and
stairways or ramps leading from boardwalks to the
beach.
245.6.3 Location. Beach access routes shall coincide
with or be in the same area as pedestrian access
points to the beach.

Chapter 3: Building Blocks
304 Turning Space
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EXCEPTION: Slopes not steeper than 1:48 shall be
permitted.

Advisory 304.2 Floor or Ground Surface Exception.
As used in this section, the phrase "changes in level"
refers to surfaces with slopes and to surfaces with
abrupt rise exceeding that permitted in Section
303.3. Such changes in level are prohibited in
required clear floor and ground spaces, turning
spaces, and in similar spaces where people using
wheelchairs and other mobility devices must park
their mobility aids such as in wheelchair spaces, or
maneuver to use elements such as at doors, fixtures,
and telephones. The exception permits slopes not
steeper than 1:48.
306 Knee and Toe Clearance
306.1 General. Where space beneath an element is
included as part of clear floor or ground space or
turning space, the space shall comply with 306.
Additional space shall not be prohibited beneath an
element but shall not be considered as part of the
clear floor or ground space or turning space.

PROPOSED CHANGES
EXCEPTION: Slopes not steeper than 1:48 shall be
permitted.
As used in this section, the phrase "changes in level"
refers to surfaces with slopes and to surfaces with
abrupt rise exceeding that permitted in Section 303.3.
Such changes in level are prohibited in required clear
floor and ground spaces, turning spaces, and in similar
spaces where people using wheelchairs and other
mobility devices must park their mobility aids such as
in wheelchair spaces, or maneuver to use elements
such as at doors, fixtures, and telephones. The
exception permits slopes not steeper than 1:48.
Advisory 304.2 Floor or Ground Surface Exception. As
used in this section, the phrase "changes in level"
refers to surfaces with slopes and to surfaces with
abrupt rise exceeding that permitted in Section 303.3.
Such changes in level are prohibited in required clear
floor and ground spaces, turning spaces, and in similar
spaces where people using wheelchairs and other
mobility devices must park their mobility aids such as
in wheelchair spaces, or maneuver to use elements
such as at doors, fixtures, and telephones. The
exception permits slopes not steeper than 1:48.

306.1 General. Where space beneath an element is
included as part of clear floor or ground space or
turning space, the space shall comply with 306.
Additional space shall not be prohibited beneath an
element but shall not be considered as part of the
clear floor or ground space or turning space.
Clearances are measured in relation to the usable
clear floor space, not necessarily to the vertical
support for an element. When determining clearance
under an object for required turning or maneuvering

COMMENTS
Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 306.1 General. Clearances are measured in
relation to the usable clear floor space, not
necessarily to the vertical support for an element.
When determining clearance under an object for
required turning or maneuvering space, care should
be taken to ensure the space is clear of any
obstructions.
307 Protruding Objects
307.2 Protrusion Limits. Objects with leading edges
more than 27 inches (685 mm) and not more than 80
inches (2030 mm) above the finish floor or ground
shall protrude 4 inches (100 mm) maximum
horizontally into the circulation path.

Advisory 307.2 Protrusion Limits. When a cane is
used and the element is in the detectable range, it
gives a person sufficient time to detect the element
with the cane before there is body contact. Elements
located on circulation paths, including operable
elements, must comply with requirements for
protruding objects. For example, awnings and their
supporting structures cannot reduce the minimum
required vertical clearance. Similarly, casement
windows, when open, cannot encroach more than 4
inches (100 mm) into circulation paths above 27
inches (685 mm).
Chapter 4: Accessible Routes
402 Accessible Routes

PROPOSED CHANGES
space, care should be taken to ensure the space is
clear of any obstructions.
Advisory 306.1 General. Clearances are measured in
relation to the usable clear floor space, not necessarily
to the vertical support for an element. When
determining clearance under an object for required
turning or maneuvering space, care should be taken
to ensure the space is clear of any obstructions.

307.2 Protrusion Limits. Objects with leading edges
more than 27 inches (685 mm) and not more than 80
inches (2030 mm) above the finish floor or ground
shall protrude 4 inches (100 mm) maximum
horizontally into the circulation path.
When a cane is used and the element is in the
detectable range, it gives a person sufficient time to
detect the element with the cane before there is body
contact. Elements located on circulation paths,
including operable elements, must comply with
requirements for protruding objects.
Advisory 307.2 Protrusion Limits. When a cane is
used and the element is in the detectable range, it
gives a person sufficient time to detect the element
with the cane before there is body contact. Elements
located on circulation paths, including operable
elements, must comply with requirements for
protruding objects. For example, awnings and their
supporting structures cannot reduce the minimum
required vertical clearance. Similarly, casement
windows, when open, cannot encroach more than 4
inches (100 mm) into circulation paths above 27
inches (685 mm).

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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402.2 Components. Accessible routes shall consist of
one or more of the following components: walking
surfaces with a running slope not steeper than 1:20,
doorways, ramps, curb ramps excluding the flared
sides, elevators, and platform lifts. All components of
an accessible route shall comply with the applicable
requirements of Chapter 4.

Advisory 402.2 Components. Walking surfaces must
have running slopes not steeper than 1:20, see
403.3. Other components of accessible routes, such
as ramps (405) and curb ramps (406), are permitted
to be more steeply sloped.
403 Walking Surfaces

PROPOSED CHANGES
402.2 Components. Accessible routes shall consist of
one or more of the following components: walking
surfaces with a running slope not steeper than 1:20,
doorways, ramps, curb ramps excluding the flared
sides, elevators, and platform lifts. All components of
an accessible route shall comply with the applicable
requirements of Chapter 4.
Walking surfaces must have running slopes not
steeper than 1:20, see 403.3. Other components of
accessible routes, such as ramps (405) and curb ramps
(406), are permitted to be more steeply sloped.
Advisory 402.2 Components. Walking surfaces must
have running slopes not steeper than 1:20, see 403.3.
Other components of accessible routes, such as ramps
(405) and curb ramps (406), are permitted to be more
steeply sloped.

403.6 Handrails. Where handrails are provided along
walking surfaces with running slopes not steeper
than 1:20 they shall comply with 505.

EXCEPTION: 1. Public right of way project pedestrian
access route cross slope cannot exceed the general
grade established for the adjacent street or highway
within midblock pedestrian street crossings, or at
pedestrian street crossings without yield or stop
controls.
EXCEPTION: 2. Public right of way project pedestrian
access route running slope is 5 percent maximum at
crossings without yield or stop control.
403.6 Handrails. Where handrails are provided along
walking surfaces with running slopes not steeper than
1:20 they shall comply with 505.

Advisory 403.6 Handrails. Handrails provided in
elevator cabs and platform lifts are not required to

Handrails provided in elevator cabs and platform lifts
are not required to comply with the requirements for
handrails on walking surfaces.
Advisory 403.6 Handrails. Handrails provided in
elevator cabs and platform lifts are not required to

COMMENTS
Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added based on rule 68.102(a) and the
PROWAG that violates TAS R302.6.2 and
304.5.3.

Added based on rule 68.102(a) and the
PROWAG that violates TAS.
Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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comply with the requirements for handrails on
walking surfaces.
404 Doors, Doorways, and Gates
EXCEPTION: Doors, doorways, and gates designed to
be operated only by security personnel shall not be
required to comply with 404.2.7, 404.2.8, 404.2.9,
404.3.2 and 404.3.4 through 404.3.7.

PROPOSED CHANGES
comply with the requirements for handrails on
walking surfaces.
EXCEPTION: Doors, doorways, and gates designed to
be operated only by security personnel shall not be
required to comply with 404.2.7, 404.2.8, 404.2.9,
404.3.2 and 404.3.4 through 404.3.7.

Advisory 404.1 General Exception. Security
personnel must have sole control of doors that are
eligible for the Exception at 404.1. It would not be
acceptable for security personnel to operate the
doors for people with disabilities while allowing
others to have independent access.
404.2.4 Maneuvering Clearances. Minimum
maneuvering clearances at doors and gates shall
comply with 404.2.4. Maneuvering clearances shall
extend the full width of the doorway and the
required latch side or hinge side clearance.

Security personnel must have sole control of doors
that are eligible for the Exception at 404.1. It is not
acceptable for security personnel to operate the
doors for people with disabilities while allowing
others to have independent access.
Advisory 404.1 General Exception. Security personnel
must have sole control of doors that are eligible for
the Exception at 404.1. It would not be acceptable for
security personnel to operate the doors for people
with disabilities while allowing others to have
independent access.
404.2.4 Maneuvering Clearances. Minimum
maneuvering clearances at doors and gates shall
comply with 404.2.4. Maneuvering clearances shall
extend the full width of the doorway and the required
latch side or hinge side clearance.

404.2.4.3 Recessed Doors and Gates. Maneuvering
clearances for forward approach shall be provided
when any obstruction within 18 inches (455 mm) of
the latch side of a doorway projects more than 8
inches (205 mm) beyond the face of the door,

Employee work area doors, doorways, and gates are
required by 203.9 to comply with approach, enter,
and exit. Employees must be able to enter and back
out of the space, meaning that employee work area
maneuvering clearance is limited to entry unless
required for egress by 207.1.
404.2.4.3 Recessed Doors and Gates. Maneuvering
clearances for forward approach shall be provided
when any obstruction within 18 inches (455 mm) of
the latch side of a doorway projects more than 8
inches (205 mm) beyond the face of the door,

COMMENTS

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added based on requirements in TM 201321

Added requirements of advisory within
section text.
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measured perpendicular to the face of the door or
gate.

Advisory 404.2.4.3 Recessed Doors and Gates. A
door can be recessed due to wall thickness or
because of the placement of casework and other
fixed elements adjacent to the doorway. This
provision must be applied wherever doors are
recessed.
404.2.6 Doors in Series and Gates in Series. The
distance between two hinged or pivoted doors in
series and gates in series shall be 48 inches (1220
mm) minimum plus the width of doors or gates
swinging into the space.

PROPOSED CHANGES
measured perpendicular to the face of the door or
gate.
A door can be considered recessed due to wall
thickness or because of the placement of casework
and other fixed elements adjacent to the doorway.
This provision must be applied wherever doors are
recessed.
Advisory 404.2.4.3 Recessed Doors and Gates. A door
can be recessed due to wall thickness or because of
the placement of casework and other fixed elements
adjacent to the doorway. This provision must be
applied wherever doors are recessed.
404.2.6 Doors in Series and Gates in Series. The
distance between two hinged or pivoted doors in
series and gates in series shall be 48 inches (1220 mm)
minimum plus the width of doors or gates swinging
into the space.

404.2.8.2 Spring Hinges. Door and gate spring hinges
shall be adjusted so that from the open position of
70 degrees, the door or gate shall move to the closed
position in 1.5 seconds minimum.

Screen doors mounted to hinged doors are not
included in doors in series. Screen doors must
otherwise comply with 404.
404.2.8.2 Spring Hinges. Door and gate spring hinges
shall be adjusted so that from the open position of 70
degrees, the door or gate shall move to the closed
position in 1.5 seconds minimum.

404.2.9 Door and Gate Opening Force. Fire doors
shall have a minimum opening force allowable by the
appropriate administrative authority. The force for
pushing or pulling open a door or gate other than fire
doors shall be as follows:

Self-closing and gravity hinges are considered spring
hinges based on the definition that a spring-loaded
hinge is designed to automatically return to a closed
or open position.
404.2.9 Door and Gate Opening Force. Fire doors
shall have a minimum opening force allowable by the
appropriate administrative authority. The force for
pushing or pulling open a door or gate other than fire
doors shall be as follows:

COMMENTS

Removed to add advisory to requirements
section.

Clarification on applicability.

Explanation of application based on
definition of spring hinge is a mechanism
that returns to closed position

Added requirements of advisory within
section text.
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1. Interior hinged doors and gates: 5 pounds (22.2 N)
maximum.
2. Sliding or folding doors: 5 pounds (22.2 N)
maximum.
These forces do not apply to the force required to
retract latch bolts or disengage other devices that
hold the door or gate in a closed position.

PROPOSED CHANGES
1. Interior hinged doors and gates: 5 pounds (22.2 N)
maximum.
2. Sliding or folding doors: 5 pounds (22.2 N)
maximum.
These forces do not apply to the force required to
retract latch bolts or disengage other devices that
hold the door or gate in a closed position.

Advisory 404.2.9 Door and Gate Opening Force. The
maximum force pertains to the continuous
application of force necessary to fully open a door,
not the initial force needed to overcome the inertia
of the door. It does not apply to the force required to
retract bolts or to disengage other devices used to
keep the door in a closed position.
404.2.10 Door and Gate Surfaces. Swinging door and
gate surfaces within 10 inches (255 mm) of the finish
floor or ground measured vertically shall have a
smooth surface on the push side extending the full
width of the door or gate. Parts creating horizontal
or vertical joints in these surfaces shall be within
1/16 inch (1.6 mm) of the same plane as the other.
Cavities created by added kick plates shall be capped.

The maximum force pertains to the continuous
application of force necessary to fully open a door,
not the initial force needed to overcome the inertia of
the door. It does not apply to the force required to
retract bolts or to disengage other devices used to
keep the door in a closed position.
Advisory 404.2.9 Door and Gate Opening Force. The
maximum force pertains to the continuous application
of force necessary to fully open a door, not the initial
force needed to overcome the inertia of the door. It
does not apply to the force required to retract bolts or
to disengage other devices used to keep the door in a
closed position.
404.2.10 Door and Gate Surfaces. Swinging door and
gate surfaces within 10 inches (255 mm) of the finish
floor or ground measured vertically shall have a
smooth surface on the push side extending the full
width of the door or gate. Parts creating horizontal or
vertical joints in these surfaces shall be within 1/16
inch (1.6 mm) of the same plane as the other. Cavities
created by added kick plates shall be capped.
404.2.10 requires door and gate surfaces within 10
inches (255mm) of the finish floor to have a smooth
surface on the push side extending the full width of
the door, with smooth transitions to any portion
deeper than 1/16 of an inch. The intent of this section
is to provide protection for persons with mobility
impairments from injury by preventing projections

COMMENTS

Removed to add advisory to requirements
section.

Provides clarification on reason behind
requirement.
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PROPOSED CHANGES
that may catch a cane, crutch, walker, or wheelchair
and inhibits passage through the door or gate
opening. The smooth surface allows users’ mobility
aids to pass along the door surface as the user passes
through the door or gate.
EXCEPTIONS: 5. Items used exclusively for employees
such as a lock, latch or other door hardware within in
the bottom 10 inches of a door are considered
employee work areas.

COMMENTS

Added to clarify from TM 2017-25.

Whether an employee work area or not, said lock,
latch or other door hardware must be flush with the
smooth surface of the door unless it is concealed
within the door or protected by a compliant cover
(kick) plate.
404.3.6 Break Out Opening. Where doors and gates
without standby power are a part of a means of
egress, the clear break out opening at swinging or
sliding doors and gates shall be 32 inches (815 mm)
minimum when operated in emergency mode. If the
doors have multiple leaves a minimum of one leaf
must be 32 inches (815mm) wide.

Some horizontal automatic‐sliding doors
have multiple break-away leaves that
swing open. Pushing open more than one
leaf to achieve a 32 inch clear opening
takes more than a single action and is
difficult for a person in a wheelchair to
accomplish.

405 Ramps
405.3 Cross Slope. Cross slope of ramp runs shall not
be steeper than 1:48.

405.3 Cross Slope. Cross slope of ramp runs shall not
be steeper than 1:48.

Added requirements of advisory within
section text.

Advisory 405.3 Cross Slope. Cross slope is the slope
of the surface perpendicular to the direction of
travel. Cross slope is measured the same way as
slope is measured (i.e., the rise over the run).

Cross slope is the slope of the surface perpendicular
to the direction of travel. Cross slope is measured the
same way as slope is measured (i.e., the rise over the
run).
Advisory 405.3 Cross Slope. Cross slope is the slope of
the surface perpendicular to the direction of travel.
Cross slope is measured the same way as slope is
measured (i.e., the rise over the run).

404.3.6 Break Out Opening. Where doors and gates
without standby power are a part of a means of
egress, the clear break out opening at swinging or
sliding doors and gates shall be 32 inches (815 mm)
minimum when operated in emergency mode.

Removed to add advisory to requirements
section.
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405.7 Landings. Ramps shall have landings at the top
and the bottom of each ramp run. Landings shall
comply with 405.7.
405.9.1 Extended Floor or Ground Surface. The floor
or ground surface of the ramp run or landing shall
extend 12 inches (305 mm) minimum beyond the
inside face of a handrail complying with 505.

Advisory 405.9.1 Extended Floor or Ground Surface.
The extended surface prevents wheelchair casters
and crutch tips from slipping off the ramp surface.
406 Curb Ramps
406.4 Landings. Landings shall be provided at the
tops of curb ramps. The landing clear length shall be
36 inches (915 mm) minimum. The landing clear
width shall be at least as wide as the curb ramp,
excluding flared sides, leading to the landing.

407 Elevators
407.2.1.3 Clear Floor or Ground Space. A clear floor
or ground space complying with 305 shall be
provided at call controls.

PROPOSED CHANGES
405.7 Landings. Ramps shall have landings at the top
and the bottom of each ramp run. Landings shall
comply with 405.7 and 302. Changes in level are not
permitted.
405.9.1 Extended Floor or Ground Surface. The floor
or ground surface of the ramp run or landing shall
extend 12 inches (305 mm) minimum beyond the
inside face of a handrail complying with 505.
The extended surface prevents wheelchair casters and
crutch tips from slipping off the ramp surface.
Advisory 405.9.1 Extended Floor or Ground Surface.
The extended surface prevents wheelchair casters and
crutch tips from slipping off the ramp surface.

COMMENTS
Stems from common techinfo question
about landings; clarifies need for level
landing.
Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

406.4 Landings. Landings shall be provided at the tops
of curb ramps. The landing clear length shall be 36
inches (915 mm) minimum. The landing clear width
shall be at least as wide as the curb ramp, excluding
flared sides, leading to the landing. Landings at the
tops of curb ramps shall comply with 302. Changes in
level are not permitted.
406.8 Detectable Warnings at Public Right of Way
Curb Ramps. If curb ramp is provided in public street
or highway, detectable warnings are required at
pedestrian crossings into a hazardous area for
minimum depth of 24 inches.

Stems from techinfo question about
landings; clarifies need for level landing.

407.2.1.3 Clear Floor or Ground Space. A clear floor
or ground space complying with 305 shall be provided
at call controls.

Added requirements of advisory within
section text.

The clear floor or ground space required at elevator
call buttons must remain free of obstructions
including ashtrays, plants, and other decorative
elements that prevent wheelchair users and others

Added based on exciting PROWAG
requirements existing and need for
clarification.
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Advisory 407.2.1.3 Clear Floor or Ground Space. The
clear floor or ground space required at elevator call
buttons must remain free of obstructions including
ashtrays, plants, and other decorative elements that
prevent wheelchair users and others from reaching
the call buttons. The height of the clear floor or
ground space is considered to be a volume from the
floor to 80 inches (2030 mm) above the floor.
Recessed ashtrays should not be placed near
elevator call buttons so that persons who are blind or
visually impaired do not inadvertently contact them
or their contents as they reach for the call buttons.
Chapter 5: General Site and Building Elements
502 Parking Spaces
502.2 Vehicle Spaces. Car parking spaces shall be 96
inches (2440 mm) wide minimum and van parking
spaces shall be 132 inches (3350 mm) wide
minimum, shall be marked to define the width, and
shall have an adjacent access aisle complying with
502.3.

EXCEPTION: Van parking spaces shall be permitted to
be 96 inches (2440 mm) wide minimum where the
access aisle is 96 inches (2440 mm) wide minimum.
502.3 Access Aisle. Access aisles serving parking
spaces shall comply with 502.3. Access aisles shall

PROPOSED CHANGES
from reaching the call buttons. The height of the clear
floor or ground space is a volume from the floor to 80
inches (2030 mm) above the floor.
Advisory 407.2.1.3 Clear Floor or Ground Space. The
clear floor or ground space required at elevator call
buttons must remain free of obstructions including
ashtrays, plants, and other decorative elements that
prevent wheelchair users and others from reaching
the call buttons. The height of the clear floor or
ground space is considered to be a volume from the
floor to 80 inches (2030 mm) above the floor.
Recessed ashtrays should not be placed near elevator
call buttons so that persons who are blind or visually
impaired do not inadvertently contact them or their
contents as they reach for the call buttons.

502.2 Vehicle Spaces. Car parking spaces shall be 96
inches (2440 mm) wide minimum and van parking
spaces shall be 132 inches (3350 mm) wide minimum,
shall be marked to define the width, and shall have an
adjacent access aisle complying with 502.3. The
International Symbol of Accessibility must be painted
conspicuously on the surface within the parking space
in a color that contrasts the pavement.
EXCEPTIONS 1: Electric Vehicle Charging Stations.
Electric Vehicle Charging Stations do not require the
International Symbol of Accessibility to be painted in
the space because the stations are not restricted to
persons with accessible parking permits.
EXCEPTIONS: 2. Van parking spaces shall be permitted
to be 96 inches (2440 mm) wide minimum where the
access aisle is 96 inches (2440 mm) wide minimum.
502.3 Access Aisle. Access aisles serving parking
spaces shall comply with 502.3. Access aisles shall

COMMENTS

Removed to add advisory to requirements
section.

Addition based on Rule 68.104(a)(1).

Added based on TM 2012-01

Added requirements of advisory within
section text.
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adjoin an accessible route. Two parking spaces shall
be permitted to share a common access aisle.

Advisory 502.3 Access Aisle. Accessible routes must
connect parking spaces to accessible entrances. In
parking facilities where the accessible route must
cross vehicular traffic lanes, marked crossings
enhance pedestrian safety, particularly for people
using wheelchairs and other mobility aids. Where
possible, it is preferable that the accessible route not
pass behind parked vehicles.

502.3.3 Marking. Access aisles shall be marked so as
to discourage parking in them.

PROPOSED CHANGES
adjoin an accessible route. Two parking spaces shall
be permitted to share a common access aisle.
Accessible routes must connect parking spaces to
accessible entrances. In parking facilities where the
accessible route must cross vehicular traffic lanes,
marked crossings enhance pedestrian safety,
particularly for people using wheelchairs and other
mobility aids.
EXCEPTION: 1. In public right of way street parking
projects alterations where the street or sidewalk
adjacent to the parking spaces is not altered, an
access aisle shall not be required provided the parking
spaces are located at the end of the block or space
closest to crosswalk intersection with curb ramps.
Advisory 502.3 Access Aisle. Accessible routes must
connect parking spaces to accessible entrances. In
parking facilities where the accessible route must
cross vehicular traffic lanes, marked crossings
enhance pedestrian safety, particularly for people
using wheelchairs and other mobility aids. Where
possible, it is preferable that the accessible route not
pass behind parked vehicles.
EXCEPTION 1: Electric Vehicle Charging Stations
require a 36 inch wide minimum accessible route
complying with 402 on both sides of the vehicle
charging station space. Access aisles must be marked
to discourage parking in them.
502.3.3 Marking. The words “NO PARKING” must be
painted on any access aisle adjacent to the parking
space. The words must be in all capital letters; with a
letter height of at least 12 inches, and a stroke width
of at least 2 inches; and centered within each access
aisle adjacent to the parking space.

COMMENTS

Added based on rule 68.102(a) and
PROWAG.

Removed to add advisory to requirements
section.

Added based on TM 2012-01.

Change based on Rule 68.104(a)(2).
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Advisory 502.3.3 Marking. The method and color of
marking are not specified by these requirements but
may be addressed by State or local laws or
regulations. Because these requirements permit the
van access aisle to be as wide as a parking space, it is
important that the aisle be clearly marked.
EXCEPTION: Slopes not steeper than 1:48 shall be
permitted.

Advisory 502.4 Floor or Ground Surfaces. Access
aisles are required to be nearly level in all directions
to provide a surface for wheelchair transfer to and
from vehicles. The exception allows sufficient slope
for drainage. Built-up curb ramps are not permitted
to project into access aisles and parking spaces
because they would create slopes greater than 1:48.

PROPOSED CHANGES
The color of markings is not specified by these
requirements but may be addressed by State or local
laws or regulations.
Advisory 502.3.3 Marking. The method and color of
marking are not specified by these requirements but
may be addressed by State or local laws or
regulations. Because these requirements permit the
van access aisle to be as wide as a parking space, it is
important that the aisle be clearly marked.
EXCEPTION: Slopes not steeper than 1:48 shall be
permitted.
Access aisles are required to be nearly level in all
directions to provide a surface for wheelchair transfer
to and from vehicles. The exception allows sufficient
slope for drainage. Built-up curb ramps are not
permitted to project into access aisles and parking
spaces because they create slopes greater than 1:48.
Advisory 502.4 Floor or Ground Surfaces. Access
aisles are required to be nearly level in all directions
to provide a surface for wheelchair transfer to and
from vehicles. The exception allows sufficient slope
for drainage. Built-up curb ramps are not permitted to
project into access aisles and parking spaces because
they would create slopes greater than 1:48.
502.6.1 Penalties. Signage identifying the
consequences of parking illegally in a paved accessible
parking space must at a minimum state “Violators
Subject to Fine and Towing” in a letter height of at
least 1 inch; be mounted on a pole, post, wall or
freestanding board; be no more than 8 inches below
the sign as required in 502.6; and be installed so that
the bottom edge of the penalty sign is no lower than
48 inches and no higher than 80 inches above ground
level.
502.6.1 EXCEPTION 1: Electric Vehicle Charging
Stations. Electric Vehicle Charging Stations are not

COMMENTS
Added requirements of advisory within
section text.
Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Addition based on Rule 68.104(a)(3).

Added based on TM 2012-01.
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505 Handrails
505.1 General. Handrails provided along walking
surfaces complying with 403, required at ramps
complying with 405, and required at stairs complying
with 504 shall comply with 505.

Advisory 505.1 General. Handrails are required on
ramp runs with a rise greater than 6 inches (150 mm)
(see 405.8) and on certain stairways (see 504).
Handrails are not required on walking surfaces with
running slopes less than 1:20. However, handrails are
required to comply with 505 when they are provided
on walking surfaces with running slopes less than
1:20 (see 403.6). Sections 505.2, 505.3, and 505.10
do not apply to handrails provided on walking
surfaces with running slopes less than 1:20 as these
sections only reference requirements for ramps and
stairs.
505.6 Gripping Surface. Handrail gripping surfaces
shall be continuous along their length and shall not
be obstructed along their tops or sides. The bottoms
of handrail gripping surfaces shall not be obstructed
for more than 20 percent of their length. Where
provided, horizontal projections shall occur 1 1/2

PROPOSED CHANGES
restricted to persons with accessible parking permits
and therefore do not require penalty signage.
505.1 General. Handrails provided along walking
surfaces complying with 403, required at ramps
complying with 405, and required at stairs complying
with 504 shall comply with 505.
Handrails are required on ramp runs with a rise
greater than 6 inches (150 mm) (see 405.8) and on
certain stairways (see 504). Handrails are not required
on walking surfaces with running slopes less than
1:20. However, handrails are required to comply with
505 when they are provided on walking surfaces with
running slopes less than 1:20 (see 403.6). Sections
505.2, 505.3, and 505.10 do not apply to handrails
provided on walking surfaces with running slopes less
than 1:20 as these sections only reference
requirements for ramps and stairs.
Advisory 505.1 General. Handrails are required on
ramp runs with a rise greater than 6 inches (150 mm)
(see 405.8) and on certain stairways (see 504).
Handrails are not required on walking surfaces with
running slopes less than 1:20. However, handrails are
required to comply with 505 when they are provided
on walking surfaces with running slopes less than 1:20
(see 403.6). Sections 505.2, 505.3, and 505.10 do not
apply to handrails provided on walking surfaces with
running slopes less than 1:20 as these sections only
reference requirements for ramps and stairs.
505.6 Gripping Surface. Handrail gripping surfaces
shall be continuous along their length and shall not be
obstructed along their tops or sides. The bottoms of
handrail gripping surfaces shall not be obstructed for
more than 20 percent of their length. Where
provided, horizontal projections shall occur 1 1/2

COMMENTS

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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inches (38 mm) minimum below the bottom of the
handrail gripping surface.

Advisory 505.6 Gripping Surface. People with
disabilities, older people, and others benefit from
continuous gripping surfaces that permit users to
reach the fingers outward or downward to grasp the
handrail, particularly as the user senses a loss of
equilibrium or begins to fall.
Chapter 6 Plumbing Elements and Facilities
603 Toilet and Bathing Rooms
EXCEPTIONS: 1. Doors to a toilet room or bathing
room for a single occupant accessed only through a
private office and not for common use or public use
shall be permitted to swing into the clear floor space
or clearance provided the swing of the door can be
reversed to comply with 603.2.3.

Advisory 603.2.3 Door Swing Exception 1. At the
time the door is installed, and if the door swing is
reversed in the future, the door must meet all the
requirements specified in 404. Additionally, the door
swing cannot reduce the required width of an
accessible route. Also, avoid violating other building
or life safety codes when the door swing is reversed.

PROPOSED CHANGES
inches (38 mm) minimum below the bottom of the
handrail gripping surface.
People with disabilities, older people, and others
benefit from continuous gripping surfaces that permit
users to reach the fingers outward or downward to
grasp the handrail, particularly as the user senses a
loss of equilibrium or begins to fall.
Advisory 505.6 Gripping Surface. People with
disabilities, older people, and others benefit from
continuous gripping surfaces that permit users to
reach the fingers outward or downward to grasp the
handrail, particularly as the user senses a loss of
equilibrium or begins to fall.

EXCEPTIONS: 1. Doors to a toilet room or bathing
room for a single occupant accessed only through a
private office and not for common use or public use
shall be permitted to swing into the clear floor space
or clearance provided the swing of the door can be
reversed to comply with 603.2.3.
At the time the door is installed, and if the door swing
is reversed in the future, the door must meet all the
requirements specified in 404. Additionally, the door
swing cannot reduce the required width of an
accessible route.
Advisory 603.2.3 Door Swing Exception 1. At the time
the door is installed, and if the door swing is reversed
in the future, the door must meet all the
requirements specified in 404. Additionally, the door
swing cannot reduce the required width of an
accessible route. Also, avoid violating other building
or life safety codes when the door swing is reversed.
603.5 Changing Tables

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added to incorporate TM 2013-15.
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PROPOSED CHANGES
603.5.1 Baby changing Tables. Where provided, baby
changing tables must comply with 307 in both the
open and closed position. Tables located in the
wheelchair compartments cannot obstruct the
required minimum clear floor space of 604.8.1.1 in the
open or closed position.
603.5.2 Adult Changing Tables. Where provided,
adult changing tables must provide clear floor space
complying with 305 positioned for parallel approach.
Operable parts must comply with 309. Under table
mechanics must be covered to prevent access or
injury.

COMMENTS
Added based on TM 2013-15.

EXCEPTION: 1. Licensed medical facilities with water
closets for bariatric patients or patients that require
attendants may have three feet of clear space on the
sides and front of the water closet.
604.3.2 Overlap. The required clearance around the
water closet shall be permitted to overlap the water
closet, associated grab bars, seat cover dispensers,
feminine hygiene product dispensers, disposal bag
dispensers, toilet paper dispensers, sanitary napkin
disposal units, coat hooks, shelves, accessible routes,
clear floor space and clearances required at other
plumbing fixtures, and the turning space. No other
fixtures or obstructions shall be located within the
required water closet clearance.

Added based on common variance request
with results postponing compliance.

Added for clarification based on common
question received.

604 Water Closets and Toilet Compartments

604.3.2 Overlap. The required clearance around the
water closet shall be permitted to overlap the water
closet, associated grab bars, dispensers, sanitary
napkin disposal units, coat hooks, shelves, accessible
routes, clear floor space and clearances required at
other fixtures, and the turning space. No other
fixtures or obstructions shall be located within the
required water closet clearance.

When the door to the toilet room is placed directly in
front of the water closet, the water closet cannot
overlap the required maneuvering clearance for the
door inside the room.
Shelves and coat hooks provided for the placement of
items and garments during the use of a water closet
are allowed to overlap the water closet clearance.
However, other types of storage such as supply

Changed based on definitions listed in TM
2013-17.

Added requirements of advisory within
section text and changed based on
definitions listed in TM 2013-17.
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Advisory 604.3.2 Overlap. When the door to the
toilet room is placed directly in front of the water
closet, the water closet cannot overlap the required
maneuvering clearance for the door inside the room.

PROPOSED CHANGES
closets and cabinets, clothes rods, and drawers may
not overlap the water closet clearance.
Advisory 604.3.2 Overlap. When the door to the toilet
room is placed directly in front of the water closet, the
water closet cannot overlap the required
maneuvering clearance for the door inside the room.

EXCEPTIONS: 2. In residential dwelling units, grab
bars shall not be required to be installed in toilet or
bathrooms provided that reinforcement has been
installed in walls and located so as to permit the
installation of grab bars complying with 604.5.

EXCEPTIONS: 2. In residential dwelling units, grab bars
shall not be required to be installed in toilet or
bathrooms if reinforcement has been installed in walls
and located to permit the installation of grab bars
complying with 604.5.

Advisory 604.5 Grab Bars Exception 2.
Reinforcement must be sufficient to permit the
installation of rear and side wall grab bars that fully
meet all accessibility requirements including, but not
limited to, required length, installation height, and
structural strength.
604.7 Dispensers. Toilet paper dispensers shall
comply with 309.4 and shall be 7 inches (180 mm)
minimum and 9 inches (230 mm) maximum in front
of the water closet measured to the centerline of the
dispenser. The outlet of the dispenser shall be 15
inches (380 mm) minimum and 48 inches (1220 mm)
maximum above the finish floor and shall not be
located behind grab bars. Dispensers shall not be of a
type that controls delivery or that does not allow
continuous paper flow.

Reinforcement must be sufficient to permit the
installation of rear and side wall grab bars that fully
meet all accessibility requirements including, but not
limited to, required length, installation height, and
structural strength.
Advisory 604.5 Grab Bars Exception 2. Reinforcement
must be sufficient to permit the installation of rear
and side wall grab bars that fully meet all accessibility
requirements including, but not limited to, required
length, installation height, and structural strength.
604.7 Dispensers. Toilet paper dispensers shall
comply with 309.4 and shall be 7 inches (180 mm)
minimum and 9 inches (230 mm) maximum in front of
the water closet measured to the centerline of the
dispenser. The outlet of the dispenser shall be 15
inches (380 mm) minimum and 48 inches (1220 mm)
maximum above the finish floor and shall not be
located behind grab bars. Dispensers shall not be of a
type that controls delivery or that does not allow
continuous paper flow.
If toilet paper dispensers are installed above the side
wall grab bar, the outlet of the toilet paper dispenser

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 604.7 Dispensers. If toilet paper dispensers
are installed above the side wall grab bar, the outlet
of the toilet paper dispenser must be 48 inches (1220
mm) maximum above the finish floor and the top of
the gripping surface of the grab bar must be 33
inches (840 mm) minimum and 36 inches (915 mm)
maximum above the finish floor.
604.8.1.1 Size. Wheelchair accessible compartments
shall be 60 inches (1525 mm) wide minimum
measured perpendicular to the side wall, and 56
inches (1420 mm) deep minimum for wall hung
water closets and 59 inches (1500 mm) deep
minimum for floor mounted water closets measured
perpendicular to the rear wall. Wheelchair accessible
compartments for children's use shall be 60 inches
(1525 mm) wide minimum measured perpendicular
to the side wall, and 59 inches (1500 mm) deep
minimum for wall hung and floor mounted water
closets measured perpendicular to the rear wall.

PROPOSED CHANGES
must be 48 inches (1220 mm) maximum above the
finish floor and the top of the gripping surface of the
grab bar must be 33 inches (840 mm) minimum and
36 inches (915 mm) maximum above the finish floor.
Advisory 604.7 Dispensers. If toilet paper dispensers
are installed above the side wall grab bar, the outlet
of the toilet paper dispenser must be 48 inches (1220
mm) maximum above the finish floor and the top of
the gripping surface of the grab bar must be 33 inches
(840 mm) minimum and 36 inches (915 mm)
maximum above the finish floor.
604.8.1.1 Size. Wheelchair accessible compartments
shall be 60 inches (1525 mm) wide minimum
measured perpendicular to the side wall, and 56
inches (1420 mm) deep minimum for wall hung water
closets and 59 inches (1500 mm) deep minimum for
floor mounted water closets measured perpendicular
to the rear wall. Wheelchair accessible compartments
for children's use shall be 60 inches (1525 mm) wide
minimum measured perpendicular to the side wall,
and 59 inches (1500 mm) deep minimum for wall
hung and floor mounted water closets measured
perpendicular to the rear wall.
The minimum space required in toilet compartments
is provided so that a person using a wheelchair can
maneuver into position at the water closet. This space
cannot be obstructed by baby changing tables or
other fixtures or conveniences, except as specified at
604.3.2 (Overlap). If toilet compartments are to be
used to house fixtures other than those associated
with the water closet, they must be designed to
exceed the minimum space requirements.
Convenience fixtures such as baby changing tables
must be accessible to people with disabilities as well
as to other users. Toilet compartments that are
designed to meet, and not exceed, the minimum

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 604.8.1.1 Size. The minimum space
required in toilet compartments is provided so that a
person using a wheelchair can maneuver into
position at the water closet. This space cannot be
obstructed by baby changing tables or other fixtures
or conveniences, except as specified at 604.3.2
(Overlap). If toilet compartments are to be used to
house fixtures other than those associated with the
water closet, they must be designed to exceed the
minimum space requirements. Convenience fixtures
such as baby changing tables must also be accessible
to people with disabilities as well as to other users.
Toilet compartments that are designed to meet, and
not exceed, the minimum space requirements may
not provide adequate space for maneuvering into
position at a baby changing table.
EXCEPTION: Toe clearance at the front partition is
not required in a compartment greater than 62
inches (1575 mm) deep with a wall-hung water
closet or 65 inches (1650 mm) deep with a floormounted water closet. Toe clearance at the side
partition is not required in a compartment greater
than 66 inches (1675 mm) wide. Toe clearance at the
front partition is not required in a compartment for
children's use that is greater than 65 inches (1650
mm) deep.

606 Lavatories and Sinks

PROPOSED CHANGES
space requirements may not provide adequate space
for maneuvering into position at a baby changing
table.
Advisory 604.8.1.1 Size. The minimum space required
in toilet compartments is provided so that a person
using a wheelchair can maneuver into position at the
water closet. This space cannot be obstructed by baby
changing tables or other fixtures or conveniences,
except as specified at 604.3.2 (Overlap). If toilet
compartments are to be used to house fixtures other
than those associated with the water closet, they
must be designed to exceed the minimum space
requirements. Convenience fixtures such as baby
changing tables must also be accessible to people with
disabilities as well as to other users. Toilet
compartments that are designed to meet, and not
exceed, the minimum space requirements may not
provide adequate space for maneuvering into position
at a baby changing table.
EXCEPTION: Toe clearance at the front partition is not
required in a compartment greater than 62 inches
(1575 mm) deep with a wall-hung water closet or 65
inches (1650 mm) deep with a floor-mounted water
closet. Toe clearance at the side partition is not
required in a compartment greater than 66 inches
(1675 mm) wide. Toe clearance at the front partition
is not required in a compartment for children's use
that is greater than 65 inches (1650 mm) deep. If the
toilet compartment provides a 60” minimum turning
space within the toilet compartment additional toe
clearances are not required.
EXCEPTION: Where an ambulatory compartment
door has a closer and a latch the additional
maneuvering clearance on the push side will not be
required.

COMMENTS

Removed to add advisory to requirements
section.

Additional clarification that allows for
more common situations where additional
toe clearance may not be necessary.

Based on department stance that spring
hinge is a closer (404.2.8.2).

2012 TAS
606.1 General. Lavatories and sinks shall comply with
606.

Advisory 606.1 General. If soap and towel dispensers
are provided, they must be located within the reach
ranges specified in 308. Locate soap and towel
dispensers so that they are conveniently usable by a
person at the accessible lavatory.
EXCEPTIONS: 1. A parallel approach complying with
305 shall be permitted to a kitchen sink in a space
where a cook top or conventional range is not
provided and to wet bars.
607 Bathtubs

607.6 Shower Spray Unit and Water. A shower spray
unit with a hose 59 inches (1500 mm) long minimum
that can be used both as a fixed-position shower
head and as a hand-held shower shall be provided.
The shower spray unit shall have an on/off control
with a non-positive shut-off. If an adjustable-height
shower head on a vertical bar is used, the bar shall
be installed so as not to obstruct the use of grab

PROPOSED CHANGES
606.1 General. Lavatories and sinks shall comply with
606.
If soap and towel dispensers are provided, they must
be located within the reach ranges specified in 308.
Locate soap and towel dispensers so that they are
conveniently usable by a person at the accessible
lavatory.
Advisory 606.1 General. If soap and towel dispensers
are provided, they must be located within the reach
ranges specified in 308. Locate soap and towel
dispensers so that they are conveniently usable by a
person at the accessible lavatory.
EXCEPTIONS: 1. A parallel approach complying with
305 shall be permitted to a residential dwelling unit
kitchen sink in a space where a cook top or
conventional range is not provided and to wet bars.
EXCEPTION: 1. Licensed medical facilities with
bathtubs that require attendants for bariatric or other
patients may allow additional clear space at or around
the tub for gurneys, stretchers, carts and space for
drying.
EXCEPTIONS: 3. In licensed medical care facilities that
treat mental health, and in detention facilities, grab
bars do not have to provide open spaces between
grab bar and wall, but must provide ledging that is 1 ½
inches (38mm).
607.6 Shower Spray Unit and Water. A shower spray
unit with a hose 59 inches (1500 mm) long minimum
that can be used both as a fixed-position shower head
and as a hand-held shower shall be provided. The
shower spray unit shall have an on/off control with a
non-positive shut-off. If an adjustable-height shower
head on a vertical bar is used, the bar shall be
installed so as not to obstruct the use of grab bars.

COMMENTS
Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

To clarify intent behind exception.

Added based on common variance request
with results postponing compliance.

Added based on common variance request
with results postponing compliance.

Added requirements of advisory within
section text.
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bars. Bathtub shower spray units shall deliver water
that is 120°F (49°C) maximum.

Advisory 607.6 Shower Spray Unit and Water.
Ensure that hand-held shower spray units are
capable of delivering water pressure substantially
equivalent to fixed shower heads.
608 Shower Compartments

608.6 Shower Spray Unit and Water. A shower spray
unit with a hose 59 inches (1500 mm) long minimum
that can be used both as a fixed-position shower
head and as a hand-held shower shall be provided.
The shower spray unit shall have an on/off control
with a non-positive shut-off. If an adjustable-height
shower head on a vertical bar is used, the bar shall
be installed so as not to obstruct the use of grab
bars. Shower spray units shall deliver water that is
120°F (49°C) maximum.

PROPOSED CHANGES
Bathtub shower spray units shall deliver water that is
120°F (49°C) maximum.
Ensure that hand-held shower spray units can deliver
water pressure substantially equivalent to fixed
shower heads.
EXCEPTION: 1. In licensed medical care facilities in
rooms for treating mental health, shower spray units
are allowed to be removable and replaceable by staff
to provide anti-ligature protection to patients.
Advisory 607.6 Shower Spray Unit and Water. Ensure
that hand-held shower spray units are capable of
delivering water pressure substantially equivalent to
fixed shower heads.
EXCEPTION: 1. Licensed medical facilities with
showers that require attendants for bariatric or other
patients may allow additional clear space at the sides,
front, or within the shower for gurneys, stretchers,
carts and space for drying.
EXCEPTIONS: 3. In licensed medical care facilities that
treat mental health, and in detention facilities, grab
bars do not have to provide open spaces between
grab bar and wall, but must provide ledging that is 1 ½
inches (38mm).
608.6 Shower Spray Unit and Water. A shower spray
unit with a hose 59 inches (1500 mm) long minimum
that can be used both as a fixed-position shower head
and as a hand-held shower shall be provided. The
shower spray unit shall have an on/off control with a
non-positive shut-off. If an adjustable-height shower
head on a vertical bar is used, the bar shall be
installed so as not to obstruct the use of grab bars.
Shower spray units shall deliver water that is 120°F
(49°C) maximum.

COMMENTS

Added based on common variance request
with results postponing compliance.

Removed to add advisory to requirements
section.

Added based on common variance request
with results postponing compliance.

Added based on common variance request
with results postponing compliance.

Added requirements of advisory within
section text.
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EXCEPTION: A fixed shower head located at 48
inches (1220 mm) maximum above the shower finish
floor shall be permitted instead of a hand-held spray
unit in facilities that are not medical care facilities,
long-term care facilities, transient lodging guest
rooms, or residential dwelling units.

Advisory 608.6 Shower Spray Unit and Water.
Ensure that hand-held shower spray units are
capable of delivering water pressure substantially
equivalent to fixed shower heads.
609 Grab Bars
EXCEPTION: The space between the grab bars and
shower controls, shower fittings, and other grab bars
above shall be permitted to be 1 1/2 inches (38 mm)
minimum.

Chapter 7: Communication Elements and Features
702 Fire Alarm Systems
702.1 General. Fire alarm systems shall have
permanently installed audible and visible alarms
complying with NFPA 72 (1999 or 2002 edition)
(incorporated by reference, see "Referenced
Standards" in Chapter 1), except that the maximum
allowable sound level of audible notification

PROPOSED CHANGES
Ensure that hand-held shower spray units can deliver
water pressure substantially equivalent to fixed
shower heads.
EXCEPTIONS: 1. A fixed shower head located at 48
inches (1220 mm) maximum above the shower finish
floor shall be permitted instead of a hand-held spray
unit in facilities that are not medical care facilities,
long-term care facilities, transient lodging guest
rooms, or residential dwelling units.
EXCEPTIONS: 2. In licensed medical care facilities that
treat mental health, and in detention facilities, grab
bars do not have to provide open spaces between
grab bar and wall, but must provide ledging that is 1 ½
inches (38mm).
Advisory 608.6 Shower Spray Unit and Water. Ensure
that hand-held shower spray units are capable of
delivering water pressure substantially equivalent to
fixed shower heads.

COMMENTS

Changed based on new addition of an
exception.

Added based on common variance request
with results postponing compliance.

Removed to add advisory to requirements
section.

EXCEPTIONS: 1. The space between the grab bars and
shower controls, shower fittings, and other grab bars
above shall be permitted to be 1 1/2 inches (38 mm)
minimum.
EXCEPTIONS: 2. In licensed medical care facilities that
treat mental health, and in detention facilities, grab
bars do not have to provide open spaces between
grab bar and wall, but must provide ledging that is 1 ½
inches (38mm).

Changed based on new addition of an
exception.

702.1 General. Fire alarm systems shall have
permanently installed audible and visible alarms
complying with NFPA 72 (2010 edition) (incorporated
by reference, see "Referenced Standards" in Chapter
1). In addition, alarms in guest rooms required to

TDLR intends to update these standards if
possible and is still researching options.

Added based on common variance request
with results postponing compliance.
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appliances complying with section 4-3.2.1 of NFPA 72
(1999 edition) shall have a sound level no more than
110 dB at the minimum hearing distance from the
audible appliance. In addition, alarms in guest rooms
required to provide communication features shall
comply with sections 4-3 and 4-4 of NFPA 72 (1999
edition) or sections 7.4 and 7.5 of NFPA 72 (2002
edition).
EXCEPTION: Fire alarm systems in medical care
facilities shall be permitted to be provided in
accordance with industry practice.

PROPOSED CHANGES
provide communication features shall comply with
sections 18.4 and 18.5 of NFPA 72 (2010 edition).

COMMENTS

EXCEPTION: Fire alarm systems in medical care
facilities shall be permitted to be provided in
accordance with industry practice.

NFPA 72 has built‐in requirements in the
form of private operating mode that NFPA
101 allows for use in medical care
facilities. The exception suggests an
additional exception is allowed and, since
TDLR is not enforcing NFPA 72, the
exception is misleading and needs to be
eliminated.

704 Telephones
704.2.1 Clear Floor or Ground Space. A clear floor or
ground space complying with 305 shall be provided.
The clear floor or ground space shall not be
obstructed by bases, enclosures, or seats.

704.2.1 Clear Floor or Ground Space. A clear floor or
ground space complying with 305 shall be provided.
The clear floor or ground space shall not be
obstructed by bases, enclosures, or seats.

Added requirements of advisory within
section text.

Advisory 704.2.1 Clear Floor or Ground Space.
Because clear floor and ground space is required to
be unobstructed, telephones, enclosures and related
telephone book storage cannot encroach on the
required clear floor or ground space and must
comply with the provisions for protruding objects.
(See Section 307).
704.3 Volume Control Telephones. Public
telephones required to have volume controls shall be

Because clear floor and ground space is required to be
unobstructed, telephones, enclosures and related
telephone book storage cannot encroach on the
required clear floor or ground space and must comply
with the provisions for protruding objects. (See
Section 307).
Advisory 704.2.1 Clear Floor or Ground Space.
Because clear floor and ground space is required to be
unobstructed, telephones, enclosures and related
telephone book storage cannot encroach on the
required clear floor or ground space and must comply
with the provisions for protruding objects. (See
Section 307).
704.3 Volume Control Telephones. Public telephones
required to have volume controls shall be equipped

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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equipped with a receive volume control that
provides a gain adjustable up to 20 dB minimum. For
incremental volume control, provide at least one
intermediate step of 12 dB of gain minimum. An
automatic reset shall be provided.

PROPOSED CHANGES
with a receive volume control that provides a gain
adjustable up to 20 dB minimum. For incremental
volume control, provide at least one intermediate
step of 12 dB of gain minimum. An automatic reset
shall be provided.

Advisory 704.3 Volume Control Telephones.
Amplifiers on pay phones are located in the base or
the handset or are built into the telephone. Most are
operated by pressing a button or key. If the
microphone in the handset is not being used, a mute
button that temporarily turns off the microphone
can also reduce the amount of background noise
which the person hears in the earpiece. If a volume
adjustment is provided that allows the user to set
the level anywhere from the base volume to the
upper requirement of 20 dB, there is no need to
specify a lower limit. If a stepped volume control is
provided, one of the intermediate levels must
provide 12 dB of gain. Consider compatibility issues
when matching an amplified handset with a phone or
phone system. Amplified handsets that can be
switched with pay telephone handsets are available.
Portable and in-line amplifiers can be used with

Amplifiers on pay phones are in the base or the
handset or are built into the telephone. Most are
operated by pressing a button or key. If the
microphone in the handset is not being used, a mute
button that temporarily turns off the microphone can
also reduce the amount of background noise which
the person hears in the earpiece. If a volume
adjustment is provided that allows the user to set the
level anywhere from the base volume to the upper
requirement of 20 dB, there is no need to specify a
lower limit. If a stepped volume control is provided,
one of the intermediate levels must provide 12 dB of
gain.
Advisory 704.3 Volume Control Telephones.
Amplifiers on pay phones are located in the base or
the handset or are built into the telephone. Most are
operated by pressing a button or key. If the
microphone in the handset is not being used, a mute
button that temporarily turns off the microphone can
also reduce the amount of background noise which
the person hears in the earpiece. If a volume
adjustment is provided that allows the user to set the
level anywhere from the base volume to the upper
requirement of 20 dB, there is no need to specify a
lower limit. If a stepped volume control is provided,
one of the intermediate levels must provide 12 dB of
gain. Consider compatibility issues when matching an
amplified handset with a phone or phone system.
Amplified handsets that can be switched with pay
telephone handsets are available. Portable and in-line
amplifiers can be used with some phones but are not

COMMENTS

Removed to add advisory to requirements
section.
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some phones but are not practical at most public
phones covered by these requirements.
704.4 TTYs. TTYs required at a public pay telephone
shall be permanently affixed within, or adjacent to,
the telephone enclosure. Where an acoustic coupler
is used, the telephone cord shall be sufficiently long
to allow connection of the TTY and the telephone
receiver.

Advisory 704.4 TTYs. Ensure that sufficient electrical
service is available where TTYs are to be installed.
705 Detectable Warnings

707 Automatic Teller Machines and Fare Machines
707.5 Speech Output. Machines shall be speech
enabled. Operating instructions and orientation,
visible transaction prompts, user input verification,
error messages, and all displayed information for full
use shall be accessible to and independently usable
by individuals with vision impairments. Speech shall
be delivered through a mechanism that is readily
available to all users, including but not limited to, an
industry standard connector or a telephone handset.
Speech shall be recorded or digitized human, or
synthesized.

PROPOSED CHANGES
practical at most public phones covered by these
requirements.
704.4 TTYs. TTYs required at a public pay telephone
shall be permanently affixed within, or adjacent to,
the telephone enclosure. Where an acoustic coupler is
used, the telephone cord shall be sufficiently long to
allow connection of the TTY and the telephone
receiver.
Ensure that sufficient electrical service is available
where TTYs are to be installed.
Advisory 704.4 TTYs. Ensure that sufficient electrical
service is available where TTYs are to be installed.

COMMENTS

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

EXCEPTION: In public right of way project a two-inch
maximum (51 mm) at all sides, top, and bottom of the
curb ramp surface in lieu of “extending the full length
and width of the curb ramp.

Added based on rule 68.102 and PROWAG.

707.5 Speech Output. Machines shall be speech
enabled. Operating instructions and orientation,
visible transaction prompts, user input verification,
error messages, and all displayed information for full
use shall be accessible to and independently usable by
individuals with vision impairments. Speech shall be
delivered through a mechanism that is readily
available to all users, including but not limited to, an
industry standard connector or a telephone handset.
Speech shall be recorded or digitized human, or
synthesized.

Added requirements of advisory within
section text.

If an ATM provides additional functions such as
dispensing coupons, selling theater tickets, or
providing copies of monthly statements, all such
functions must be available to customers using speech
output.
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Advisory 707.5 Speech Output. If an ATM provides
additional functions such as dispensing coupons,
selling theater tickets, or providing copies of monthly
statements, all such functions must be available to
customers using speech output. To avoid confusion
at the ATM, the method of initiating the speech
mode should be easily discoverable and should not
require specialized training. For example, if a
telephone handset is provided, lifting the handset
can initiate the speech mode.
Chapter 8: Special Rooms, Spaces and Elements
802 Wheelchair Spaces, Companion Seats, and
Designated Aisle Seats
802.1.4 Approach. Wheelchair spaces shall adjoin
accessible routes. Accessible routes shall not overlap
wheelchair spaces.

Advisory 802.1.4 Approach. Because accessible
routes serving wheelchair spaces are not permitted
to overlap the clear floor space at wheelchair spaces,
access to any wheelchair space cannot be through
another wheelchair space.
804 Kitchens and Kitchenettes
804.2 Clearance. Where a pass through kitchen is
provided, clearances shall comply with 804.2.1.
Where a U-shaped kitchen is provided, clearances
shall comply with 804.2.2.

PROPOSED CHANGES
Advisory 707.5 Speech Output. If an ATM provides
additional functions such as dispensing coupons,
selling theater tickets, or providing copies of monthly
statements, all such functions must be available to
customers using speech output. To avoid confusion at
the ATM, the method of initiating the speech mode
should be easily discoverable and should not require
specialized training. For example, if a telephone
handset is provided, lifting the handset can initiate
the speech mode.

COMMENTS
Removed to add advisory to requirements
section.

802.1.4 Approach. Wheelchair spaces shall adjoin
accessible routes. Accessible routes shall not overlap
wheelchair spaces.

Added requirements of advisory within
section text.

Because accessible routes serving wheelchair spaces
are not permitted to overlap the clear floor space at
wheelchair spaces, access to any wheelchair space
cannot be through another wheelchair space.
Advisory 802.1.4 Approach. Because accessible routes
serving wheelchair spaces are not permitted to
overlap the clear floor space at wheelchair spaces,
access to any wheelchair space cannot be through
another wheelchair space.
804.2 Clearance. Where a pass through kitchen is
provided, clearances shall comply with 804.2.1.
Where a U-shaped kitchen is provided, clearances
shall comply with 804.2.2.
Clearances are measured from the furthest projecting
face of all opposing base cabinets, counter tops,
appliances, or walls, excluding hardware.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 804.2 Clearance. Clearances are measured
from the furthest projecting face of all opposing base
cabinets, counter tops, appliances, or walls,
excluding hardware.
804.5 Storage. At least 50 percent of shelf space in
storage facilities shall comply with 811.

PROPOSED CHANGES
Advisory 804.2 Clearance. Clearances are measured
from the furthest projecting face of all opposing base
cabinets, counter tops, appliances, or walls, excluding
hardware.
804.5 Storage. At least 50 percent of shelf space in
storage facilities shall comply with 811.

COMMENTS
Removed to add advisory to requirements
section.

Added based on TM 2013-22.

Kitchen or kitchenette shelf space is calculated by
linear feet and drawers shall be considered shelving.
806 Transient Lodging Guest Rooms
806.2 Guest Rooms with Mobility Features. Guest
rooms required to provide mobility features shall
comply with 806.2.

806.2 Guest Rooms with Mobility Features. Guest
rooms required to provide mobility features shall
comply with 806.2.

Advisory 806.2 Guest Rooms. The requirements in
Section 806.2 do not include requirements that are
common to all accessible spaces. For example,
closets in guest rooms must comply with the
applicable provisions for storage specified in scoping.
806.2.4.1 Vanity Counter Top Space. If vanity
counter top space is provided in non-accessible guest
toilet or bathing rooms, comparable vanity counter
top space, in terms of size and proximity to the
lavatory, shall also be provided in accessible guest
toilet or bathing rooms.

The requirements in Section 806.2 do not include
requirements that are common to all accessible
spaces.
Advisory 806.2 Guest Rooms. The requirements in
Section 806.2 do not include requirements that are
common to all accessible spaces. For example, closets
in guest rooms must comply with the applicable
provisions for storage specified in scoping.
806.2.4.1 Vanity Countertop Space. If vanity
countertop space is provided in non-accessible guest
toilet or bathing rooms, comparable vanity counter
top space, in terms of size and proximity to the
lavatory, shall also be provided in accessible guest
toilet or bathing rooms.

Advisory 806.2.4.1 Vanity Counter Top Space. This
provision is intended to ensure that accessible guest
rooms are provided with comparable vanity counter
top space.

This provision is intended to ensure that accessible
guest rooms are provided with comparable vanity
counter top space.
Advisory 806.2.4.1 Vanity Counter Top Space. This
provision is intended to ensure that accessible guest
rooms are provided with comparable vanity counter
top space.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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807 Holding Cells and Housing Cells
807.2.4 Toilet and Bathing Facilities. Toilet facilities
or bathing facilities that are provided as part of a cell
shall comply with 603. Where provided, no fewer
than one water closet, one lavatory, and one bathtub
or shower shall comply with the applicable
requirements of 603 through 610.

Advisory 807.2.4 Toilet and Bathing Facilities. In
holding cells, housing cells, or rooms required to be
accessible, these requirements do not require a
separate toilet room.
810 Transportation Facilities
810.6.2 Routes and Destinations. Lists of stations,
routes and destinations served by the station which
are located on boarding areas, platforms, or
mezzanines shall comply with 703.5. At least one
tactile sign identifying the specific station and
complying with 703.2 shall be provided on each
platform or boarding area. Signs covered by this
requirement shall, to the maximum extent
practicable, be placed in uniform locations within the
system.

Advisory 810.6.2 Routes and Destinations. Route
maps are not required to comply with the
informational sign requirements in this document.
Chapter 9: Built-In Elements
902 Dining Surfaces and Work Surfaces
Advisory 902.1 General. Dining surfaces include, but
are not limited to, bars, tables, lunch counters, and

PROPOSED CHANGES
807.2.4 Toilet and Bathing Facilities. Toilet facilities or
bathing facilities that are provided as part of a cell
shall comply with 603. Where provided, no fewer than
one water closet, one lavatory, and one bathtub or
shower shall comply with the applicable requirements
of 603 through 610.
In holding cells, housing cells, or rooms required to be
accessible, these requirements do not require a
separate toilet room.
Advisory 807.2.4 Toilet and Bathing Facilities. In
holding cells, housing cells, or rooms required to be
accessible, these requirements do not require a
separate toilet room.
810.6.2 Routes and Destinations. Lists of stations,
routes and destinations served by the station which
are located on boarding areas, platforms, or
mezzanines shall comply with 703.5. At least one
tactile sign identifying the specific station and
complying with 703.2 shall be provided on each
platform or boarding area. Signs covered by this
requirement shall, to the maximum extent
practicable, be placed in uniform locations within the
system.
Route maps are not required to comply with the
informational sign requirements in this document.
Advisory 810.6.2 Routes and Destinations. Route
maps are not required to comply with the
informational sign requirements in this document.

Advisory 902.1 General. Dining surfaces include, but
are not limited to, bars, tables, lunch counters, and

COMMENTS
Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Removed to add advisory to requirements
section.
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booths. Examples of work surfaces include writing
surfaces, study carrels, student laboratory stations,
baby changing and other tables or fixtures for
personal grooming, coupon counters, and where
covered by the ABA scoping provisions, employee
work stations.
902.2 Clear Floor or Ground Space. A clear floor
space complying with 305 positioned for a forward
approach shall be provided. Knee and toe clearance
complying with 306 shall be provided.

PROPOSED CHANGES
booths. Examples of work surfaces include writing
surfaces, study carrels, student laboratory stations,
baby changing and other tables or fixtures for
personal grooming, coupon counters, and where
covered by the ABA scoping provisions, employee
work stations.
902.2 Clear Floor or Ground Space. A clear floor space
complying with 305 positioned for a forward approach
shall be provided. Knee and toe clearance complying
with 306 shall be provided.

COMMENTS

Added requirements of advisory within
section text.

Dining surfaces include, but are not limited to, bars,
tables, lunch counters, and booths. Examples of work
surfaces include writing surfaces, study carrels,
student laboratory stations, baby changing and other
tables or fixtures for personal grooming, coupon
counters, and where covered by the ABA scoping
provisions, employee workstations.
904 Check-Out Aisles and Sales and Service
Counters
904.2 Approach. All portions of counters required to
comply with 904 shall be located adjacent to a
walking surface complying with 403.

904.2 Approach. All portions of counters required to
comply with 904 shall be located adjacent to a walking
surface complying with 403.

Advisory 904.2 Approach. If a cash register is
provided at the sales or service counter, locate the
accessible counter close to the cash register so that a
person using a wheelchair is visible to sales or service
personnel and to minimize the reach for a person
with a disability.
904.6 Security Glazing. Where counters or teller
windows have security glazing to separate personnel

If a cash register is provided at the sales or service
counter, locate the accessible counter close to the
cash register so that a person using a wheelchair is
visible to sales or service personnel and to minimize
the reach for a person with a disability.
Advisory 904.2 Approach. If a cash register is
provided at the sales or service counter, locate the
accessible counter close to the cash register so that a
person using a wheelchair is visible to sales or service
personnel and to minimize the reach for a person with
a disability.
904.6 Security Glazing. Where counters or teller
windows have security glazing to separate personnel

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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from the public, a method to facilitate voice
communication shall be provided. Telephone
handset devices, if provided, shall comply with 704.3.

Advisory 904.6 Security Glazing. Assistive listening
devices complying with 706 can facilitate voice
communication at counters or teller windows where
there is security glazing which promotes distortion in
audible information. Where assistive listening
devices are installed, place signs complying with
703.7.2.4 to identify those facilities which are so
equipped. Other voice communication methods
include, but are not limited to, grilles, slats, talkthrough baffles, intercoms, or telephone handset
devices.
Chapter 10: Recreation Facilities
1001 General
1001.1 Scope. The provisions of Chapter 10 shall
apply where required by Chapter 2 or where
referenced by a requirement in this document.

PROPOSED CHANGES
from the public, a method to facilitate voice
communication shall be provided. Telephone handset
devices, if provided, shall comply with 704.3.
Assistive listening devices complying with 706 can
facilitate voice communication at counters or teller
windows where there is security glazing which
promotes distortion in audible information. Where
assistive listening devices are installed, place signs
complying with 703.7.2.4 to identify those facilities
which are so equipped. Other voice communication
methods include, but are not limited to, grilles, slats,
talk-through baffles, intercoms, or telephone handset
devices.
Advisory 904.6 Security Glazing. Assistive listening
devices complying with 706 can facilitate voice
communication at counters or teller windows where
there is security glazing which promotes distortion in
audible information. Where assistive listening devices
are installed, place signs complying with 703.7.2.4 to
identify those facilities which are so equipped. Other
voice communication methods include, but are not
limited to, grilles, slats, talk-through baffles,
intercoms, or telephone handset devices.

1001.1 Scope. The provisions of Chapter 10 shall apply
where required by Chapter 2 or where referenced by
a requirement in this document.
Unless otherwise modified or specifically addressed in
Chapter 10, all other ADAAG provisions apply to the
design and construction of recreation facilities and
elements. The provisions in Section 1001.1 apply
wherever these elements are provided. For example,

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 1001.1 Scope. Unless otherwise modified
or specifically addressed in Chapter 10, all other
ADAAG provisions apply to the design and
construction of recreation facilities and elements.
The provisions in Section 1001.1 apply wherever
these elements are provided. For example, office
buildings may contain a room with exercise
equipment to which these sections would apply.
1002 Amusement Rides
EXCEPTIONS: 3. Wheelchair spaces shall not be
required to comply with 307.4.

Advisory 1002.4.4 Clearances Exception 3. This
exception for protruding objects applies to the ride
devices, not to circulation areas or accessible routes
in the queue lines or the load and unload areas.
1003 Recreational Boating Facilities
EXCEPTIONS: 3. In existing piers, clear pier space
shall be permitted to be located perpendicular to the
boat slip and shall extend the width of the boat slip,
where the facility has at least one boat slip
complying with 1003.3, and further compliance with
1003.3 would result in a reduction in the number of
boat slips available or result in a reduction of the
widths of existing slips.

PROPOSED CHANGES
office buildings may contain a room with exercise
equipment to which these sections apply.
Advisory 1001.1 Scope. Unless otherwise modified or
specifically addressed in Chapter 10, all other ADAAG
provisions apply to the design and construction of
recreation facilities and elements. The provisions in
Section 1001.1 apply wherever these elements are
provided. For example, office buildings may contain a
room with exercise equipment to which these
sections would apply.
EXCEPTIONS: 3. Wheelchair spaces shall not be
required to comply with 307.4.
This exception for protruding objects applies to the
ride devices, not to circulation areas or accessible
routes in the queue lines or the load and unload
areas.
Advisory 1002.4.4 Clearances Exception 3. This
exception for protruding objects applies to the ride
devices, not to circulation areas or accessible routes in
the queue lines or the load and unload areas.
EXCEPTIONS: 3. In existing piers, clear pier space shall
be permitted to be located perpendicular to the boat
slip and shall extend the width of the boat slip, where
the facility has at least one boat slip complying with
1003.3, and further compliance with 1003.3 would
will result in a reduction in the number of boat slips
available or result in a reduction of the widths of
existing slips.
Where the conditions in exception 3 are satisfied,
existing facilities are only required to have one
accessible boat slip with a pier clearance which runs
the length of the slip. All other accessible slips are

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
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Advisory 1003.3.1 Boat Slip Clearance Exception 3.
Where the conditions in exception 3 are satisfied,
existing facilities are only required to have one
accessible boat slip with a pier clearance which runs
the length of the slip. All other accessible slips are
allowed to have the required pier clearance at the
head of the slip. Under this exception, at piers with
perpendicular boat slips, the width of most "finger
piers" will remain unchanged. However, where
mooring systems for floating piers are replaced as
part of pier alteration projects, an opportunity may
exist for increasing accessibility. Piers may be
reconfigured to allow an increase in the number of
wider finger piers, and serve as accessible boat slips.
1004 Exercise Machines and Equipment
1004.1 Clear Floor Space. Exercise machines and
equipment shall have a clear floor space complying
with 305 positioned for transfer or for use by an
individual seated in a wheelchair. Clear floor or
ground spaces required at exercise machines and
equipment shall be permitted to overlap.

Advisory 1004.1 Clear Floor Space. One clear floor or
ground space is permitted to be shared between two
pieces of exercise equipment. To optimize space use,
designers should carefully consider layout options
such as connecting ends of the row and center aisle
spaces. The position of the clear floor space may vary
greatly depending on the use of the equipment or
machine. For example, to provide access to a
shoulder press machine, clear floor space next to the

PROPOSED CHANGES
allowed to have the required pier clearance at the
head of the slip. Under this exception, at piers with
perpendicular boat slips, the width of most "finger
piers" will remain unchanged.
Advisory 1003.3.1 Boat Slip Clearance Exception 3.
Where the conditions in exception 3 are satisfied,
existing facilities are only required to have one
accessible boat slip with a pier clearance which runs
the length of the slip. All other accessible slips are
allowed to have the required pier clearance at the
head of the slip. Under this exception, at piers with
perpendicular boat slips, the width of most "finger
piers" will remain unchanged. However, Where
mooring systems for floating piers are replaced as part
of pier alteration projects, an opportunity may exist
for increasing accessibility. Piers may be reconfigured
to allow an increase in the number of wider finger
piers, and serve as accessible boat slips.
1004.1 Clear Floor Space. Exercise machines and
equipment shall have a clear floor space complying
with 305 positioned for transfer or for use by an
individual seated in a wheelchair. Clear floor or
ground spaces required at exercise machines and
equipment shall be permitted to overlap.
A single clear floor or ground space is permitted to be
shared between two pieces of exercise equipment.
Advisory 1004.1 Clear Floor Space. One clear floor or
ground space is permitted to be shared between two
pieces of exercise equipment. To optimize space use,
designers should carefully consider layout options
such as connecting ends of the row and center aisle
spaces. The position of the clear floor space may vary
greatly depending on the use of the equipment or
machine. For example, to provide access to a shoulder
press machine, clear floor space next to the seat

COMMENTS

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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seat would be appropriate to allow for transfer. Clear
floor space for a bench press machine designed for
use by an individual seated in a wheelchair, however,
will most likely be centered on the operating
mechanisms.
1005 Fishing Piers and Platforms
1005.2.1.1 Dispersion. Railings, guards, or handrails
required to comply with 1005.2.1 shall be dispersed
throughout the fishing pier or platform.

PROPOSED CHANGES
would be is appropriate to allow for transfer. Clear
floor space for a bench press machine designed for
use by an individual seated in a wheelchair, however,
will most likely be centered on the operating
mechanisms.
1005.2.1.1 Dispersion. Railings, guards, or handrails
required to comply with 1005.2.1 shall be dispersed
throughout the fishing pier or platform.

Advisory 1005.2.1.1 Dispersion. Portions of the
railings that are lowered to provide fishing
opportunities for persons with disabilities must be
located in a variety of locations on the fishing pier or
platform to give people a variety of locations to fish.
Different fishing locations may provide varying water
depths, shade (at certain times of the day),
vegetation, and proximity to the shoreline or bank.
1005.3 Edge Protection. Where railings, guards, or
handrails complying with 1005.2 are provided, edge
protection complying with 1005.3.1 or 1005.3.2 shall
be provided.

Portions of the railings that are lowered to provide
fishing opportunities for persons with disabilities must
be in a variety of locations on the fishing pier or
platform to give people a variety of locations to fish.
Advisory 1005.2.1.1 Dispersion. Portions of the
railings that are lowered to provide fishing
opportunities for persons with disabilities must be
located in a variety of locations on the fishing pier or
platform to give people a variety of locations to fish.
Different fishing locations may provide varying water
depths, shade (at certain times of the day),
vegetation, and proximity to the shoreline or bank.
1005.3 Edge Protection. Where railings, guards, or
handrails complying with 1005.2 are provided, edge
protection complying with 1005.3.1 or 1005.3.2 shall
be provided.

Advisory 1005.3 Edge Protection. Edge protection is
required only where railings, guards, or handrails are
provided on a fishing pier or platform. Edge
protection will prevent wheelchairs or other mobility
devices from slipping off the fishing pier or platform.

Edge protection is required only where railings,
guards, or handrails are provided on a fishing pier or
platform. Edge protection will prevent wheelchairs or
other mobility devices from slipping off the fishing
pier or platform.
Advisory 1005.3 Edge Protection. Edge protection is
required only where railings, guards, or handrails are
provided on a fishing pier or platform. Edge protection
will prevent wheelchairs or other mobility devices
from slipping off the fishing pier or platform.

COMMENTS

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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Extending the deck of the fishing pier or platform 12
inches (305 mm) where the 34 inch (865 mm) high
railing is provided is an alternative design, permitting
individuals using wheelchairs or other mobility
devices to pull into a clear space and move beyond
the face of the railing. In such a design, curbs or
barriers are not required.
1007 Miniature Golf Facilities
1007.3.2 Golf Club Reach Range Area. All areas
within holes where golf balls rest shall be within 36
inches (915 mm) maximum of a clear floor or ground
space 36 inches (915 mm) wide minimum and 48
inches (1220 mm) long minimum having a running
slope not steeper than 1:20. The clear floor or
ground space shall be served by an accessible route.

Advisory 1007.3.2 Golf Club Reach Range Area. The
golf club reach range applies to all holes required to
be accessible. This includes accessible routes
provided adjacent to or, where provided, on the
playing surface of the hole.
1008 Play Areas
1008.2.6 Ground Surfaces. Ground surfaces on
accessible routes, clear floor or ground spaces, and
turning spaces shall comply with 1008.2.6.

PROPOSED CHANGES
Extending the deck of the fishing pier or platform 12
inches (305 mm) where the 34 inch (865 mm) high
railing is provided is an alternative design, permitting
individuals using wheelchairs or other mobility devices
to pull into a clear space and move beyond the face of
the railing. In such a design, curbs or barriers are not
required.
1007.3.2 Golf Club Reach Range Area. All areas within
holes where golf balls rest shall be within 36 inches
(915 mm) maximum of a clear floor or ground space
36 inches (915 mm) wide minimum and 48 inches
(1220 mm) long minimum having a running slope not
steeper than 1:20. The clear floor or ground space
shall be served by an accessible route.
The golf club reach range applies to all holes required
to be accessible. This includes accessible routes
provided adjacent to or, where provided, on the
playing surface of the hole.
Advisory 1007.3.2 Golf Club Reach Range Area. The
golf club reach range applies to all holes required to
be accessible. This includes accessible routes provided
adjacent to or, where provided, on the playing surface
of the hole.
1008.2.6 Ground Surfaces. Ground surfaces on
accessible routes, clear floor or ground spaces, and
turning spaces shall comply with 1008.2.6.
Ground surfaces must be inspected and maintained
regularly to ensure continued compliance with the
ASTM F 1951 standard. The type of surface material
selected and play area use levels will determine the
frequency of inspection and maintenance activities.

COMMENTS

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.
TDLR intends to update these standards if
possible and is still researching options.
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Advisory 1008.2.6 Ground Surfaces. Ground surfaces
must be inspected and maintained regularly to
ensure continued compliance with the ASTM F 1951
standard. The type of surface material selected and
play area use levels will determine the frequency of
inspection and maintenance activities.
1008.3.2.3 Transfer Supports. At least one means of
support for transferring shall be provided.

Advisory 1008.3.2.3 Transfer Supports. Transfer
supports are required on transfer platforms and
transfer steps to assist children when transferring.
Some examples of supports include a rope loop, a
loop type handle, a slot in the edge of a flat
horizontal or vertical member, poles or bars, or D
rings on the corner posts.
1009 Swimming Pools, Wading Pools, and Spas
1009.2.7 Operation. The lift shall be capable of
unassisted operation from both the deck and water
levels. Controls and operating mechanisms shall be
unobstructed when the lift is in use and shall comply
with 309.4.

Advisory 1009.2.7 Operation. Pool lifts must be
capable of unassisted operation from both the deck

PROPOSED CHANGES
Advisory 1008.2.6 Ground Surfaces. Ground surfaces
must be inspected and maintained regularly to ensure
continued compliance with the ASTM F 1951
standard. The type of surface material selected and
play area use levels will determine the frequency of
inspection and maintenance activities.
1008.3.2.3 Transfer Supports. At least one means of
support for transferring shall be provided.
Transfer supports are required on transfer platforms
and transfer steps to assist children when transferring.
Advisory 1008.3.2.3 Transfer Supports. Transfer
supports are required on transfer platforms and
transfer steps to assist children when transferring.
Some examples of supports include a rope loop, a
loop type handle, a slot in the edge of a flat horizontal
or vertical member, poles or bars, or D rings on the
corner posts.
1009.2.7 Operation. The lift shall be capable of
unassisted operation from both the deck and water
levels. Controls and operating mechanisms shall be
unobstructed when the lift is in use and shall comply
with 309.4.
Pool lifts must be capable of unassisted operation
from both the deck and water levels. This will permit a
person to call the pool lift when the pool lift is in the
opposite position. It is extremely important for a
person who is swimming alone to be able to call the
pool lift when it is in the up position so he or she will
not be stranded in the water for extended periods of
time awaiting assistance. The requirement for a pool
lift to be independently operable does not preclude
assistance from being provided.
Advisory 1009.2.7 Operation. Pool lifts must be
capable of unassisted operation from both the deck

COMMENTS
Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.
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and water levels. This will permit a person to call the
pool lift when the pool lift is in the opposite position.
It is extremely important for a person who is
swimming alone to be able to call the pool lift when
it is in the up position so he or she will not be
stranded in the water for extended periods of time
awaiting assistance. The requirement for a pool lift
to be independently operable does not preclude
assistance from being provided.
1009.2.9 Lifting Capacity. Single person pool lifts
shall have a weight capacity of 300 pounds. (136 kg)
minimum and be capable of sustaining a static load
of at least one and a half times the rated load.

Advisory 1009.2.9 Lifting Capacity. Single person
pool lifts must be capable of supporting a minimum
weight of 300 pounds (136 kg) and sustaining a static
load of at least one and a half times the rated load.
Pool lifts should be provided that meet the needs of
the population they serve. Providing a pool lift with a
weight capacity greater than 300 pounds (136 kg)
may be advisable.

PROPOSED CHANGES
and water levels. This will permit a person to call the
pool lift when the pool lift is in the opposite position.
It is extremely important for a person who is
swimming alone to be able to call the pool lift when it
is in the up position so he or she will not be stranded
in the water for extended periods of time awaiting
assistance. The requirement for a pool lift to be
independently operable does not preclude assistance
from being provided.
1009.2.9 Lifting Capacity. Single person pool lifts shall
have a weight capacity of 300 pounds. (136 kg)
minimum and be capable of sustaining a static load of
at least one and a half times the rated load.
Single person pool lifts must be capable of supporting
a minimum weight of 300 pounds (136 kg) and
sustaining a static load of at least one and a half times
the rated load.
Advisory 1009.2.9 Lifting Capacity. Single person pool
lifts must be capable of supporting a minimum weight
of 300 pounds (136 kg) and sustaining a static load of
at least one and a half times the rated load. Pool lifts
should be provided that meet the needs of the
population they serve. Providing a pool lift with a
weight capacity greater than 300 pounds (136 kg) may
be advisable.
Chapter 11: Outdoor Developed Areas
1101 General
1101.1 Scope. The provisions of Chapter 11 shall apply
where required by Chapter 2 or where referenced by
a requirement in this document.
Unless otherwise modified or specifically addressed in
Chapter 11, all other Accessibility Standard for Federal
Outdoor Developed Areas provisions apply to the
design and construction of recreation facilities and

COMMENTS

Added requirements of advisory within
section text.

Removed to add advisory to requirements
section.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
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PROPOSED CHANGES
elements. The provisions in Section 1101.1 apply
wherever these elements are provided.
1102 Outdoor Constructed Facilities
1102.1 General. All outdoor constructed facilities
shall comply with 1102.2 & 1102.3.

COMMENTS

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Outdoor constructed features specified in 1102.4
through 1102.8 shall comply with these provisions, as
applicable.
The requirements in 1102 apply to outdoor
constructed features provided within camping
facilities, picnic facilities, viewing areas, and trailheads
on trails.
1102.2 Clear Ground Space. A clear ground space
complying with 1102.2 shall be provided at outdoor
constructed features.
EXCEPTIONS: 1. When individual outdoor constructed
features are altered and the ground surface is not
changed, the clear ground space is not required to
comply with the specific provisions for surface and
slope.
EXCEPTIONS: 2. In alterations, when a condition for
exception does not permit full compliance with a
specific provision in the technical requirements for
the clear ground space, the clear ground space must
comply with the specific provision to the extent
practicable. Additional information on the conditions
for exceptions is provided in the section of this guide
on the conditions for exceptions.
1102.2.1 Size and Location. The size of the clear
ground space shall be in accordance with Table
1102.2.1. Unless otherwise specified in Table
1102.2.1, one full unobstructed side of the clear
ground space shall adjoin or overlap an outdoor

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
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PROPOSED CHANGES
recreation access route or a trail, as applicable, or
another clear ground space.
Advisory 1102.2.1 Size and Location. The usable
sides of picnic tables, fire rings, grills, fireplaces, and
woodstoves are the sides of the outdoor constructed
feature that can be used for eating or serving food,
building a fire, or cooking. All sides of picnic tables are
generally usable, unless the picnic table is placed
against a rock or tree that renders the side against the
rock or tree not usable. All sides of fire rings and grills
are generally usable, unless there is a wall or other
structure on a side that renders the side not usable.
The front sides of fireplaces and woodstoves are
generally the usable side.
1102.2.2 Surface. The surface of the clear ground
space shall be firm and stable.
1102.2.3 Slope. The slope of the clear ground space
surface shall not be steeper than 1:48 in any direction.
EXCEPTION: Where the surface is other than asphalt,
concrete, or boards, slopes not steeper than 1:20 shall
be permitted when for purposes of ensuring
compliance with Texas Government Code, Chapter
469, all determinations regarding slopes steeper than
1:20 are made on a case-by-case basis by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
1102.2.4 Openings. Openings in the clear ground
space surface shall not allow the passage of a sphere
more than ½ inch (13 mm) in diameter.
Advisory 1102.2.4 Openings. Where possible,
drainage grates should be located outside of the clear
ground space surface. Elongated openings should be
placed so that the long dimension is perpendicular, or
as close to perpendicular as possible, to the dominant
direction of travel.

COMMENTS

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
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PROPOSED CHANGES
1102.3 Operable Parts. Operable parts shall comply
with 309.3 and 309.4.
EXCEPTIONS: 1. Fire rings, grills, fireplaces, wood
stoves, water hydrants, and water utility hookups
shall comply with 309.4 to the extent practicable.
EXCEPTIONS: 2. Trash and recycling receptacles with
hinged lids and controls to keep out large animals
shall comply with 309.4 to the extent practicable.
EXCEPTIONS: 3. Dumpster type trash and recycling
receptacles shall not be required to comply with 309.3
and 309.4.
EXCEPTIONS: 4. Sewage hatches shall not be required
to comply with 309.3 and 309.4.
Advisory 1102.3 Operable Parts. New products may
be developed with operable parts that comply with
309.4. As products with operable parts that comply
with 309.4 become available, entities should provide
these products to enable individuals with disabilities
to operate them.
1102.4 Picnic Tables. Picnic tables shall comply with
1104.4.
1102.4.1 Height. The tops of picnic tables shall
comply with 902.3.
1102.4.2 Wheelchair Space. Picnic tables shall
provide at least one wheelchair space for each 24
linear feet (7320 mm) of usable table surface
perimeter. Wheelchair spaces shall be 30 inches (760
mm) minimum by 48 inches (1220 mm) minimum.
Wheelchair spaces shall be positioned for a forward
approach to the table and provide knee and toe
clearance complying with 306 under the table.
1102.5 Fire Rings, Grills, Fireplaces, and Woodstoves.
Fire rings, grills, fireplaces, and wood stoves shall
comply with 1104.5.
Advisory 1102.5 Fire Rings, Grills, Fireplaces, and
Wood Stoves. Fire rings with double walls or
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insulation on the sides are recommended to prevent
burns.
1102.5.1 Fire Building Surfaces. Fire building surfaces
shall be 9 inches (230 mm) minimum above ground.
1102.5.2 Cooking Surfaces. Where provided, cooking
surfaces shall be 15 inches (380 mm ) minimum and
34 inches maximum above the ground.
1102.5.3 Raised Edges or Walls. Where fire rings,
grills, or fireplaces are constructed with raised edges
or walls, the depth of the raised edge or wall shall be
10 inches (255mm) maximum.
1102.8 Water Spouts. Water spouts at water
hydrants and water utility hook-ups shall be 28 inches
(710) minimum and 36 inches (915 mm) maximum
above ground.
1102.10 Outdoor Rinsing Showers. Outdoor rinsing
showers shall provide at least one hand-held shower
spray unit with a hose 59 inches (1500 mm) long
minimum. The hand-held shower spray unit shall
have at least one fixed position located 15 inches
minimum (380 mm) and 48 inches (1220 mm)
maximum above the ground.
EXCEPTION: Where vandalism is a consideration, a
fixed shower head located at 48 inches (1220 mm)
above the ground shall be permitted in place of a
hand-held shower spray unit.
1102.11 Viewing Scopes. Eyepieces on viewing
scopes shall be 43 inches (1090 mm) minimum and 51
inches (1295 mm) maximum above the ground.
1103 Parking Spaces within Camping Units and Picnic
Units and Pull-up Spaces at Dump Stations
1103.1 General. Parking spaces within camping units
and picnic units with mobility features and pull-up
spaces for recreational vehicles at dump stations shall
comply with 1103
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1103.2 Recreational Vehicles. Parking spaces and
pull-up spaces for recreational vehicles shall be 20
feet (6100 mm) wide minimum.
EXCEPTION: Where two adjacent parking spaces are
provided for recreational vehicles, one parking space
shall be permitted to be 16 feet (4880 mm) wide
minimum.
1103.3 Other Vehicles. Parking spaces for vehicles,
other than recreational vehicles, shall be 16 feet (4880
mm) wide minimum.
1103.4 Surface. The surface of parking spaces and
pull-up spaces shall be firm and stable.
1103.5 Slope. The slope of the surface of parking
spaces and pull-up spaces shall not be steeper than
1:48 in any direction.
EXCEPTION: Where the surface is other than asphalt,
concrete, or boards, slopes not steeper than 1:20 shall
be permitted when for purposes of ensuring
compliance with Texas Government Code, Chapter
469, all determinations regarding slopes steeper than
1:20 are made on a case-by-case basis by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
1104 Tent Pads and Tent Platforms.
1104.1 General. Tent pads and tent platforms shall
comply with 1104.
EXCEPTION: When an entity determines that a
condition listed in 245.1 exceptions 1 through 4 does
not permit full compliance with a specific provision of
1104, the tent pad and tent platform shall comply
with the provisions to the extent practicable.
1104.2 Clear Ground Space. Clear ground space
complying with 1104.2 shall be provided on all usable
sides of tent pads and tent platforms.
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1104.2.1 size. The clear ground space shall be 48
inches (1220 mm) wide minimum.
1104.2.2 Surface. The surface of the clear ground
space shall be firm and stable. The surface shall allow
use of tent stakes and other tent securement devices.
1104.2.3 Slope. The slope of the surface of tent pads,
tent platforms, and clear ground spaces shall not be
steeper than 1:48 in any direction.
EXCEPTION: Where the surface is other than asphalt,
concrete, or boards, slopes not steeper than 1:20 shall
be permitted where for purposes of ensuring
compliance with Texas Government Code, Chapter
469, all determinations regarding slopes steeper than
1:20 are made on a case-by-case basis by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
1104.2.4 Height. Tent platforms shall be 19 inches
(485 mm) high maximum measured from the clear
ground space to the tent platform surface.
1105 Camp Shelters.
1105.1 General. Camp shelters shall comply with
1105.
EXCEPTIONS: 1. When an entity determines that a
condition listed in 245.1 exceptions 1 through 4 does
not permit full compliance with a specific provision in
1105, the camp shelter shall comply with the
provision to the extent practicable.
EXCEPTIONS: 2. Camp shelters shall not be required
to comply with 307.
1105.2 Entrance. Camp shelters shall provide and
entrance complying with 1105.2.1 or 1105.2.2.
Providing shelters with roll-in access enables people
using mobility devices to use the facility.
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1105.2.1 Transfer Access. Where transfer access is
provided at the entrance to a camp shelter, the
entrance shall comply with 1105.3.1.
1105.2.1.1 Clear Ground Space. A clear ground space
shall be provided at the entrance to a camp shelter.
The clear ground space shall be 36 inches (915 mm)
minimum by 48 inches (1220 mm) minimum and shall
be positioned for a parallel approach to the camp
shelter. One full unobstructed side of the clear
ground space shall adjoin or overlap an outdoor
recreation access route or trail, as applicable, or
another clear ground space.
1105.2.1.1.1 Surface. The surface of the clear ground
space shall be firm and stable.
1105.2.1.1.2 Slope. The slope of the surface of the
clear ground space shall not be steeper than 1:48 in
any direction.
EXCEPTION: Where the surface is other than asphalt,
concrete, or boards, slopes not steeper than 1:20 shall
be permitted where necessary for drainage.
1105.2.1.2 Floor Height. The camp shelter floor at
the entrance shall be 19 inches (485 mm) high
maximum measured from the clear ground space.
1105.2.2 Roll-in Access. Where roll-in access is
provided at the entrance to a camp shelter, the
entrance shall comply with 1105.2.2.
1105.2.2.1 Level or Sloped Entry Route. Camp
shelters providing roll-in access shall have a level or
sloped entry route complying with 1107 or 1108, as
applicable.
1105.2.2.2 Turning Space. A turning space complying
with 304.3 shall be provided within the camp shelter.
1105.3 Floor. The floor within camp shelters shall
comply with 1105.3.
1105.3.1 Surface. The floor surface shall be firm and
stable.
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1105.3.2 Slope. The slope of the floor surface shall
not be steeper than 1:48 in any direction.
EXCEPTION: Where the surface is other than asphalt,
concrete, or boards, slopes not steeper than 1:20 shall
be permitted where necessary for drainage.
1106 Viewing Areas
1106.1 General. Viewing areas shall comply with
1106.
EXCEPTION: In alterations, when an entity determines
that a condition listed in 245.1 exceptions 1 through 4
does not permit full compliance with a specific
provision in 1106, the viewing area shall comply with
the provisions to the extent practicable.
1106.2 Clear Ground Space. A clear ground space
shall be provided at each distinct viewing location.
The clear ground space shall be 36 inches (915 mm)
minimum by 48 inches (1220 mm) minimum and shall
be positioned for either a forward or parallel
approach to the viewing location. One full
unobstructed side of the clear ground space shall
adjoin or overlap an outdoor recreation access route
or trail, as applicable, or another clear ground space.
1106.3 Viewing Space. Each distinct viewing location
shall provide a viewing space adjacent to the clear
ground space required in 1106.2 through which the
point of interest is viewable. The viewing space shall
be 32 inches (815 mm) minimum and 51 inches
maximum high above the ground and shall extend the
full width of the clear ground space.
EXCEPTION: Guards or similar barriers shall be
permitted to obstruct the viewing space to the extent
the obstruction is necessary for the guard or safety
barrier to serve its intended purpose.
1106.4 Turning Space. A turning space complying
with 304.3 shall be provided within viewing areas.
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1106.5 Surfaces. The surface of clear ground spaces
and turning spaces shall be firm and stable.
1106.6 Slope. The slope of the surface of clear
ground spaces and turning spaces shall not be steeper
than 1:48 in any direction.
EXCEPTION: Where the surface is other than asphalt,
concrete, or boards, slopes not steeper than 1:20 shall
be permitted when for purposes of ensuring
compliance with Texas Government Code, Chapter
469, all determinations regarding slopes steeper than
1:20 are made on a case-by-case basis by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
1107 Outdoor Recreation Access Routes
EXCEPTIONS: 1. In alterations to existing camping
facilities, picnic facilities, and trailheads, when an
entity determines that a condition listed in 245.1
exceptions 1 through 4 does not permit full
compliance with a specific provision in 1103 on a
portion of an outdoor recreation access route, the
portion of the outdoor recreation access route shall
comply with the provision to the extent practicable.
EXCEPTIONS: 2. At viewing areas, when an entity
determines that a condition listed in 245.1 exceptions
1 through 4 does not permit full compliance on a
portion of an outdoor recreation access route with a
specific provision in 1103, the portion of the outdoor
recreation access route shall comply with the
provision to the extent practicable.
EXCEPTIONS: 3. Where outdoor recreation access
routes are provided within vehicular ways, outdoor
recreation access routes shall not be required to
comply with 1103.3, 1103.6, and 1103.7.
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1107.1 Surfaces. The surface of outdoor recreation
access routes, passing spaces, and resting intervals
shall be firm and stable.
1107.2 Clear Width. The clear width of outdoor
recreation access routes shall be 36 inches (915 mm)
minimum.
1107.3 Passing Space. Outdoor recreation access
routes with a clear width less than 60 inches (1525
mm) shall provide passing spaces complying with
1016.4 at intervals of 200 feet (61 m) maximum.
Passing spaces and resting intervals shall be permitted
to overlap.
Advisory 1107.3 Passing Space. Entities should
consider providing either a 60 inches (1525 mm)
minimum clear width on outdoor recreation access
routes or passing spaces at shorter intervals if the
clear width is less than 60 inches (1525 mm), where
the route is:
1. Heavy used or adjoins elements, space, or facilities
that are heavily used; or
2. A boardwalk or otherwise not at the same level as
the ground surface adjoining the route.
1107.4 Size. The passing space shall be either:
a. A space 60 inches (1525 mm) minimum by 60
inches (1525 mm) minimum; or b. The intersection of
two outdoor recreation access routes providing a Tshaped space complying with 304.3.2 where the base
and the arms of the T-shaped space extend 48 inches
(1220 mm) minimum beyond the intersection. Vertical
alignment at the intersection of the outdoor
recreation access routes that form the T-shaped space
shall be nominally planar.
Where the passing space is the intersection of two
outdoor recreation access routes, the intersection
must be as flat as possible so that all wheels of the
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mobility device touch the ground when turning into
and out of the passing space.
1107.5 Obstacles. Obstacles on outdoor recreation
access routes, passing spaces, and resting intervals
shall not exceed 1/2 inch (13 mm) in height measured
vertically to the highest point.
EXCEPTION: Where the surface is other than asphalt,
concrete, or boards, obstacles shall be permitted to
not exceed 1 inch (25 mm) in height measured
vertically to the highest point.
Advisory 1107.5 Openings. Spaces between the
boards in a boardwalk and drainage grates are
examples of openings. Where possible, drainage
grates should be located outside the minimum clear
width of the outdoor recreation access route.
Elongated openings should be placed so that the long
dimension is perpendicular, or as close to
perpendicular as possible, to the dominant direction
of travel and comply with 302.3.
1107.6 Slope. The slopes of outdoor recreation access
routes shall comply with 1107.6.
1107.6.1 Maximum Running Slope and Segment
Length. The running slope of any segment of an
outdoor recreation access route shall not be steeper
than 1:10 (10%).
Where the running slope of a segment of an outdoor
recreation access route is steeper than 1:20 (5%), the
maximum length of the segment shall be in
accordance with Table 1107.6.1, and a resting interval
complying with 1107.7 shall be provided at the top
and bottom of each segment.
Advisory 1107.6.1 Maximum Running Slope and
Segment Length. Gradual running slopes are more
usable by individuals with disabilities. Where the
terrain results in steeper running slopes, resting
intervals are required more frequently. Where
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running slopes are less severe, resting intervals are
permitted to be farther apart.
1107.6.2 Cross Slope. The cross slope shall not be
steeper than 1:48.
EXCEPTION: Where the surface is other than concrete,
asphalt, or boards, cross slopes not steeper than 1:20
shall be permitted when for purposes of ensuring
compliance with Texas Government Code, Chapter
469, all determinations regarding slopes steeper than
1:20 are made on a case-by-case basis by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
1107.7 Resting Intervals. Resting intervals shall
comply with 1103.7.
1107.7.1 Length. The resting interval length shall be
60 inches (1525 mm) long minimum.
1107.7.2 Width. Where resting intervals are provided
within an outdoor recreation access route, resting
intervals shall be at least as wide as the widest
segment of the outdoor recreation access route
leading to the resting interval. Where resting intervals
are provided adjacent to an outdoor recreation access
route, the resting interval shall be 36 inches (915 mm)
wide minimum.
1107.7.3 Slope. Resting intervals shall have slopes not
steeper than 1:48 in any direction.
EXCEPTION: Where the surface is other than
concrete, asphalt, or boards, slopes not steeper than
1:20 shall be permitted when for purposes of ensuring
compliance with Texas Government Code, Chapter
469, all determinations regarding slopes steeper than
1:20 are made on a case-by-case basis by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
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1107.7.4 Turning Space. Where resting intervals are
provided adjacent to an outdoor recreation access
route, a turning space complying with 304.3.2 shall be
provided.
Vertical alignment between the outdoor recreation
access route, turning space, and resting interval shall
be nominally planar.
1107.8 Protruding Objects. Constructed elements on
outdoor recreation access routes, passing spaces, and
resting intervals shall comply with 307.
Advisory 1107.8 Protruding Objects. Protruding
objects on outdoor recreation access routes, passing
spaces, and resting intervals can be hazardous for
individuals who are blind or have low vision. Signs
and other post mounted objects are examples of
constructed elements that can be protruding objects.
1108 Trails
1108.1 General. Trails shall comply with 1108.
EXCEPTIONS: 1. When an entity determines that a
condition listed in 245.1 exceptions 1 through 4 does
not permit full compliance with a specific provision in
1108 on a portion of a trail, the portion of the trail
shall comply with the provisions to the extent
practicable.
EXCEPTIONS: 2. After applying Exception 1, when an
entity determines that it is structurally impracticable
for the entire trail to comply with 1108, the trail shall
not be required to comply with 1108.
An entity must apply Exception 1 before using
exception 2. The entity should consider the portions
of the trail that can and cannot fully comply with
specific provisions in 1108 and the extent of
compliance where full compliance cannot be achieved
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when determined whether it is impracticable for the
entire trail to comply with 1108. For purposes of
ensuring compliance with Texas Government Code,
Chapter 469, all determinations of impracticability
regarding the entire trail are made on a case-by-case
basis by the Department in accordance with the
variance procedures contained in Chapter 68, Texas
Administrative Code.
1108.2 Surface. The surface of trails, passing spaces,
and resting intervals shall be firm and stable.
Advisory 1108.2 Surface. A firm trail surface resists
deformation by indentations. A stable trail surface is
not permanently affected by expected weather
conditions and can sustain normal wear and tear from
the expected uses between planned maintenances.
1108.3 Clear Tread Width. The clear tread width of
trails shall be 36 inches (915 mm) minimum.
1108.4 Passing Spaces. Trails with a clear tread width
less than 60 inches (1525 mm) shall provide passing
spaces complying with 1108.4 at intervals of 1000 feet
(300 m) maximum. Where the full length of a trail
does not fully comply with 1108, a passing space shall
be located at the end of the trail segment that fully
complies with 1108. Passing spaces and resting
intervals shall be permitted to overlap.
Advisory 1108.4 Passing Space. Entities should
consider providing either a 60 inches (1525 mm)
minimum clear tread width or passing spaces at
shorter intervals if the clear tread width is less than 60
inches (1525 mm), where a trail is:
1. Heavily used; or
2. A boardwalk or otherwise not at the same level as
the ground surface adjoining the trail.
Where the full length of the trail does not fully comply
with 1108, locating a passing space at the end of the
trail segment that fully complies with 1108 enables a
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person who uses a mobility device to turn and exit the
trail.
1108.4.1 Size. The passing space shall be either:
1. A space 60 inches (1525 mm) minimum by 60
inches (1525 mm) minimum; or
2. The intersection of two trails providing a T-shaped
space complying with 304.3.2 where the base and the
arms of the t-shaped space extend 48 inches (1220
mm) minimum beyond the intersection. Vertical
alignment at the intersection of the trails that form
the T-shaped space shall be nominally planar.
Where the passing space is the intersection of two
trails, the intersection must be as flat as possible so
that all wheels of a mobility device touch the ground
when turning into and out of the passing space.
1108.2.3 Tread Obstacles. Tread obstacles on trails,
passing spaces, and resting intervals shall not exceed
1/2 inch (13 mm) in height measured vertically to the
highest point.
EXCEPTION: Where the surface is other than asphalt,
concrete, or boards, tread obstacles shall be
permitted to not exceed 2 inches (50 mm) in height
measured vertically to the highest point.
Advisory 1108.2.3 Tread Obstacles. The vertical
alignment of joints in concrete, asphalt, or board
surfaces can be tread obstacles. Natural features such
as tree roots and rocks within the trail can also be
tread obstacles. Where possible, tread obstacles that
cross the full width of the trail tread should be
separated by 48 inches (1220 mm) minimum.
1108.2.4 Openings. Openings in the surface of trails,
passing spaces, and resting intervals shall not allow
the passage of a sphere more than 1/2 inch (13 mm)
in diameter.

COMMENTS

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

2012 TAS

PROPOSED CHANGES
Advisory 1108.2.4 Openings. Elongated opening s
should be placed so that the long dimension is
perpendicular, or a close to perpendicular as possible,
to the dominant direction of travel.
1108.3 Slopes. The slopes of trails shall comply with
1108.3.
1108.3.1 Maximum Running Slope and Segment
Length. Not more than 30 percent of the total length
of a trail shall have a running slope steeper than 1:12
(8.33%). The running slope of any segment of a trail
shall not be steeper than 1:8 (12%). Where the
running slope of a segment of a trail is steeper than
1:20 (5%), the maximum length of the segment shall
be in accordance with Table 1108.3.1, and a resting
interval complying with 1108.4 shall be provided at
the top and bottom of each segment.
Advisory 1108.3.1 Maximum Running Slope and
Segment Length. Gradual running slopes on trails are
more usable by individuals with disabilities. Where
the terrain results in steeper running slopes, resting
intervals are required more frequently. Where
running slopes are less severe, resting intervals are
permitted to be farther apart.
1108.3.2 Cross Slope. The cross slope shall not be
steeper than 1:48.
EXCEPTION: Where the surface is other than
concrete, asphalt, or boards, cross slopes not steeper
than 1:20 shall be permitted when for purposes of
ensuring compliance with Texas Government Code,
Chapter 469, all determinations regarding slopes
steeper than 1:20 are made on a case-by-case basis by
the Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
1108.4 Resting Intervals. Resting intervals shall
comply with 1108.4.
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1108.4.1 Length. The resting interval length shall be
60 inches (1525 mm) long minimum.
1108.4.2 Width. Where resting intervals are provided
within the trail trad, resting intervals shall be at least
as wide as the widest segment of the trail tread
leading to the resting interval. Where resting intervals
are provided adjacent to the trail tread, the resting
interval clear width shall be 36 inches (915 mm)
minimum.
1108.4.3 Slope. Resting intervals shall have slopes not
steeper than 1:48 in any direction.
EXCEPTION: Where the surface is other than concrete,
asphalt, or boards cross slopes not steeper than 1:20
shall be permitted for purposes of ensuring
compliance with Texas Government Code, Chapter
469, all determinations regarding slopes steeper than
1:20 are made on a case-by-case basis by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
1108.4.4 Turning Space. Where resting intervals are
provided adjacent to the trail tread, a turning space
complying with 304.3.2 shall be provided. Vertical
alignment between the trail tread, turning space and
resting interval shall nominally planar.
1108.5 Protruding Objects. Constructed elements on
trails, passing spaces, and resting intervals shall
comply with 307.
Advisory 1108.5 Protruding Objects. Protruding
objects on trails, passing spaces, and resting intervals
can be hazardous for individuals who are blind or have
low vision. Signs and other post mounted objects are
examples of constructed elements that can be
protruding objects.
1108.6 Trailhead Signs. Trail information signs at
trailheads shall include the following:
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1. Length of the trail or trail segment;
2. Surface type;
3. Typical and minimum tread width;
4. Typical and maximum running slope; and
5. Typical and maximum cross slope.
1109 Beach Access Routes
1109.1 General. Beach access routes shall comply
with 1109.
EXCEPTIONS: 1. When an entity determines that a
condition listed in 245.1 exceptions 1 through 4 does
not permit full compliance with a specific provision in
listed in 245.1 exceptions 1 through 4 on a portion of
a beach access route, the portion of the beach access
route shall comply with the provision to the extent
practicable.
EXCEPTIONS: 2. After applying Exception 1, when an
entity determines that it is impracticable to provide
beach access route complying with 1109, a beach
access route shall not be required.
EXCEPTIONS: 3. Removable beach access routes shall
not be required to comply with 1109.7, 1109.8, and
1109.10.
Advisory 1109.1 General Exception 2. An entity must
apply Exception 1 before using Exception 2. The
entity should consider the portions of the beach
access route that can and cannot fully comply with
specific provisions in 1109 and the extent of
compliance where full compliance cannot be achieved
when determined whether it is impracticable for the
entire trail to comply with 1109. For purposes of
ensuring compliance with Texas Government Code,
Chapter 469, all determinations of impracticability
regarding the entire trail are made on a case-by-case
basis by the Department in accordance with the
variance procedures contained in Chapter 68, Texas
Administrative Code.

COMMENTS

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

Added based on Accessibility Standards for
Federal Outdoor Developed Areas.
Added based on Accessibility Standards for
Federal Outdoor Developed Areas.

2012 TAS

PROPOSED CHANGES
1109.2 Connections. Beach access routes shall
connect at entry point to the beach to the:
1. High tide level at tidal beaches;
2. Mean high water level at river beaches; or
3. Norman recreation water level at lake, pond, and
reservoir beaches.
1109.3 Surfaces. The surface beach access routes and
resting intervals shall be firm and stable
1109.4 Clear Width. The clear width of beach access
routes shall be 60 inches (1525 mm) minimum.
EXCPTION: At dune crossings, the clear width of beach
access routes that are not removable shall be
permitted to be reduced to 48 inches (1220 mm)
minimum.
Advisory 1109.4 Clear Width. Beach wheelchairs are
not a substitute for providing beach access routes.
Beach wheelchairs have large, wide wheels that can
ross across sand without sinking but do not provide
independent access.
When gates or barriers are installed to control beach
access, the gates or barriers must allow the passage of
mobility devices, including beach wheelchairs. Gates
or barriers should provide clear openings at least 48
inches wide for beach wheelchairs.
1109.5 Obstacles. Obstacles on beach access routes
and resting intervals shall not exceed 1/2 inch (13
mm) in height measured vertically to the highest
point.
EXCEPTION: Where the surface is other than asphalt,
concrete, or boards, obstacles shall be permitted to
not exceed 1 inch (25 mm) in height measured
vertically to the highest point.
Advisory 1109.5 Obstacles. The vertical alignment of
boards on a beach access route or removable sections
of beach access route can be obstacles.
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Where possible, separate obstacles that cross the
entire beach access route by at least 48 inches so that
people using mobility devices can fully cross on
obstacle before confronting another.
1109.6 Openings. Openings in the surface of beach
access routes and resting intervals shall not allow the
passage of a sphere more than 1/2 inch (13 mm) in
diameter.
Advisory 1109.6 Openings. Elongated opening should
be placed so that the long dimension is perpendicular,
or a close to perpendicular as possible, to the
dominant direction of travel.
1109.7 Slopes. The slopes of beach access routes shall
comply with 1109.7.
1109.7.1 Maximum Running Slope and Segment
Length. The running slow pf any segment of a beach
access route must be no steeper than 1:10 (10 %).
When the running slope of a segment of beach access
route is steeper than 1:20 (5 %), the maximum length
of the segment is specified in Table 1109.7.1, and a
resting interval complying with 1109.8 shall be
provided at the top and bottom of each segment.
Advisory 1109.7.1 Maximum Running Slopes and
Segment Lengths. Gradual running slopes on beach
access routes are more usable by individuals with
disabilities. Where the terrain results in steeper
running slopes, resting intervals are required more
frequently. When running slopes are less sever,
resting intervals are permitted to be further apart.
1109.7.2 Cross Slopes. The cross slope shall not be
steeper than 1:48.
EXCEPTION: Where the surface is other than
concrete, asphalt, or boards, cross slopes not steeper
than 1:20 shall be permitted for purposes of ensuring
compliance with Texas Government Code, Chapter
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469, all determinations regarding slopes steeper than
1:20 are made on a case-by-case basis by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
1109.8 Resting Intervals. Resting intervals shall
comply with 1109.7.3.
1109.8.1 Size. Resting intervals shall be 60 inches
minimum (1525 mm) by 60 inches (1525 mm)
minimum.
1109.8.2 Slope. Resting intervals shall have a slope
not steeper than 1:48 in any direction.
EXCEPTION: Where the surface is other than
concrete, asphalt, or boards, cross slopes not steeper
than 1:20 shall be permitted for purposes of ensuring
compliance with Texas Government Code, Chapter
469, all determinations regarding slopes steeper than
1:20 are made on a case-by-case basis by the
Department in accordance with the variance
procedures contained in Chapter 68, Texas
Administrative Code.
1109.9 Protruding Objects. Beach access routes and
resting intervals shall comply with 307.
Advisory 1109.9 Protruding Objects. Protruding
objects on beach access routes and resting intervals
can be hazardous for individuals who are blind or have
low vision. Signs and other post mounted objects are
examples of constructed elements that can be
protruding objects.
1109.10 Dune Crossings. Where the slope of a beach
access route at a dune crossing is steeper than 1:20
(5%), handrails complying with 505 and curbs or
barriers shall be provided. The curbs or barriers shall
prevent the passage of a two-inch (50 mm) diameter
sphere, where any portion of the sphere is within twoinches (50 mm) of the crossing surface.
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